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3,5 x   15 • 15 7,0 2,1 1135015 200 5708620208510
3,5 x   25 • 15 7,0 2,1 1135025 200 5708620208527

4,0 x   15 • 20 8,0 2,4 1140015 200 5708620208534
4,0 x   20 20 8 2,4 1140020 200 5708620210001
4,0 x   25 20 8 2,4 1140025 200 5708620210018
4,0 x   30 20 8,0 2,4 1140030 200 5708620208541
4,0 x   40 20 35 8,0 2,4 1140040 200 5708620208558
4,0 x   50 20 35 8,0 2,4 1140050 200 5708620208565
4,0 x   60 20 35 8 2,4 1140060 200 5708620210025

5,0 x   20 20 10,0 3,0 1150020 200 5708620210032
5,0 x   25 20 10,0 3,0 1150025 200 5708620208572
5,0 x   30 20 10,0 3,0 1150030 200 5708620208589
5,0 x   40 20 10,0 3,0 1150040 200 5708620208596
5,0 x   50 20 40 10,0 3,0 1150050 200 5708620209425
5,0 x   60 20 40 10,0 3,0 1150060 200 5708620208602
5,0 x   70 20 42 10,0 3,0 1150070 200 5708620210049
5,0 x   80 20 48 10,0 3,0 1150080 200 5708620210056

6,0 x   40 30 12,0 3,6 1160040 200 5708620209418
6,0 x   50 30 12,0 3,6 1160050 200 5708620209401
6,0 x   60 30 36 12,0 3,6 1160060 200 5708620210063
6,0 x   70 30 42 12,0 3,6 1160070 200 5708620210070
6,0 x   80 30 48 12,0 3,6 1160080 200 5708620210087
6,0 x   90 30 54 12,0 3,6 1160090 100 5708620210094
6,0 x 100 30 60 12,0 3,6 1160100 100 5708620210100
6,0 x 120 30 72 12,0 3,6 1160120 100 5708620210117
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Expandet Extra with pan head, 
Outdoor

EXPANDET EXTRA WITH PAN HEAD, OUTDOOR
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DIMENSION
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•	Not	included	in	CE-marking

Expandet Extra with pan head, fibercut and saw thread, 
with ceramic coating technology for outdoor use 
according to Euro Code 5 . Suitable for use in ACQ timber . 


