
- professional fastening technology

Expandet Screw Anchors A/S
Svendebuen 2-6
3230 Græsted 
Tlf. 70 22 79 79, Fax 70 22 79 89
salg@expandet.dk 
www.expandet.dk

Expandet MFAExpandet C-Bolt

Expandet ExtremeCut 3+

Expandet Rosett®

- professional fastening technology

PRODUCT CATALOGUE

Expandet MFAExpandet C-Bolt

Expandet ExtremeCut 3+

E
X

PA
N

D
E

T P
R

O
D

U
C

T C
A

TA
LO

G
U

E

Expandet Screw Anchors A/S
Svendebuen 2-6
3230 Græsted 
Phone +45 70 22 79 79, Fax +45 70 22 79 89
salg@expandet.dk 
www.expandet.dk

Expandet Rosett®



Quick Guide and how to use Expandet Colour Code System

Fixings in plasterboard/ 
drywall
page 10-29

Fixings in Porous materials 
& Hollow Brick
page 30-37

Fixings in Concrete and 
Brick
page 38-97

Fixings in Concrete
page 98-125

Woodscrews & Drywall 
Screws
page 126-142

Other accessories
page 143-177

Rosett®
page 10-13

Light Rosett
page 14-15

Jet Drive® & 
Driva 
page 16-19

Metal Cavity 
Anchor
page 24-25

Metal Toggle 
Anchor
page 28-29

Super w/ long 
expansion
page 30-31

Super Frame 
fixing w/ long 
expansion
page 32-33

LB
page 34-35

Special
page 36-37

Nylon fixings
page 38-51

Concrete & 
Windowframe 
Screws
page 52-57

Insulation 
fixings
page 66-73

Bonded Anchors 
ESI+ & EVL+
page 82-90

C-Bolt
Concrete Bolts
page 98-99

Multi-Monti 
Concrete Bolts
page 100-107

Throughbolts 
page 108-114

Other heavy 
duty concrete 
anchors
page 115-121

Ceiling Anchors
page 122-125

Expandet Extra 
V2 Ceramic 
Coated
page 126-128

Expandet Extra 
V2 Zinc Plated
page 132

Threaded rods, 
washers & nuts
page 143-153

Assortment 
boxes
page 164-168

ExtremeCut 3+ 
SDS Drillbits 
page 172-176

Expandet has since early 1950’s been a worldwide supplier of fasteners for concrete, brick and wood. Today we stock a com-
plete assortment and it is important for us that you easily navigate our Product Catalogue.

Below you have a Quick Guide to the 6 main product areas and you will quickly discover our colour code system: 
Plasterboards = Orange – Porous Materials and Hollow brick = Green – Brick & Concrete = Yellow – Concrete = Grey – 
Wood & Drywall screws = Red – Accessories =Red

Expandet Extra 
A4 (316)
page 129-131

Collated Dry-
wall Screws
page 138-140

Drywall Screws 
page136-138

Scaffolding
page 156-157

Fastcaps
page 158-159

Gastools & 
fasteners
page 94-97
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 THROUGHBOLT BZ, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .113

 THROUGHBOLT BZ-A4 stainless steel   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .114

 HEAVY DUTY ANCHOR SZ-S 8 .8 steel, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .116

 DROP IN ANCHOR E, zinc plated   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .118

 DROP IN ANCHOR E, Inox A4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .118

 SETTING TOOL .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .119

 DROP IN ANCHOR K, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .121

 SETTING TOOL .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .121

 CONCRETE HAMMER RIVET  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .123

 CEILING ANCHOR, hardened spring steel, black phosphated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .125

 CEILING ANCHOR, hardened spring steel, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .125

 CEILING ANCHOR, steel, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .125

 EXTRA V2 OUTDOOR, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .127

 EXTRA WITH PAN HEAD, OUTDOOR, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .128

 EXTRA V2 INOX A4, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .130

 EXTRA INOX A4 chipboard screw with pan head  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .130

 EXTRA DECKING SCREW, Inox A4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .131

 EXTRA HARDWOOD DECKING SCREW, Inox A4  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .131

 EXTRA V2 INDOOR, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .132

 CHIPBOARD SCREW INDOOR WITH PAN HEAD, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .132

 EXTRA WITH PAN HEAD, INOX A2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .133

 FACADE SCREW, INOX A2 (304)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .133

 INSTALLATION SCREW, YELLOW CHROMATE  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .134

 INSTALLATION SCREW WITH FLANGEHEAD   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .135

 DRYWALL SCREW FOR STEEL (MAX . 0,9 MM)   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .137

 DRYWALL SCREW WITH DRILL BIT FOR STEEL (MAX . 2,1 MM)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .137

 DRYWALL FOR WOOD, BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .137

 DRYWALL SCREW FOR FIBER BOARDS (FERMACELL), BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .138

 DRYWALL SCREW FOR HIGH DENSITY PLASTERBOARD, BIT: PH2 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .138
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 WAFER HEAD SCREW (WITH AND WITHOUT DRILL BIT FOR STEEL) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .138

 COLLATED DRYWALL SCREW FOR STEEL (MAX . 0,9 MM), BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .139

 COLLATED DRYWALL SCREW WITH DRILL BIT FOR STEEL (MAX . 2,1 MM) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .139

 COLLATED DRYWALL SCREW FOR WOOD, BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .139

 COLLATED DRYWAL SCREW FOR FIBER BOARDS (FERMACELL)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .140

 COLLATED DRYWALL SCREW FOR HIGH DENSITY PLASTERBOARDS, BIT:PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .140

 HECO-TOPIX, WOOD CONSTRUCTION SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .142

 DISC FOR HECO-TOPIX, WOOD CONSTRUCTION SCREW   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .142

 THREADED ROD with nut and washer, pointed, zinc plated, steel 5 .8  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .144

 THREADED ROD with nuts and washer, pointed, hot dipped galvanized, steel 5 .8  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .144

 THREADED ROD with nut and washer, pointed, INOX A4-70  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .145

 THREADED ROD, straight cut, zinc plated, steel 5 .8 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .146

 THREADED ROD, straight cut, hot dipped galvanized, steel 5 .8   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .146

 THREADED ROD (DIN 975), Length 1 M, steel 8 .8   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .147

 THREADED ROD (DIN 975), Length 2 M, steel 8 .8   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .148

 METRIC NUTS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .149

 WASHER, 200 HV, Hot Dipped Galvanized   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .150

 WASHER, 100 HV, Hot Dipped Galvanized  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .150
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 ASSORTMENT BOX EASY LINE PROFESSIONAL  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .166

 ASSORTMENT BOX EASY LINE PROFESSIONAL X-Large  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .166

 ASSORTMENT BOX GULV-JACK .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .168

 ASSORTMENT BOX MULTI-MONTI .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .168

 ASSORTMENTBOX SUPER, 5 - 6 - 8 - 10 MM .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .165

 ASSORTMENTBOX SUPER, 5 - 6 - 8 MM  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .165

 ASSORTMENTBOX SUPER WITH SCREWS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .165

 ASSORTMENTS BOX EXTRA V2, OUTDOOR  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .167

 BLOW OUT PUMP   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 90

 BRASS ANCHOR   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 65

 BRUSH, for cleaning of the drilled holes  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 92

 BRUSH WITHOUT HANDLE .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 93

 C-BOLT, with flange hex head, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 99

 CEILING ANCHOR, hardened spring steel, black phosphated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .125

 CEILING ANCHOR, hardened spring steel, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .125

 CEILING ANCHOR, steel, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .125

 CENTERING SLEEVE FOR ADJUSTABLE FRAME SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .157

 CHEMICAL ANCHOR (Technical Sheet No . 317)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 79

 CHIPBOARD SCREW INDOOR WITH PAN HEAD, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .132

 COLLATED DRYWALL SCREW FOR HIGH DENSITY PLASTERBOARDS, BIT:PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .140

 COLLATED DRYWALL SCREW FOR STEEL (MAX . 0,9 MM), BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .139

 COLLATED DRYWALL SCREW FOR WOOD, BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .139

 COLLATED DRYWALL SCREW WITH DRILL BIT FOR STEEL (MAX . 2,1 MM) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .139

 COLLATED DRYWAL SCREW FOR FIBER BOARDS (FERMACELL)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .140

 COMBINATION DRILL FOR ADJUSTABLE  FRAME SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .157

 COMBINATION KEY FOR FIXING AND ADJUSTING OF ADJUSTABLE FRAME SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .157

 CONCRETE HAMMER RIVET  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .123

 CONCRETE SCREW OUTDOOR WITH HEAD , TX 30, for outdoor use .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 55

 CONCRETE SCREW OUTDOOR WITHOUT HEAD , TX 30, for outdoor use  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 55

 CONCRETE SCREW WITH HEAD, zinc plated, TX 30   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 53

 CONCRETE SCREW WITHOUT HEAD, zinc plated, TX 30   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 53

 CONCRETE SCREW WITH PAN HEAD, zinc plated, TX 30   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 54

 COVERCAPS .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .163

 COVERCAPS FOR TOPROC DISTANCE SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .155

 DISC FOR EXPANDET ISOPLUG, 52 mm and 90 mm .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69

 DISC FOR EXPANDET LONG ISOPLUG  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73

 DISC FOR HECO-TOPIX, WOOD CONSTRUCTION SCREW   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .142

 DRILL INCL . CENTER DRILL FOR ADJUSTABLE FRAME SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .157

 DROP IN ANCHOR E, Inox A4   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .118

 DROP IN ANCHOR E, zinc plated   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .118

 DROP IN ANCHOR K, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .121

 DRYWALL FOR WOOD, BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .137

 DRYWALL SCREW FOR STEEL (MAX . 0,9 MM)   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .137

 DRYWALL SCREW FOR FIBER BOARDS (FERMACELL), BIT: PH2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .138

 DRYWALL SCREW FOR HIGH DENSITY PLASTERBOARD, BIT: PH2 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .138

 DRYWALL SCREW WITH DRILL BIT FOR STEEL (MAX . 2,1 MM)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .137

 ESI+ STYRENE FREE INJECTION MORTAR  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 83

 EVL+, WINTER - STYRENE FREE INJECTION MORTAR  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 86

 EXPANSION BOLT with conical bolt  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 75
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 EXPANSION SHIELD  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 77

 EXPRESS NAIL, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 61

 EXTENTION PIECE 1 M, for Expandet Injection Mortar  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 90

 EXTENTION PIECE FOR BRUSH  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 92

 EXTRA DECKING SCREW, Inox A4  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .131

 HARDWOOD DECKING SCREW, Inox A4  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .131

 EXTRA V2 INOX A4, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .130

 EXTRA INOX A4 chipboard screw with pan head  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .130

 EXPANDET EXTRA V2 INDOOR, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .132

 EXTRA V2 OUTDOOR chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .127

 EXTRA WITH PAN HEAD, OUTDOOR, chipboard screw  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .128

 EXTRA WITH PAN HEAD, without fiber cut, INOX A2  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .133

 EXTREMECUT 3+, 3 CUTTER SDS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .173

 EXTREMECUT 3+, 3 CUTTER SDS, 12 pcs . per box .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .174

 FACADE SCREW, INOX A2 (304)  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .133

 FASTCAPS, Self-adhesive overcaps   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .161

 GAS-POWERED CONCRETE NAILER AND FASTNERS   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 95

 GAS-POWERED INSULATION NAILER AND FASTNERS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 97

 GULV-JACK incl . silencer  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .171

 HANDLE FOR BRUSH  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 92

 HEAVY DUTY ANCHOR SZ-S 8 .8 steel, zinc plated .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .116

 HECO-TOPIX, WOOD CONSTRUCTION SCREW  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .142

 HEXAGON KEY/TOOL FOR GULV-JACK  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .171

 HEX TOP, WITH MAGNET  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .169

 INJECTION GUN H245, PLASTIC, for 300 ml ESI+ og EVL+ Styrene Free Injections Mortar .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 91

 INJECTION GUN H260, for 300 og 345 ml ESI+ og EVL+ Styrene Free Injections Mortar .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 91

 INSTALLATION SCREW WITH FLANGEHEAD   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .135

 INSTALLATION SCREW, YELLOW CHROMATE  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .134

 INSTALLING TOOL FOR M4, M5, M6  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25

 INSTALLING TOOL FOR M4, M5, M6 OG M8  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 25

 ISO-DISC 90 mm .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69

 ISO-DISC METAL, 80 mm .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 71

 ISOPLUG  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 69

 ISOPLUG METAL  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 71

 ISOPLUG with expansion  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 67

 ISO-SCREW   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 81

 JET-DRIVE®  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 17

 LB METAL .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 35

 LB NYLON (  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 35

 LIGHT  ROSETT, BLUE   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15

 LIGHT ROSETT, RED  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 15

 LONG ISOPLUG  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 73
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 THREADED ROD (DIN 975), Length 1 M, steel 8 .8 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .147

 THREADED ROD (DIN 975), Length 2 M, steel 8 .8 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .148

 THREADED ROD with nut and washer, pointed, hot dipped galvanized, steel 5 .8  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .144

 THREADED ROD with nut and washer, pointed, INOX A4-70  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .145

 THREADED ROD with nut and washer, pointed, zinc plated, steel 5 .8  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .144

 THREADED ROD, straight cut, hot dipped galvanized, steel 5 .8 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .146

 THREADED ROD, straight cut, zinc plated, steel 5 .8 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .146

 THROUGHBOLT BZ-A4 stainless steel .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .114

 THROUGHBOLT BZ, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .113

 THROUGHBOLT EXG-A4 II, Stainless steel A4 (316)   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .111

 THROUGHBOLT EXG II, Hot Dip Galvanized   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .110

 THROUGHBOLT EXG II, zinc plated   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .109

 TOOLBOX .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .169

 TOP DISTANCE SCREW, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .155

 TOPROC DISTANCE SCREW, with internal hex, zinc plated  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .155

 ULTIMAX SDS MAX, 6 CUTTER   .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .175

 UNIVERSAL PLUG  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .177

 WAFER HEAD SCREW (WITH AND WITHOUT DRILL BIT FOR STEEL) .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .138

 WALLPLUG in 25 pcs . frames FOILED  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 59

 WALLPLUG in 25 pcs . frames .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 59

 WASHER, 100 HV, Hot Dipped Galvanized  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .150

 WASHER, 200 HV, Hot Dipped Galvanized .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .150

 WASHERS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .151

 WASHERS  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .152 

 WINDOW FRAME SCREW, Inox A2, TX 30 .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  . 57

 WOODEN PLUG FOR GULV-JACK  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .  .171
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A2 Window Frame Screw
Alum-Hammer Rivet
Concrete Screw
Concrete Hammer Rivet
C-Bolt
Driva
Expansion Bolt
Expansion Shield
Spring Toggle Anchor
Express Nail
Throughbolt
Plasterboard-Clips
Heco Topix wood conctruction screw
Injection Mortar
Injection Mortar with Sleeve
Isoplug
Isoplug with expansion
Jet-Drive
Adjustable Fram Screw with Super
Chemical Anchor
LB
LB Metal
Light Rosett
Celling Anchor
Brass Anchor
Metal Cavity Anchor
Metal Toggle Anchor
MFA Frame Fixing
Super Frame Fixing 8 mm
Multi-Monti
Wallplug
Nylon Cavity Anchor
Rosett
Drop In Anchor
Drop In Anchor with collar
Special
Super Nylon Plug
Super with long expansion
Super Frame Fixing
Super Frame Fixing w/ long Exp .
Heavy Duty Anchor
Nail Anchor
Toproc w/ Super/Super long Exp .
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0,20 0,35

0,38 0,50

0,70 0,85

0,20 0,35

0,20 0,35

0,20 0,35

1]

2]

3]

4]

12 mm

INSTALLATION:

P
LA

S
TE

R
B

O
A

R
D

Type Load capacities

DIMENSION
Nrec Vrec

Recommended tension load
kN

Recommended shear load
kN

GREY (1 layer)

BLUE (1 layer l)

RED (2 layer)

HOOK (1 og 2 layer)

HOOK (1 og 2 layer)

EYE (1 og 2 layer)

 Loads are recommended maximum in plasterboards with 300 mm spacing   
 between each Rosett .
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
* 1 layer Plasterboard = 12 mm, 2 layer Plasterboard = 25 mm
NOTE: Is the recommended spacing not applied the load capacity will be reduced .

Drill a 10 mm hole through the board with HSS-
drill . Hammer the Rosett flush with the wall

Place the screw through the fitting and tighten

When the screw is tightened further . . .

 . . . .Rosett forms a strong knot on the back of the 
board (in the cavity)

A D VA N TAG E S
• Designed for heavy loads in plasterboards.
• Easy fixing - no special tools required.
• Also available without screw.
• Works with same degree of safety in insulated cavities.
• Does not damage the plasterboards.
• Recommended by leading plasterboard manufactures. 
• Useable in all cavity walls.

Expandet Rosett® is the strongest fastening solution in 
plasterboards, gypsum fibre boards, chipboards, and 
other cavity walls . Easy installation, no special tools 
required. Also works effectively in cavities with insulation 
and is recommended by well known plasterboard 
manufaturers .

Expandet RosettR

Use Rosett with spacer for 
mounting of U-shaped shelving 
systems . The distance is 
adjustable using multiple spacers

Use grey Expandet Rosett for 
board dimensions 3-10 mm and 
especially for narrow cavities

Use blue Expandet Rosett for 
board dimensions 3-18 mm and 
1 layer of plasterboards

Use red Expandet Rosett for 
board dimensions 18-30 mm and 
2 layers of plasterboards

NOTE]
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18-30 10 - - 410060 25 5708620046174
18-30 10 65 12 410160 25 5708620046181
18-30 10 90 38 410860 25 5708620046259
18-30 10 75 12 410260 25 5708620046198
18-30 10 75 23 410660 25 5708620046235
18-30 10 90 38 410760 25 5708620046242
18-30 10 55 - 410360 25 5708620046204
18-30 10 55 - 410460 25 5708620046211
18-30 10 55 - 410560 25 5708620046228

18-30 10 65 12 430160 50 5708620046471
18-30 10 75 23 430660 50 5708620046488

18-30 10 65 12 410100 1 .200 5708620047096
18-30 10 75 23 410600 1 .200 5708620047058

000005T 100 5708620046754
000010T 100 5708620046778

000009T 100 5708620046761
000011T 100 5708620046785

Expandet RosettR, Red

 Rosett® Rosett® 
  Sq. Hook Eye

EXPANDET ROSETT®, RED, for two layers plasterboard, TX 25 (Technical Datasheet 101)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Red without screw

Red Pan 5 x 65/12

Red Pan 5 x 90/38

Red Spacer  5 x 75/12

Red counters 5 x 75/23

Red counters 5 x 90/38

Red Hook

Red SQ . Hook

Red Eye

MEGA PACK

Red Pan  5 x 65/12

Red counters 5 x 75/23

BULK CARTON

Red Pan 5 x 65/12

Red counters 5 x 75/23

 Rosett® Rosett® 
 counters . Hook

 Rosett® Rosett® 
 Pan Spacer

Expandet 5 mm machine 
screw for Expandet RosettR

EXPANDET 5 MM MACHINE SCREW for Expandet Rosett®, TX 25

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

5 x 80   Pan
5 x  80  counters .

5 x  90  Pan
5 x  90  counters .

Expandet 5 mm machine screw for Expandet Rosett® 
without screw .

P
LA

S
TE

R
B

O
A

R
D
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9-18 10 - 10 410061 25 5708620046099
9-18 10 55 15 410161 25 5708620046105
9-18 10 80 40 410861 25 5708620046266
9-18 10 65 12 410261 25 5708620046112
9-18 10 65 25 410661 25 5708620046150
9-18 10 80 40 410761 25 5708620046167
9-18 10 55 - 410361 25 5708620046129
9-18 10 55 - 410461 25 5708620046136
9-18 10 55 - 410561 25 5708620046143

9-18 10 55 15 430161 50 5708620046440
9-18 10 65 25 430661 50 5708620046464

9-18 10 55 15 410101 1 .200 5708620047041
9-18 10 65 25 410601 1 .200 5708620047102

000005T 100 5708620046754
000010T 100 5708620046778

000009T 100 5708620046761
000011T 100 5708620046785

Expandet RosettR, Blue

 Rosett® Rosett® 
 Sq. Hook Eye

EXPANDET ROSETT®, BLUE, for one layer plasterboard, TX 25 (Technical Datasheet 101)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Blue without screw

Blue Pan 5 x 55/15

Blue Pan 5 x 80/40

Blue Spacer 5 x 65/12

Blue counters 5 x 65/25

Blue counters 5 x 80/40

Blue Hook

Blue Sq. Hook

Blue Eye

MEGA PACK

Blue Pan 5 x 55/15

Blue counters 5 x 65/25

BULK CARTON

Blue Pan 5 x 55/15

Blue counters 5 x 65/25

 Rosett® Rosett® 
 counters . Hook

 Rosett® Rosett® 
 Pan Spacer

Expandet 5 mm machine 
screw for Expandet RosettR

EXPANDET 5 MM MACHINE SCREW for Expandet Rosett®, TX 25

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

5 x 80  Pan
5 x 80  counters .

5 x 90  Pan
5 x 90  counters .

Expandet 5 mm machine screw for Expandet Rosett® 
without screw .

P
LA

S
TE

R
B

O
A

R
D
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3-10 10 - 10 410064 25 5708620046013
3-10 10 40 10 410164 25 5708620046020
3-10 10 50 12 410264 25 5708620046037
3-10 10 40 10 410664 25 5708620046075
3-10 10 45 - 410364 25 5708620046044
3-10 10 45 - 410464 25 5708620046051
3-10 10 45 - 410564 25 5708620046068

Expandet RosettR, Grey

 Rosett® Rosett® 
 Sq. Hook Eye

EXPANDET ROSETT®, GREY, for one layer plasterboard, Poz. 2 (Technical Datasheet 101)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Grey without screw

Grey Pan 5 x 40/10

Grey Spacer 5 x 50/12

Grey counters . 5 x 40/10

Grey Hook

Grey Sq. Hook

Grey Eye

 Rosett® Rosett® 
 counters . Hook

 Rosett® Rosett® 
 Pan Spacer

P
LA

S
TE

R
B

O
A

R
D
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0,10 0,15

0,20 0,25

0,25 0,30

0,20 0,35

0,30 0,40

1]

2]

3]

4]

5 mm

5]

Type Load capacities

DIMENSION
Nrec Vrec

Recommended tension load
kN

Recommended shear load
kN

Red, 6 x 30     (1 layer)

Red, 6 x 35     (1 layer)

Red, 6 x 50     (1 layer)

Blue, 8 x 45    (2 layers)

Blue, 8 x 55    (2 layers)

 Loads are recommended maximum in plasterboards with 300 mm spacing   
 between each Light Rosett .
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load-capacity will be reduced .

Drill a hole through the board with HSS-drill

Hammer Light Rosett flush with the wall

Use screw size as recommended

When being tightened the screw draws up the 
plug into a strong knot behind the board (in the 
cavity)

A D VA N TAG E S
• Designed for lightweight fixing in plasterboards.
• Easy fixing - no special tool required.
• Works with the same degree of safety in insulated cavities.
• Does not damage the plasterboard.
• Recommended by leading plasterboard manufactures.

Expandet Light Rosett is effective for lightweight fixing 
in plasterboards like pictures, lamps, etc . Also useable in 
gypsum fibre boards, chipboards, masonite and other 
cavity walls . Easy installation without any special tools . 
Functions effectively in cavities with insulation, and does 
not damage the plasterboard .

Expandet Light Rosett

The installation is finished

Always use a screw which is 3 mm longer than 
the plug + fixture to be fixed, as the screw has 
to reach the plug end and draw it backwards to 
form the knot

INSTALLATION:

NOTE]
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6 x 30 3-9  6 3,5-4,5 360630 100 5708620036014
6 x 35 9-13  6 3,5-4,5 360635 100 5708620036021

6 x 50  26 6 3,5-4,5 360650 100 5708620036038

8 x 45 13-18  8 5,0-6,0 360845 100 5708620036045

8 x 55  26 8 5,0-6,0 360855 100 5708620036052

Expandet Light Rosett, Red

EXPANDET LIGHT ROSETT, RED (Technical Sheet No. 102)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

SCREW 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

FOR ONE LAYER OF PLASTERBOARD

FOR TWO LAYER OF PLASTERBOARD

Expandet Light Rosett, Blue

EXPANDET LIGHT  ROSETT, BLUE (Technical Sheet No. 102)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

SCREW 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

FOR ONE LAYER OF PLASTERBOARD

FOR TWO LAYER OF PLASTERBOARD
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0,10 (0,14) 0,18

0,10 0,10

1]

2]

3]

4]

 Loads are recommended maximum in plasterboards with 100 mm spacing .
 Numbers in ( ) are only valid for fixing in two layer plasterboard .
 Safety factor is included (≥3) .    1 kN ≈ 100 kg .

NOTE: Is the recommended spacing not applied the load capacity will be reduced .

Type Load capacities

DIMENSION
Nrec Vrec

Recommended tension load
kN

Recommended shear load
kN

Jet-Drive® Metal    14 x 32

Jet-Drive® Nylon   14 x 32

A D VA N TAG E S
• Fast and easy fixing of lightweight objects
  in plasterboards .
• No pre-drilling.
• Poz. 2 slot in both Jet-Drive® and screw.

Tighten the screw through the fixture and into 
the Jet-Drive®

Screw Jet-Drive® flush with the wall . Avoid over-
tightening

Mount Jet-Drive® on screwdriver or bit (poz . 
2) . Press Jet-Drive® against the wall, where the 
fixture is wanted

Expandet Jet-Drive® is suitable for fixing of lightweight 
objects in plasterboards .

Expandet Jet-DriveR

INSTALLATION:

The installation is finished
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Jet-Drive® Metal    14 x 32 9-26 961100 100 5708620099828
Jet-Drive® Metal*  14 x 32 9-26 30 15 961000 100 5708620096841

Jet-Drive® Nylon* 14 x 32 9-13 30 10 961001 100 5708620096858

EXPANDET JET-DRIVE® (Technical Sheet No. 104)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Supplied with screw: 4,5 x 30 mm.

Expandet Jet-DriveR
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1]

1]

2]

3]

2]

4]

3]

0,03

0,03

INSTALLATION MINI DRIVA:

INSTALLATION QUICK DRIVA:

The installation is finished

The installation is finished

 Loads are recommended maximum in plasterboards with 100 mm spacing .
 Numbers in ( ) are only valid for fixing in two layer plasterboard
 Safety factor is included (≥3) .    1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load capacity will be reduced .

A D VA N TAG E S
• Fast and easy fixing of lightweight objects
   in plasterboards .
• No pre-drilling.

Tighten the screw through the fixture and into 
the Mini Driva

Screw Quick Driva flush with the wall . Avoid 
over-tightening

Screw Mini Driva flush with the wall . Avoid over-
tightening

Mount Mini Driva on screwdriver or bit (poz . 
2) . Press Mini Driva against the wall, where the 
fixture is wanted .

Mount Quick Driva on screwdriver or bit (PH1) . 
Press Quick Driva against the wall, where the 
fixture is wanted .

Expandet Nylon Mini Driva is an effective solution for 
small and lightweight fixings in plasterboard .

Expandet Metal Quick Driva is an effective solution for 
fixing of cable tray (max . 3mm) direct on plasterboard .

Expandet Quick Driva and 
Mini Driva

Type Load capacities

DIMENSION
Nrec

Recommended tension load
kN

Metal Quick Driva

Nylon Mini Driva
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9-26 3 961120 200+PH 1 bit 5708620096704

9-13 3,0 12 961011 250 5708620096889

EXPANDET QUICK DRIVA AND MINI DRIVA

TYPE
DIMENSION

THICKNESS 
OF 

MATERIAL
MM

SCREW
DIA.

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Metal Quick Driva

Nylon Mini Driva *

* Supplied with Poz.2 screw

Expandet Quick Driva and 
Mini Driva

 Quick Driva Mini Driva
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1]

2]

3]

4 x 60 1 0,12

4 x 60 2 0,17

INSTALLATION:

Place the object and install the screw . 
Nylon cavity Anchor will draw together in the 
wall cavity

Drill a 10mm hole in the plasterboard

Insert the Nylon Cavity Anchor in the hole until it 
is in the same level af the wall surface

 Loads are recommended maximum in plasterboards with 300 mm spacing        
                  between each Nylon Cavity Anchor with screw .  
                  Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load-capacity will be reduced .
                  Free space behind the sheet:  ≥ 35 mm .

A D VA N TAG E S
•  Useable in 1 and 2 layer plasterboards.
•  The wings of the dowel prevents rotation in the dilled hole.

Expandet Nylon Cavity Anchor with screw is for light 
fixing in 1 or 2 layer of plasterboard .

Expandet Nylon Cavity Anchor 
with screw
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Type Layers Load capacities

DIMENSION 1 or 2 layer
(12-24 mm)

Nrec

Recommended tension load  
kN
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4 x 60 * 12-  24 10 60 15 900099 50 5708620200392

Expandet Nylon Cavity Anchor 
with screw

EXPANDET NYLON CAVITY ANCHOR WITH SCREW

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Screw dimension
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1]

2]

3]

12,5 x 35 0,05

INSTALLATION:

The installation is finished

Hammer the Plasterboard-Clip in the 
plasterboard

Place the object to be fixed and install the screw

 Loads are recommended maximum in plasterboards with 100 mm spacing   
 between each Plasterboard-Clip .
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load capacity will be reduced .

Type Load capacities

DIMENSION
Nrec

Recommended tension load 
kN

A D VA N TAG E S
•  Fast fixing due to the special tip.
•  Economical solution.
•  No pre-drilling. 

Plasterboard-Clip is suitable for fixing of lightweight 
objects in one layer plasterboard .

Expandet Plasterboard-Clip
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12,5 x 35 * 3,5 - 4,5 912535 100 5708620201771

Expandet Plasterboard-Clip

EXPANDET PLASTERBOARD-CLIP FOR ONE LAYER PLASTERBOARD.

TYPE
DIMENSION

SCREW
DIA.

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Use 3,5 - 4,5 mm woodscrew 
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1]

2]

3]

4]

4 x 32 0,15 0,20

4 x 45 0,15 0,40

5 x 52 0,18 0,60

5 x 65 0,20 0,50

5 x 80* 0,20 0,50

6 x 52 0,18 0,30

6 x 65 0,20 0,50

6 x 80* 0,30 0,50

8 x 65 0,30 0,50

Expandet Metal Cavity Anchor

* Useable in 3 layer plasterboards or 2 layers + 1 tile .
 Loads are recommended maximum in plasterboards with 300 mm spacing   
 between each Metal Cavity Anchor . 
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load-capacity will be reduced .

Expandet Metal Cavity Anchor is suitable for fixing cable 
trays, brackets, piping, and boards, etc . 

Can be used with all metric threaded screws in 
plasterboards with cavity . Installation with special installing 
tool . See page 25 .

Expandet Metal Cavity Anchor is zinc plated with min . 5 µm .

INSTALLATION:

Drill a hole through the board material, and insert 
the Metal Cavity Anchor

Place the installing tool around the screw and 
pull the anchor up against the wall

Place the object and tighten the screw . Avoid 
overtightening screw to prevent damaging the 
board

The installation is finished

Type Load capacities

DIMENSION
Nrec Vrec

Recommended tension load
kN

Recommended shear load
kN

A D VA N TAG E S
• Suitable in all materials with cavities.
• Useable with all metric threaded screws.

ACC E S S O R I E S :
Installation tool - especially recommended when fixing on 
hard or smooth surfaces . Always use HSS-drills when fixing 
in plasterboards .
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M4 x 32   5-14   8 37 16 904032 100 5708620099378
M4 x 45 18-26   8 49 16 904045 100 5708620099385

M5 x 52   3-16 10 57 24 905052 100 5708620099392
M5 x 65 22-32 10 70 24 905065 100 5708620099408
M5 x 80 32-45 10 85 26 905080 100 5708620099415

M6 x 52   3-16 12 57 24 906052 100 5708620099965
M6 x 65 23-32 12 70 26 906065   50 5708620099972
M6 x 80 32-45 12 85 26 906080   50 5708620099453

M8 x 65 23-32 13 70 26 908065   50 5708620201986

910100  1 5708620099422

910101  1 5708620203508

Expandet  Metal Cavity Anchor

EXPANDET METAL CAVITY ANCHOR (Technical Sheet No. 105)

TYPE
DIMENSION

THICKNESS 
OF BOARD

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET INSTALLING TOOL FOR M4, M5, M6

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Installing tool for M4, M5 og M6

EXPANDET INSTALLING TOOL FOR M4, M5, M6 OG M8

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Installing tool for M4, M5, M6 og M8
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1]

2]

3]

3 x 85 0,20

4 x 90 0,25

3 x 70 0,03

4 x 70 0,10

3 x 85 0,20

4 x 90 0,25

INSTALLATION:

The installation is finished

Drill a hole through the material . Use HSS-drill in 
plasterboards and other porous materials .    Insert 
the Spring Toggle Anchor through the drilled hole . 
The toggle-wings will jump into place in the cavity

Place the fixture and tighten the nut . Avoid over-
tightening the Spring Toggle Anchor to prevent 
damaging the board

 Loads are recommended maximum in plasterboards with 300 mm spacing   
 between each Spring Toggle Anchor . 
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NB: Is the recommended spacing not applied the load-capacity will be reduced . .

Type Load capacities

DIMENSION

Nrec

Recommended tension load 
i 13 mm Plasterboard

kN

With nut and washer

With hook

With cap nut

A D VA N TAG E S
• Capable of bridging thick walls.
• Suitable in all materials with cavities.
• Useable with all metric threaded screws.

Expandet Spring Toggle Anchor is suitable for light 
duty fixings in ceilings and provides the possibility for 
bridging thick walls . Especially suitable for fixing of 
suspended ceilings, brackets, cable trays, pipings etc .

Expandet Spring Toggle is zinc plated min . 5 µm .

Expandet Spring Toggle Anchor
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M3 x 85 28   12 85 60 903085 M 50 5708620099880
M4 x 90 35   14 90 65 904090 M 50 5708620099897

M3 x 70 28 12 70 30 903070 K 50 5708620099866
M4 x 70 35 14 70 30 904070 K 50 5708620099873

M3 x 85 28 12 85 60 903085 T 50 5708620099903
M4 x 90 35 14 90 65 904090 T 50 5708620099910

Expandet Spring Toggle Anchor

EXPANDET SPRING TOGGLE ANCHOR (Technical Sheet No. 106)

TYPE
DIMENSION

CAVITY
(MIN.)

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

MATERIALE
OG THICK-

NESS OF FIX-
TURE (MAX.) 

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

WITH NUT AND WASHER

WITH HOOK

WITH CAP NUT

  Hook   Cap Nut   Nut/
         Washer

P
LA

S
TE

R
B

O
A

R
D



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk28 Expandet Screw Anchors A/S •  Tlf. + 45 70 22 79 79 • Fax  +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

2]

3]

5 x 100 0,25

6 x 100 0,25

8 x 100 0,25

10 x 100 0,25

10 x 200 0,25

5 x 70 0,25

VdS

1]
Drill a hole through the board with HSS-drill

Insert the Metal Toggle Anchor through the 
drilled hole . The toggle will automatically tip 
over . Place the fixture and tighten the nut

 Loads are recommended maximum in plasterboards with 300 mm spacing   
 between  each Metal Toggle Anchor . 
 Safety factor is included (≥3) .        1 kN ≈ 100 kg .
NOTE: Is the recommended spacing not applied the load capacity will be reduced .

Type Load capacities

DIMENSION
Nrec

Recommended tension load 
kN

With nut and washer

With hook

A D VA N TAG E S
• Capable of bridging thick walls.
• Suitable in all materials with cavities.
• Can be used with all screws with metric thread.
• Fire resistant.

Expandet Metal Toggle Anchor is suitable for medium 
duty fixings in ceilings and provides the possibility for 
bridging thick walls . Especially suitable for fixing of 
suspended ceilings, brackets, cable trays, pipings etc . 

Expandet Metal Toggle is zinc plated min . 5 µm .

Expandet Metal Toggle Anchor

Metal Toggle Anchor M8 and 
M10 are VdS-approved .

INSTALLATION:

The installation is finished
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M5 x 100 70 16 100 80 905100 M 50 5708620099941
M6 x 100 70 18 100 80 906100 M 50 5708620099958
M8 x 100 85 22 100 70 908100 M 50 5708620200378

M10 x 100 85 25 100 55 910100 M 25 5708620201351
M10 x 200 85 25 200 155 910200 M 25 5708620200385

M5 x   70 70 16 70 30 905070 K 50 5708620099989

Expandet Metal Toggle Anchor

EXPANDET METAL TOGGLE ANCHOR (Technical Sheet No. 107)

TYPE
DIMENSION

CAVITY
(MIN.)

MM

DRILL 
DIA.

MM

LENGTH 
OF SCREW

MM

MATERIALE 
OG THICK-

NESS OF FIX-
TURE (MAX.) 

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

WITH NUT AND WASHER

WITH HOOK

Nut/   Hook
Washer  
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1]

2]

3]

4]

5 mm

5]

Expandet Super with Long 
Expansion

Expandet Super with Long Expansion provides a wide 
range og opportunities for fixing of bathroom fittings, 
lamps, electrical materials in porous materials like hollow 
bricks, aerated concrete, lightweight blocks etc .

INSTALLATION:

A D VA N TAG E S
• Developed especially for hollow brick, aerated concrete    
  and lightweight blocks .
• The construction of Expandet Super with long expan- 
  sion ensures self-centering of the screw .
• Rotation in the drilled hole is prevented by octagonal  
  neck and strong wings .

Drill a hole with correct diameter and depth .
Use HSS-drill in aerated concrete and other solid 
low density base-materials . In hollow brick, only 
use rotary drilling

Clean the drilled hole thoroughly

Insert the plug using a hammer - ensuring that 
the plug is flush with the wall

Use screw size as recommended

The installation is finished

Always use a screw which is min . 5 mm longer 
than the plug + fixture

NOTE]
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  6 x 55 4,0 - 5,0 - 6 65 260655 100 5708620026558
  8 x 65 5,5 - 6,0 6 8 75 260865 50 5708620026565
10 x 80 - 8 10 90 261080 25 5708620026572
12 x 95 - 10 12 105 261295 20 5708620026992

  6 x 55 0,24 0,49 0,08 0,18 - - 0,25 0,20
  8 x 65 0,53 0,70 0,24 0,35 0,40 0,46 0,80 0,68
10 x 80 0,72 0,82 0,30 0,44 0,71 0,85 1,30 0,91
12 x 95 0,98 1,14 0,57 0,66 1,20 1,02 1,70 1,15

Expandet Super with Long 
Expansion

EXPANDET SUPER WITH LONG EXPANSION (Technical Sheet No. 201)

TYPE
DIMENSION

MM

CHIPBOARD 
SCREW 

DIA.
MM

WOOD-
SCREW

DIA.
MM

DRILL 
DIA.

MM

DRILL
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Type Load capacities

DIMENSION

Aerated concrete PP4 Aerated concrete PP2 Leca 3 N/mm2 Hollow brick 22 N/mm2

Recommended
tension load

NRd

Recommended
shear load

VRd

Recommended
tension load

NRd

Recommended 
shear load

VRd

Recommended 
tension load

NRd

Recommended
shear load

VRd

Recommended
tension load

NRd

Recommended 
shear load

VRd

 Recommended loads are valid for a single anchor in aerated concrete with an edge distance ≥100 mm, together with largest recommended screw:
 PP2: Density 375 kg ./mm3 with a compressive strength of 2 N/mm2 .
 PP4: Density 535 kg ./mm3 with a compressive strength of 4 N/mm2 .
 Safety factor is included (≥3) .     1 kN ≈ 100 kg .

 Recommended loads are valid for a single anchor in Leca, density 600 kg/mm3, with a compressive strength of 3 N/mm2 and an edge distance ≥100 
 mm and only together with largest recommended screw . 
 Safety factor is included (≥3) .     1 kN ≈ 100 kg .

 Recommended loads are valid for a single anchor in hollow brick with a compressive strength of min . 22 N/mm2 and an edge distance ≥100 mm, and 
 only together with largest recommended screw .
 Safety factor is included (≥3) .     1 kN ≈ 100 kg . 
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Expandet Super Frame Fixing with 
long expansion

Expandet Super Frame Fixing with long expansion is 
especially designed for fixing in porous materials like 
hollow bricks, aerated concrete, lightweight blocks etc . 

Suitable for fixing of door- and window frames, battens etc . 

Through fixing .  

INSTALLATION:

A D VA N TAG E S
• Developed especially for hollow brick, aerated concrete  
  and lightweight blocks .
• Through fixing.
• High load capacities in low density base-materials.
• No thermal bridge.

Drill a 10 mm hole through fixture and into the 
wall . Use HSS-drill in aerated concrete and other 
solid low density base-materials . In hollow brick, 
only use rotary drilling

Clean the drilled hole thoroughly

Insert Super Frame Fixing as through fixing

Tighten the screw

The installation is finished
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10 x 100 * 10 110 20 581100 L 50 5708620056357
10 x 115 * 10 125 35 581115 L 50 5708620056364
10 x 135 * 10 145 55 581135 L 50 5708620056371
10 x 160 * 10 170 80 581160 L 50 5708620056388
10 x 200 10 210 120 581200 L 50 5708620056395

10 x 100 0,90 1,14 0,47 0,45 0,76 0,74 1,30 1,10
10 x 115 0,90 1,14 0,47 0,45 0,76 0,74 1,30 1,10
10 x 135 0,90 1,14 0,47 0,45 0,76 0,74 1,30 1,10
10 x 160 0,90 1,14 0,47 0,45 0,76 0,74 1,30 1,10
10 x 200 0,90 1,14 0,47 0,45 0,76 0,74 1,30 1,10

Expandet Super Frame Fixing 
with long expansion

EXPANDET SUPER FRAME FIXING WITH LONG EXPANSION (Technical Sheet No. 202)

TYPE
DIMENSION

MM

DRILL 
DIA.
MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Replaced by Expandet MFA, 2016

Type Load capacities

DIMENSION

Aerated concrete PP4 Aerated concrete PP2 Leca 3 N/mm2 Hollow brick 22 N/mm2

Recommended 
tension load

NRd

Recommended 
shear load

VRd

Recommended 
tension load

NRd

Recommended 
shear load

VRd

Recommended 
tension load

NRd

Recommended 
shear load

VRd

Recommended 
tension load

NRd

Recommended 
shear load

VRd

 Design resistance is valid for a single anchor in aerated concrete PP4 / PP2 not influenced by edge distance and/or spacing .
 PP2: Density 375 kg/m3 with a compressive strength of 2 N/mm2 .
 PP4: Density 535 kg/m3 with a compressive strength of 4 N/mm2 .

 Design resistance is valid for a single anchor in Leca, density 600 kg ./mm3, with a compressive strength of minimum 3 N/mm2 not influenced by edge 
 distance and/or spacing .

 Design resistance is valid for a single anchor in hollow brick with a compressive strength of minimum 22 N/mm2 not influenced by edge distance and/
 or spacing

Combined resistance shall be verified if both tension and shear actions are applied:      
NSd

  +   
VSd

      ≤ 1,2

          
NRd         VRd

Partial safety factor for material (γm) is included . Partial safety factor for actions (γf) must be applied according to national building code .

If no guidance for γf  exists Expandet recommend a partial safety factor for actions of minimum 1,5 .                            1 kN ≈ 100 kg .
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1]

2]

3]

4]

LB4 0,43 0,21

LB6 0,60 0,91 0,29 0,56

LB8 0,90 0,97 0,43 0,66

LB10 0,92 1,10 0,64 0,71

Expandet LB

Expandet LB is suitable for fixings like cable trays, 
brackets, pipe clamps in porous materials like aerated 
concrete, breeze, light blocks, two and three layers of 
plasterboards . 

INSTALLATION:

A D VA N TAG E S
• Developed for fixing in porous materials.
• High tension loads.
• LB Nylon can be used with woodscrew or metric screw.

Drill a hole in correct diameter and depth

Clean the drilled hole thoroughly

Fix LB into the drilled hole until it is flush 
with wall . Use setting tool or power tool with 
hexagon key . Fixture is fastened with screw 
into LB

The installation is finished

Type Load capacities

DIMENSION

Aerated concrete PP4 Aerated concrete PP2

NRd VRd NRd VRd

Recommended 
tension load

kN

Recommended 
shear load

kN

Recommended 
tension load

kN

Recommended  
shear load

kN

 Design resistance for LB Nylon is valid for a single anchor independent of load direction  
 together with largest recommended screw in aerated concrete PP4 (535 kg/m3, 
 4 N/mm2) not influenced by edge distance and/or spacing . . 
 Design resistance for LB Nylon is valid for a single anchor independent of load direction  
 together with largest recommended screw in aerated concrete PP2 (375 kg/m3, 
 2 N/mm2) not influenced by edge distance and/or spacing .

ACC E S S O R I E S
Setting tool .
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10 x 50 4,0 - 4,5 10 10 661050/4 25 5708620066202
10 x 50 6,0 10 10 661050/6 25 5708620068091
12 x 60 8,0 12 12 661260 20 5708620068077
14 x 70 10,0 14 14 661270 10 5708620068084

10 x 50 * 6,0 10 10 651050 25 5708620066141
12 x 60 * 8,0 12 12 651260 20 5708620066158
14 x 70 * 10,0 14 14 651470 10 5708620066165

661000 1 5708620068145
661200 1 5708620068107
661400 1 5708620068114

Expandet LB Nylon

Expandet LB Metal

Setting Tool for 
Expandet LB

EXPANDET LB NYLON (Technical Sheet No. 203)

TYPE
DIMENSION

MM

WOOD-
SCREW

MM

DRILL 
DIA.

MM

HEXAGON
KEY

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET LB METAL (Technical Sheet No. 203)

TYPE
DIMENSION

MM

MACHINE 
SCREW

MM

DRILL 
DIA.

MM

HEXAGON
KEY

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Available on request

EXPANDET SETTING TOOL FOR FIXING EXPANDET LB

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

For LB 10 mm
For LB 12 mm
For LB 14 mm

Expandet setting tool with hexagon head is used for 
fixing Expandet LB .
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4]

5]

G 6 x 50 0,30

G 8 x 55 0,45

5 mm
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Expandet Special

Expandet Special for fixing in porous materials like 
aerated concrete, breeze blocks, leca®, 
light weight blocks etc . 

INSTALLATION:

A D VA N TAG E S
• Especially suitable for walls with plaster due to the long        
   neck . Drill a hole in correct diameter and depth

Clean the drilled hole thoroughly

Insert the plug using a hammer

Use recommended screw .
When being tightened the plug will expand in 
the porous material

The installation is finished

Type Load capacities

DIMENSION
Frec

Recommended Load capacities
kN

 Recommended loads are maximum for a single anchor in aerated concrete PP4  
 independent of load direction together with largest recommended screw and  
 without influence of edge and / or spacing . Edge distance ≥ 100 mm

Always use a screw which is 3 mm longer than 
the plug + fixture to be fixed, as the screw has 
to reach the plug end and draw it backwards to 
form a knot deep in the drilled hole .

NOTE]
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G 6 x 50 4,0 - 5,0 6 55 660650 100 5708620066011
G 8 x 55 5,5 - 6,0 8 60 660855 50 5708620066028
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Expandet Special

EXPANDET SPECIAL (Technical Sheet No. 204)

TYPE
DIMENSION

MM

SCREW 
DIA.

MM

DRILL 
DIA.

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     
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Expandet 8 mm Super Frame Fixing

Expandet 8 mm Super Frame Fixing for fixing of door 
and window frames, wooden laths, substructures, 
cladding etc . in concrete, aerated concrete, solid and 
hollow brick .

INSTALLATION:

A D VA N TAG E S
• Through fixing .
• High load capacities .
• All-round use .
• Resistant to vibrations .
• No thermal bridge .
• Especially designed for aerated concrete .

ACC E S S O R I E S
Self-adhesive FastCap covercaps .

Covercaps .

Drill a 8 mm hole through fixture and into the 
wall . Use HSS-drill in aerated concrete and other 
solid low density base-materials . In hollow brick, 
only use rotary drilling

Clean the drilled hole thoroughly

Insert 8 mm Super Frame Fixing as through 
fixing

Tighten the screw

The installation is finished
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8 x   80 8 90 20 988080 50 5708620202099
8 x 100 8 110 40 988100 50 5708620202105
8 x 120 8 130 60 988120 50 5708620202112

8 x   80 0,60 0,50 0,27 0,35 0,37 0,65 1,44 1,20 1,64 1,80
8 x 100 0,60 0,50 0,27 0,35 0,37 0,65 1,44 1,20 1,64 1,80
8 x 120 0,60 0,50 0,27 0,35 0,37 0,65 1,44 1,20 1,64 1,80
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Expandet 8 mm Super Frame Fixing

EXPANDET 8 MM SUPER FRAME FIXING (Technical Sheet No. 300)

TYPE
DIMENSION

DRILL 
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Type Load capacities

DIMENSION

Aerated concrete PP4 Aerated concrete PP2 Leca 3 
N/mm2

Hollow 
brick 22 N/

mm2 
Solid brick Concrete

Design 
tension load

NRd

Design 
shear load

VRd

Design 
tension load

NRd

Design
shear load

VRd

Design
tension load

FRd

Design 
tension load

FRd

Design
tension load

NRd

Design 
shear load

VRd

Design 
tension load

NRd

Design 
shear load

VRd

 Design resistance in aerated concrete PP2 and PP4 is valid for a single anchor not influenced by edge distance and/ or spacing: 
 Minimum edge distance PP4 ≥   50 mm and minimum spacing ≥ 100 mm
 Minimum edge distance PP2 ≥ 100 mm and minimum spacing ≥ 100 mm

 Design resistance – independent of load direction - in Leca with a minimum compressive strength of 3 N/mm2 is valid for a single anchor not 
 influenced by edge distance and/ or spacing: Minimum edge distance ≥ 100 mm and minimum spacing ≥ 100 mm .

 Design resistance – independent of load direction - in hollow brick with a minimum compressive strength of 15 N/mm2 is valid for a single anchor not 
 influenced by edge distance and/ or spacing: Minimum edge distance ≥ 100 mm and minimum spacing ≥ 100 mm .

 Design resistance in solid brick with a minimum compressive strength of 15 N/mm2 is valid for a single anchor not influenced by edge distance and/ or 
 spacing: Minimum edge distance ≥ 100 mm and minimum spacing ≥ 100 mm .

 Design resistance in concrete C20/25 is valid for a single anchor not influenced by edge distance and/ or spacing: Minimum edge distance ≥ 50 mm 
 and minimum spacing ≥ 100 mm

Combined resistance shall be verified if both tension and shear actions are applied:    
NSd  +   VSd

     
 ≤ 1,2

         
NRd        VRd

Partial safety factor for material (γm) is included . Partial safety factor for actions (γf) must be applied according to national building code .

If no guidance for γf  exists Expandet recommend a partial safety factor for actions of minimum 1,5 .                            1 kN ≈ 100 kg .
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Expandet MFA with 
countersunk head

INSTALLATION:

A D VA N TAG E S
• Through fixing
• High load capacities
• All-round use .
• Resistant to vibrations
• No thermal bridge
• Fire classified R90 .
• The extensive range allows a wide range of applications

Drill a 10 mm hole through fixture and into the 
wall in correct depth in the base material . avoid 
using hammerdrill in porous material . 

Clean the drilled hole thoroughly

Insert MFA as through fixing

Tighten the screw

The installation is finished

Fire classified
R90

Use category A, B, C og D

Expandet MFA with countersunk head is a multi facade/
frame anchor that is suitable for fixing of facades, 
doors, windows, gates, cable trays, metal bracket etc . in 
concrete, solid brick, hollow brick and aerated concrete . 

MFA is CE-marked for fixing of lightweight facades .
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10 x   85 10 95 20 582085 50 5708620059846
10 x 100 10 110 35 582100 50 5708620059853
10 x 115 10 125 50 582115 50 5708620059860
10 x 135 10 145 70 582135 50 5708620059877
10 x 160 10 170 95 582160 50 5708620059884

10 x   85 10 95 20
10 x 100 10 110 35 583100 50 5708620059891
10 x 115 10 125 50 583115 50 5708620059907
10 x 135 10 145 70 583135 50 5708620059914
10 x 160 10 170 95 583160 50 5708620059921

10 x   85 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 100 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 115 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 135 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 160 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61

100 100 108 108 100 100
250 250 250 250 70 50
100 100 110 110 70 50

400 400 440 440 70 50

200 200 220 220 70 50

100 100 110 110 70 50
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Expandet MFA with 
countersunk head

EXPANDET MFA with countersunk head (Technical Sheet No. 322)

TYPE
DIMENSION

DRILL 
DIA.

MM

DRILL
DEPTH

MM

THICKNESS
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ZINK PLATED

HOT DIP GALVANIZED

Type Load capacities

DIMENSION

Aerated 
concrete PP4

Aerated 
concrete PP2

Hollow brick 
228x108x54 mm 

28N/mm2

Solid brick
19N/mm2 Concrete C12/15 Concrete ≥ C16/20

Design
load capacities  (kN)

FRd

Design
load capacities (kN)

FRd

Design
load capacities (kN)

FRd

Recommended
load capacities for kN

FRd

 Tension load
Design load capacities 

(kN)
NRd

Shear load
Design load capacities 

(kN)

VRd

 Tension load
Design load capacities 

(kN)
NRd

 Shear load
Design load capacities 

(kN)

VRd

The design load capacity FRd is valid for tension load, shear load or tension combined with shear load .
 Design resistance FRd  in aerated concrete PP2 and PP4 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  100 mm and minimum spacing ≥ 250 mm . For anchor group:  Minimum edge distance  ≥ 100 mm and minimum spacing 
 perpendicular to the edge ≥ 400 mm and minimum spacing parallel to the edge ≥ 200

 Design resistance FRd  in hollow brick with min . compressive strength 28 N/mm2 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  110 mm and minimum spacing ≥ 250 mm . For anchor group:  Minimum edge distance  ≥ 110 mm and minimum spacing  
 perpendicular to the edge ≥ 440 mm and minimum spacing parallel to the edge ≥ 220 

 Design resistance FRd  in solid brick with min . compressive strength 19 N/mm2 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  110 mm and minimum spacing ≥ 250 mm . For anchor group:  Minimum edge distance  ≥ 110 mm and minimum spacing perpendicular to  
 the edge ≥ 440 mm and minimum spacing parallel to the edge ≥ 220

 Design resistance in concrete 12/15 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  70 mm and minimum spacing ≥ 70 mm . For anchor group:  Minimum edge distance  ≥ 70 mm and minimum spacing   
 perpendicular to the edge ≥ 70 mm and minimum spacing parallel to the edge ≥ 70 

 Design resistance in concrete ≥ C16/20 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  50 mm and minimum spacing ≥ 50 mm . For anchor group:  Minimum edge distance  ≥ 50 mm and minimum spacing 
 perpendicular to the edge ≥ 50 mm and minimum spacing parallel to the edge ≥ 50

Combined resistance shall be verified if both tension and shear actions are applied :     
NSd

  +   
VSd      

≤ 1,2

          

NRd             VRd

Partial safety factor (γm) is included . 
Partial safety factor for actions (γf) must be applied according to national building code .

Max . recommended permissible resistance: NRd, VRd og FRd . If no guidance for γf exists Expandet recommend a partial safety factor for actions of minimum 1,5 .

DIMENSION
Aerated 
concrete PP4

Aerated 
concrete PP2

Hollow brick 
228x108x54 mm 

28N/mm2

Solid brick
19N/mm2

Concrete
C12/15

Concrete
> C16/20

Minimum thickness of material hmin

Minimum spacing, one anchor Smin

Minimum edge distance, one anchorCmin

Minimum spacing, anchor group perpendicular 
to edge  S1min

Minimum spacing, anchor group parallel 
to edge S2min

Minimum edge distance, anchor group Cmin
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Expandet MFA 
with Flange head

INSTALLATION:

Drill a 10 mm hole through fixture and into the 
wall in correct depth in the base material . avoid 
using hammerdrill in porous material .

Clean the drilled hole thoroughly

Insert MFA as through fixing

Tighten the screw

The installation is finished

A D VA N TAG E S
• Through fixing
• High load capacities
• All-round use .
• Resistant to vibrations
• No thermal bridge
• Fire classified R90 .
• The extensive range allows a wide range of applications

Fire classified
R90

Use category A, B, C og D

Expandet MFA with Flange head is a multi facade/frame 
anchor that is suitable for fixing of facades, gates, cable 
trays, metal bracket etc . in concrete, solid brick, hollow 
brick and aerated concrete . 

MFA is CE-marked for fixing of lightweight facades .
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10 x   70 10 80 5 584070 50 5708620059938
10 x   85 10 95 20 584085 50 5708620059945
10 x 100 10 110 35 584100 50 5708620059952
10 x 115 10 125 50 584115 50 5708620059969
10 x 135 10 145 70
10 x 160 10 170 95

10 x   70 10 80 5 585070 50 5708620059976
10 x   85 10 95 20 585085 50 5708620059983
10 x 100 10 110 35
10 x 115 10 125 50
10 x 135 10 145 70
10 x 160 10 170 95

10 x   70 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x   85 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 100 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 115 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 135 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61
10 x 160 0,45 0,15 0,60 1,0 1,67 3,13 2,22 3,61

100 100 108 108 100 100
250 250 250 250 70 50
100 100 110 110 70 50

400 400 440 440 70 50

200 200 220 220 70 50

100 100 110 110 70 50
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Expandet MFA 
with Flangehead

EXPANDET MFA, with flange (Technical Sheet No. 322)

TYPE
DIMENSION

DRILL 
DIA.

MM

DRILL 
DEPTH

MM

THICKNESS
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ZINC-PLATED

HOT DIP GALVANIZED

Type Load capacities

DIMENSION

Aerated 
concrete PP4

Aerated 
concrete PP2

Hollow brick 
228x108x54 mm 

28N/mm2

Solid brick
19N/mm2 Beton C12/15 Beton ≥ C16/20

Design
load capacities (kN)

FRd

Design
load capacities (kN)

FRd

Design
load capacities (kN)

FRd

Design
load capacities (kN)

FRd

 Tension load
Design load capacities 

(kN)
NRd

Shear load
Design load capacities 

(kN)

VRd

 Tension load
Design load capacities 

(kN)
NRd

 Shear load
Design load capacities 

(kN)

VRd

The design load capacity FRd is valid for tension load, shear load or tension combined with shear load .
 Design resistance FRd  in aerated concrete PP2 and PP4 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  100 mm and minimum spacing ≥ 250 mm . For anchor group:  Minimum edge distance  ≥ 100 mm and minimum spacing 
 perpendicular to the edge ≥ 400 mm and minimum spacing parallel to the edge ≥ 200
 Design resistance FRd  in hollow brick with min . compressive strength 28 N/mm2 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  110 mm and minimum spacing ≥ 250 mm . For anchor group:  Minimum edge distance  ≥ 110 mm and minimum spacing  
 perpendicular to the edge ≥ 440 mm and minimum spacing parallel to the edge ≥ 220 
 Design resistance FRd  in solid brick with min . compressive strength 19 N/mm2 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  110 mm and minimum spacing ≥ 250 mm . For anchor group:  Minimum edge distance  ≥ 110 mm and minimum spacing perpendicular to  
 the edge ≥ 440 mm and minimum spacing parallel to the edge ≥ 220
 Design resistance in concrete 12/15 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  70 mm and minimum spacing ≥ 70 mm . For anchor group:  Minimum edge distance  ≥ 70 mm and minimum spacing   
 perpendicular to the edge ≥ 70 mm and minimum spacing parallel to the edge ≥ 70 

 Design resistance in concrete ≥ C16/20 is valid for a single anchor not influenced by edge distance and/or spacing:
 For one anchor: Minimum edge distance ≥  50 mm and minimum spacing ≥ 50 mm . For anchor group:  Minimum edge distance  ≥ 50 mm and minimum spacing 
 perpendicular to the edge ≥ 50 mm and minimum spacing parallel to the edge ≥ 50

Combined resistance shall be verified if both tension and shear actions are applied :     
NSd

  +   
VSd      

≤ 1,2

          

NRd             VRd

Partial safety factor (γm) is included . 
Partial safety factor for actions (γf) must be applied according to national building code .

Max . recommended permissible resistance: NRd, VRd og FRd . If no guidance for γf exists Expandet recommend a partial safety factor for actions of minimum 1,5 .

DIMENSION
Aerated 
concrete PP4

Aerated 
concrete PP2

Hollow brick 
228x108x54 mm 

28N/mm2

Solid brick
19N/mm2

Beton
C12/15

Beton
> C16/20

Minimum thickness of material hmin

Minimum spacing, one anchor Smin

Minimum edge distance, one anchor Cmin

Minimum spacing, anchor group perpendicular 
to edge S1min

Minimum spacing, anchor group parallel 
to edge S2min

Minimum edge distance, anchor group Cmin
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1]

2]

3]

4]

5]

5 mm

4 x 20 (0,3) (0,1) (0,1) (0,1)

5 x 25 1,2 (0,3) 0,3 0,5 (0,3) 0,3

6 x 30 1,3 (0,6) 0,6 0,9 (0,6) 0,4

8 x 40 1,6 (1,0) 1,2 1,3 (1,0) 1,2

10 x 50 3,2 2,4 1,7 1,4

12 x 60 4,0 3,6 2,2 2,0

14 x 70 5,0 4,7 - -

16 x 80 5,8 5,8 - -

20 x 90 8,0 6,5 - -
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Expandet SuperR

Expandet Super® the ideal plug for fixing in solid brick and 
concrete . Rotation in the drilled hole is prevented due to 
the octagonal neck and strong wings . The construction 
of Expandet Super ensures self-centering of the screw . 
It is suitable for use as through fixing due to knock-in 
protection .

INSTALLATION:

A D VA N TAG E S
• High load capacities in concrete and solid brick.
• Rotation in the drilled hole is prevented by the octagonal    
  neck and strong wings .
• Useable as through fixing due to knock-in protection.
• The construction of Expandet Super ensures self-centering  
  of the screw

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert Super - use a hammer if nessesary

Use screw size as recommended . When 
tightened, the plug is pressed against the 
drilled hole

The installation is finished

Always use a screw which is min . 5 mm longer 
than the plug + the fixing object

NOTE]

Type Load capacities
DIAMETER Concrete 25 N/mm2 Solid brick 15 N/mm2

Tension load

Nrec

Shear load 

Vrec

Tension load

Nrec

Shear load

Vrec

 Recommended loads are valid for concrete ≥ C 20/25, not influenced by edge  
      distance and/or spacing, and only together with largest recommended woodscrew .
  Loads in ( ) are valid for largest recommended chipboardscrew . Shear loads are only  
      valid together with largest recommended wood screw .
      Safety factor is included (≥3) .  
          
   Recommended loads are valid for solid brick with a compressive strength ≥ 15 N/mm2, not  
      influenced by edge distance and/or spacing, and only together with largest recommended  
      woodscrew . Loads in ( ) are valid for largest recommended chipboardscrew . Shear loads are  
      only valid together with largest recommended wood screw 
        Safety factor is included (≥3).     1 kN ≈ 100 kg 
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4 x 20 2,0 -   3,0 4 30 260420 100 5708620026077
5 x 25 2,5 -   4,0 5 35 260525 100 5708620026015
6 x 30 3,5 -   5,0 6 40 260630 100 5708620026022
8 x 40 4,5 -   6,0 8 50 260840 100 5708620026046

10 x 50 6,0 -   8,0 10 60 261050 50 5708620026053
12 x 60 8,0 - 10,0 12 70 261260 25 5708620026060
14 x 70 10,0 - 12,0 14 80 261470 20 5708620026145
16 x 80 12,0 16 90 261680 15 5708620026152
20 x 90 14,0 - 16,0 20 100 262090 10 5708620026183

 5 x 25   2,5 -   4,0 5 35 240525 200 5708620026299
  6 x 30   3,5 -   5,0 6 40 240630 200 5708620026305
  8 x 40   4,5 -   6,0 8 50 240840 300 5708620026312
10 x 50   6,0 -   8,0 10 60 241050 100 5708620026329
12 x 60   8,0 - 10,0 12 70 241260 75 5708620026336
14 x 70 10,0 - 12,0 14 80 241470 50 5708620026985

4 x 20   2,0 -   3,0 4 30 240420 XL 6 .000 5708620027159
  5 x 25   2,5 -   4,0 5 35 240525 XL 3 .000 5708620026473
  6 x 30   3,5 -   5,0 6 40 240630 XL 3 .000 5708620026480
  8 x 40   4,5 -   6,0 8 50 240840 XL 1 .500 5708620026497
10 x 50   6,0 -   8,0 10 60 241050 XL 800 5708620026503
12 x 60   8,0 - 10,0 12 70 241260 XL 500 5708620026510
14 x 70 10,0 - 12,0 14 80 241470 XL 500 5708620026886

5 x 25   2,5 -   4,0 5 35 200525 35 .000 5708620027807
  6 x 30   3,5 -   5,0 5 40 200630 20 .000 5708620027814
  8 x 40   4,5 -   6,0 8 50 200840 9 .000 5708620027821
10 x 50   6,0 -   8,0 10 60 201050 4 .500 5708620027838
12 x 60   8,0 - 10,0 12 70 201260 2 .700 5708620027845
14 x 70 10,0 - 12,0 14 80 201470 1 .800 5708620026879
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Expandet SuperR

EXPANDET SUPER® (Technical Sheet No. 301)

TYPE
DIMENSION

MM

SCREW
DIA.

MM

DRILL
DIA.

MM

DRILL 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX      

MEGA PACK

XL MEGA PACK

BULK CARTON
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10 2,2 2,7 1,0 1,5

1]

2]

3]

4]

5]
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Expandet Super Frame Fixing

Expandet Super Frame Fixing is suitable for fixing 
door and window frames in solid brick and concrete . 

INSTALLATION:

A D VA N TAG E S
• Through fixing.
• No thermal bridge.

Type Load capacities
DIAMETER Beton 25 N/mm2 Solid bricks 15 N/mm2

Recommended
Tension load

NRd

Recommended 
Shear load 

VRd

Recommended 
Tension load

NRd

Recommended 
Shear load

VRd

   Design loads are valid for a single anchor in concrete ≥ C 20/25 not influenced by edge 
      distance and/or spacing . Partial safety factor for material (γm) is included . Partial safety factor  
      for actions (γf) must be applied according to national building code . .
   Design loads are valid for a single anchor in solid brick with a compressive strengh ≥ 15 N/ 
      mm2 and joints completely filled with mortar not influenced by edge distance and/or  
      spacing . Partial safety factor for material (γm) is included . Partial safety factor for actions (γf)  
      must be applied according to national building code .

      If no guidance for γf exists Expandet recommend a partial safety factor for actions of mini- 
      mum 1,5 .                                            1 kN ≈ 100 kg .

      Combined resistance shall be verified if both tension and shear actions are applied:   
         NSd  

+
   VSd     

 ≤ 1,2         NRd        VRd

Drill a 10 mm hole through fixture and into the 
wall

Clean the drilled hole thoroughly

Insert Super Frame Fixing as through fixing

Tighten the screw

The installation is finished

ACC E S S O R I E S
Self-adhesive FastCap covercaps .

Covercaps .
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10 x   80 * 10 90 30 581080 50 5708620056302
10 x 100 * 10 110 50 581100 50 5708620056319
10 x 115 * 10 125 65 581115 50 5708620056326
10 x 135 * 10 145 85 581135 50 5708620056333
10 x 160 * 10 170 110 581160 50 5708620056340
10 x 200 10 210 150 581200 50 5708620058085
10 x 240 10 250 190 581240 50 5708620058092

10 x   80 * 10 90 30 541080 100 5708620057361
10 x 100 * 10 110 50 541100 100 5708620057378
10 x 115 * 10 125 65 541115 100 5708620057385
10 x 135 * 10 145 85 541135 100 5708620057392
10 x 160 * 10 170 110 541160 100 5708620057408
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Expandet Super Frame Fixing 
with zinc-plated screw

EXPANDET SUPER FRAME FIXING with zinc-plated screw, TX 40 (Technical Sheet No. 302)

TYPE
DIMENSION

DRILL 
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

MEGA PACK

* Replaced by Expandet MFA, 2016
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5 x 0,30 0,35 0,20 0,35

6 x 0,45 0,55 0,30 0,55

8 x 0,55 0,50 0,45 0,50

10 x 0,75 0,50 0,55 0,50

1]

2]

3]

4]
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Expandet Nail Anchor

Expandet Nail Anchor with countersunk collar is suitable 
for fast fixing of skirting, brackets, laths, frames and 
battens etc . in solid brick and concrete . 

Expandet Nail Anchor with cylindrical collar is for fixing 
thin steel-profiles and boards  etc . with hard surfaces in 
solid brick and concrete . It is installed as though fixing .

INSTALLATION:

A D VA N TAG E S
• Fast and easy fixing - can be removed .
• Countersinks itself when nail is hammered in .
• Useable in aerated concrete .
• Through fixing .
• Use cylindrical collar for fixing of thin boards and steel- 
   profiles .

Type Load capacities
DIAMETER Beton 25 N/mm2 Solid brick 15 N/mm2

Recommended 
Tension load

NRd

Recommended 
Shear load

VRd

Recommended 
Tension load

NRd

Recommended 
Shear load

VRd

   Design loads are valid for a single anchor in concrete with a compressive strength of mini- 
      mum 25N/mm2 .
   Design loads are valid for a single anchor in solid brick with a compressive strength of  
      minimum 15N/mm2

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert the anchor as through fixing and hammer 
in the nail

The installation is finished

Must not be used for suspension ceiling! 
For detail of more suitable products for ceiling, 
see Technical Sheet No 401b, 401b and Technical 
Sheet No . 409 Concrete Hammer Rivet Anchor .

ACC E S S O R I E S
Self-adhesive FastCap covercaps .

Covercaps .

NOTE:]
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5 x   50 5 60 25 560505 100 5708620056012

6 x   35 6 45 5 560604 100 5708620056159
6 x   60 6 70 30 560606 50 5708620056029

8 x   80 8 90 40 560808 25 5708620056173
8 x 100 8 110 60 560810 25 5708620056180

  5 x   30 5 40 5 540503 250 5708620057101
  5 x   40 5 50 15 540504 250 5708620057095
  5 x   50 5 60 25 540505 250 5708620057118

  6 x   35 6 45 5 540604 250 5708620057125
  6 x   50 6 60 20 540605 200 5708620057729
  6 x   60 6 70 30 540606 200 5708620057132
  6 x   80 6 90 50 540607 200 5708620057149

  8 x   60 8 70 20 540806 100 5708620057224
  8 x   80 8 90 40 540808 100 5708620057156
  8 x 100 8 110 60 540810 100 5708620057163
  8 x 120 8 130 80 540812 100 5708620057170
  8 x 140 8 150 100 540814 100 5708620057736

10 x   80 10 90 30 561008 50 5708620057804
10 x 100 10 110 50 561010 50 5708620057811
10 x 120 10 130 70 561012 50 5708620057828
10 x 140 10 150 90 561014 50 5708620057835
10 x 160 10 170 110 561016 50 5708620057842

5 x   30 5 40 5 500503 5 .000 5708620050010
5 x   50 5 60 25 500505 2 .500 5708620050027

6 x   60 6 70 30 500606 1 .200 5708620050034
6 x   80 6 90 50 500607 1 .000 5708620050041

8 x   80 8 90 40 500808   600 5708620050058
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Expandet Nail Anchor 
with countersunk collar, 
zinc plated nail

EXPANDET NAIL ANCHOR with countersunk collar, zinc plated nail (Technical Sheet No. 303)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

MEGA PACK

BULK CARTON

Expandet Nail Anchor with countersunk collar is suitable 
for fast fixing of skirting, brackets, laths, frames and 
battens etc . in solid brick and concrete . It is installed as 
though fixing . 
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5 x   30 5 40 5 5905030 200 5708620050065
5 x   50 5 60 25 5905050 200 5708620050072

6 x   35 6 45 5 5906035 200 5708620050089
6 x   45 6 55 5906045 200 5708620050096
6 x   60 6 70 30 5906060 200 5708620050102
6 x   80 6 90 50 5906080 200 5708620050119

 8 x   60 8 70 20 5908060 100 5708620050126
 8 x   80 8 90 40 5908080 100 5708620050133
 8 x 100 8 110 60 5908100 100 5708620050140
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Expandet Nail Anchor 
with cylindrical collar,  
zinc plated nail

EXPANDET NAIL ANCHOR with cylindrical collar,  zinc plated nail (Technical Sheet No. 303)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

DRILL 
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Nail Anchor with cylindrical collar is for fixing 
thin steel-profiles and boards  etc . with hard surfaces in 
solid brick and concrete . It is installed as though fixing .
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5 x   30 5 40 5 560503 R 100 5708620057606
5 x   50 5 60 25 560505 R 100 5708620057613

6 x   35 6 45 5 560604 R 100 5708620057620
6 x   50 6 60 20 560605 R 50 5708620058108
6 x   60 6 70 30 560606 R 50 5708620057644
6 x   70 6 80 560607 R 50 5708620057651

 8 x   60 8 70 20 560806 R 25 5708620057668
 8 x   80 8 90 40 560808 R 25 5708620057675
 8 x 100 8 110 60 560810 R 25 5708620057682
8 x 120 8 130 80 560812 R 25 5708620057699
8 x 140 8 150 100 560814 R 25 5708620057705

5 x   30 * 5 40 5 570503 R 100 5708620058115
5 x   50 * 5 60 25 570505 R 100 5708620058245

6 x   35 * 6 45 5 570604 R 100 5708620057965
6 x   50 * 6 60 20 570605 R 50 5708620058139
6 x   60 * 6 70 39 570606 R 50 5708620057972
6 x   70 * 6 80 570607 R 50 5708620058122

 8 x   60 * 8 70 20 570806 R 25 5708620057989
 8 x   80 * 8 90 40 570808 R 25 5708620057996
 8 x 100 * 8 110 60 570810 R 25 5708620058009
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Expandet Nail Anchor 
with countersunk collar, 
INOX A2 (304)

Expandet Nail Anchor 
with cylindrical collar, 
INOX A2 (304)

EXPANDET NAIL ANCHOR with countersunk collar, INOX A2 (Technical Sheet No. 303)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

DRILL 
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET NAIL ANCHOR with cylindrical collar, INOX A2 (Technical Sheet No. 303)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

DRILL 
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Going out of range

Expandet Nail Anchor with countersunk collar is suitable for fast 
fixing of skirting, brackets, laths, frames and battens etc . in solid 
brick and concrete . It is installed as though fixing . 

Expandet Nail Anchor with cylindrical collar is for fixing thin steel-
profiles and boards  etc . with hard surfaces in solid brick and concrete . 
It is installed as though fixing . 
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30 2,10 1,80

40 1,04 0,85

70 1,1 1,0

70 1,7 1,3

80 0,30 0,28

60 0,22 0,08

40 1,00 0,85

TX 30

TX 30

1]

2]

3]

4]
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Expandet Concrete Screw

Expandet Concrete screw is the distance screw for fast 
and easy fixings of door- and window frames etc . in 
concrete, solid brick, aerated concrete and other solid 
materials, without plug . 

INSTALLATION:

A D VA N TAG E S
• Fast and easy fixing.
• Expansion free fixing.
• Fixing without plug.
• TX 30, both with and without head.
• Wax treated for easy fixing.
• Milling ribs.
• Cutting line.
• No pre-drilling in porous / light density materials.
• 7,5x42 mm with Panhead is especially recommended for  
   fixing of brackets .

Type Embed-
ment depth 
(minimum) 

mm

Load capacities1)

Expandet 
Concrete Screw

Design resistance 
Tension load

NRd

Design resistance 
Shear load

VRd

Concrete (20 N/mm2)

Solid brick (15N/mm2)

Lightweight Aggregate Concrete (LAC) 6 / 1350

Lightweight Aggregate Concrete (LAC)10/ 1550

Aerated concrete (PP4) *

Aerated concrete (PP2) *

Solid Sand-Lime Brick/Block

*    No pre-drilling in aerated concrete . Concrete Screw is screwed directly into the aerated concrete .  
      Use low setting torque due to the light density of the aerated concrete.
   Drilling with reduced or without hammer action .
   Design resistance for tension is valid for a single anchor not influenced by edge distance and  
      / or spacing .
   Design resistance for shear is valid for a single anchor not influenced by edge distance and  
      / or spacing .
1)  Design resistance valid with pre-drilling 6 mm .

Drill a 6 mm hole (in high strength concrete 6,5 mm) 
through the fixture and into the wall .In aerated concrete 
and other porous materials use without pre-drilling

Clean the drilled hole thoroughly

Insert concrete Screw with power tool to 
recommended embedment depth

(Light density materials)

(Heavy density materials)

(Light density materials)

(Heavy density materials)

(Light density materials)

(Heavy density materials)

(Light density materials)

(Heavy density materials)



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dkExpandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk 53

7,5 x   42 6 - 6,5 8,5 30 - 80 975042 100 5708620097640
7,5 x   52 6 - 6,5 8,5 30 - 80 975052 100 5708620200439
7,5 x   62 6 - 6,5 8,5 30 - 80 975062 100 5708620098067
7,5 x   72 6 - 6,5 8,5 30 - 80 975072 100 5708620097756
7,5 x   92 6 - 6,5 8,5 30 - 80 975092 100 5708620097718
7,5 x 112 6 - 6,5 8,5 30 - 80 975112 100 5708620097725
7,5 x 132 6 - 6,5 8,5 30 - 80 975132 100 5708620097732
7,5 x 152 6 - 6,5 8,5 30 - 80 975152 100 5708620098197
7,5 x 182 6 - 6,5 8,5 30 - 80 975182 100 5708620097763
7,5 x 212 6 - 6,5 8,5 30 - 80 975212 100 5708620200675

7,5 x   42 6 - 6,5 12,0 30 - 80 975042H 100 5708620097657
7,5 x   52 6 - 6,5 12,0 30 - 80 975052H 100 5708620200446
7,5 x   62 6 - 6,5 12,0 30 - 80 975062H 100 5708620098074
7,5 x   72 6 - 6,5 12,0 30 - 80 975072H 100 5708620097664
7,5 x   92 6 - 6,5 12,0 30 - 80 975092H 100 5708620097671
7,5 x 112 6 - 6,5 12,0 30 - 80 975112H 100 5708620097688
7,5 x 132 6 - 6,5 12,0 30 - 80 975132H 100 5708620097695
7,5 x 152 6 - 6,5 12,0 30 - 80 975152H 100 5708620097701
7,5 x 182 6 - 6,5 12,0 30 - 80 975182H 100 5708620098203
7,5 x 212 6 - 6,5 12,0 30 - 80 975212H 100 5708620097633
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Expandet Concrete Screw 
without head, zinc plated

Expandet Concrete Screw 
with head, zinc plated

EXPANDET CONCRETE SCREW WITHOUT HEAD, zinc plated, TX 30 (Technical Sheet No. 305a)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

HEAD-
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET CONCRETE SCREW WITH HEAD, zinc plated, TX 30 (Technical Sheet No. 305a)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

HEAD-
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Concrete screw is the distance screw for fast and 
easy fixings of door- and window frames etc . in concrete, 
solid brick, aerated concrete and other solid materials without 
plug . 

Expandet Concrete screw is the distance screw for fast and 
easy fixings of door- and window frames etc . in concrete, 
solid brick, aerated concrete and other solid materials without 
plug . 
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7,5 x   42 6 - 6,5 30 - 80 975042P 100 5708620099088
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Expandet Concrete Screw 
with pan head, zinc plated

EXPANDET CONCRETE SCREW WITH PAN HEAD, zinc plated, TX 30 (Technical Sheet No. 305)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

HEAD
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Concrete screw with pan head is especially 
suitable for fast and easy fixings of brackets etc . in solid 
materials .
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7,5 x   72 6 - 6,5 8,5 30 - 80 975072R 100 5708620200453
7,5 x   92 6 - 6,5 8,5 30 - 80 975092R 100 5708620200460
7,5 x 112 6 - 6,5 8,5 30 - 80 975112R 100 5708620200477
7,5 x 132 6 - 6,5 8,5 30 - 80 975132R 100 5708620200736
7,5 x 152 6 - 6,5 8,5 30 - 80 975152R 100 5708620207926

7,5 x   72 6 - 6,5 12,0 30 - 80 975072HR 100 5708620200743
7,5 x   92 6 - 6,5 12,0 30 - 80 975092HR 100 5708620200750
7,5 x 112 6 - 6,5 12,0 30 - 80 975112HR 100 5708620200767
7,5 x 132 6 - 6,5 12,0 30 - 80 975132HR 100 5708620200774
7,5 x 152 6 - 6,5 12,0 30 - 80 975152HR 100 5708620207933
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Expandet Concrete Screw Outdoor 
without head 

Expandet Concrete Screw Outdoor 
with head 

EXPANDET CONCRETE SCREW OUTDOOR WITHOUT HEAD , TX 30, for outdoor use

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

HEAD
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET CONCRETE SCREW OUTDOOR WITH HEAD , TX 30, for outdoor use

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

HEAD
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Concrete Screw, Ceramic Coated 500h for higher 
resistance of corrosion . Suitable as distance screw for fixings of 
door- and window frames etc . in concrete, solid brick, aerated 
concrete and other solid materials . 

Expandet Concrete Screw, Ceramic Coated 500h for higher 
resistance of corrosion . Suitable as distance screw for fixings of 
door- and window frames etc . in concrete, solid brick, aerated 
concrete and other solid materials . 
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40 1,04 0,85

70 1,1 1,0

70 1,7 1,3

80 0,30 0,28

60 0,22 0,08

40 1,00 0,85

TX 30

TX 30

1]

2]

3]

4]
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Expandet Frame screw,
Inox A2 (304)

INSTALLATION:

A D VA N TAG E S
• Fast and easy fixing.
• Expansion free fixing.
• Fixing without plug.
• TX 30, both with countersunk and cylinder head.
• Milling ribs.
• Cutting line.
• No pre-drilling in porous / light density materials.

Type Embed-
ment depth 
(minimum) 

mm

Load capacities
Expandet 

A2 karmskrue
Recommended
Tension load

NRd

Recommended
Shear load

VRd

Solid brick (15N/mm2)

Lightweight Aggregate Concrete (LAC) 6 / 1350

Lightweight Aggregate Concrete (LAC)10/ 1550

Aerated concrete (PP4) *

Aerated concrete (PP2) *

Solid Sand-Lime Brick/Block

*   No pre-drilling in aerated concrete . A2 Frame Screw is screwed directly into the aerated concrete .  
      Use low setting torque due to the light density of the aerated concrete.
   Drilling with reduced or without hammer action .
   Design resistance for tension is valid for a single anchor not influenced by edge distance and  
      / or spacing .
   Design resistance for shear is valid for a single anchor not influenced by edge distance and  
      / or spacing .

Drill a 6 mm hole (in high strength concrete 6,5 mm) 
through the fixture and into the wall .In aerated concrete 
and other porous materials use without pre-drilling

Clean the drilled hole thoroughly

Insert A2 Frame screw with power tool to 
recommended embedment depth

The installation is finished

(Light density materials)

(Heavy density materials)

(Light density materials)

(Heavy density materials)

(Light density materials)

(Heavy density materials)

(Light density materials)

(Heavy density materials)

Expandet Frame Screw, Inox A2 (304) is the stainless steel 
distance screw that is suitable for use in environments 
where heigh corrosion protection is required. Fast and 
easy fixings of door- and window frames etc . in concrete, 
solid brick, aerated concrete and other solid materials, 
without plug . 
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7,5 x   72 6 8,5 40 - 80 975072A2 100 5708620209807
7,5 x   92 6 8,5 40 - 80 975092A2 100 5708620209814
7,5 x 112 6 8,5 40 - 80 975112A2 100 5708620209821
7,5 x 132 6 8,5 40 - 80 975132A2 100 5708620209838
7,5 x   72 6 12,0 40 - 80 975072HA2 100 5708620209845
7,5 x   92 6 12,0 40 - 80 975092HA2 100 5708620209852
7,5 x 112 6 12,0 40 - 80 975112HA2 100 5708620209869
7,5 x 132 6 12,0 40 - 80 975132HA2 100 5708620209876
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Expandet Frame screw,
Inox A2 (304)

EXPANDET FRAME SCREW, Inox A2, TX 30 (Technical Sheet No. 323)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

HEAD
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

without head
without head
without head
without head

with head
with head
with head
with head

Frame screw
Inox A2 
for 
demanding 
tasks
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1]

2]

3]

4]

5]

5 mm

4 x 25 0,15
5 x 25 0,65
5 x 35 0,85
6 x 25 0,75
6 x 35 0,90
7 x 25 0,85
7 x 32 1,05
7 x 35 1,20
7 x 50 1,75
8 x 25 1,00
8 x 35 1,40
8 x 50 1,85

10 x 35 1,25
10 x 50 1,80
10 x 60 2,00
12 x 50 1,80
12 x 60 4,60
12 x 75 5,25
14 x 60 4,70
14 x 90 5,25
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Expandet Wallplug

Expandet Wallplug has expansion on the total surface 
and length . Fins prevent that the plug rotates in the 
drilled hole . It has many application possibilities and 
high tensile strength in brick- and concrete wall, ensures 
that Expandet Wallplug always solves the task .

INSTALLATION:

A D VA N TAG E S
• Expansion on the total surface and length of the Wallplug.
• The three external fins prevent rotation.
• The profile ensures self-centering of the screw during its  
   passage into the Wallplug .
• The Wallplug protects the screw against corrosion.

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Hammer the Wallplug into the the wall - ensure 
that the Wallplug is inserted below the surface 
(diameter of Wallplug)

Use screw size as recommended . When fastened, 
the plug expands into the cavities of the drilled 
hole and forms barbs of high strength on the 
total surface of the Wallplug

The installation is finished

Always use a screw which is min . 5 mm longer 
than the inserted wallplug + the fixing-object .

NOTE]

 Recommended load is maximum in concrete 25 N/mm2 with largest  
 recommended wood screw.
 Safety factor is included (≥4) .        1 kN ≈ 100 kg

Type Load capacities

DIMENSION
Nrec

Recommended tension load 
kN

Yellow
White
white
Red
Red
Green
Green
Green
Green
Blue
Blue
Blue
Orange
Orange
Orange
Grey
Grey
Grey
Black
Black
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  4 x 25 2,5 - 3,0 4 120425 20 / 500 5708620016016

  5 x 25 3,0 - 4,0 5 120525 20 / 500 5708620016023
  5 x 35 3,0 - 4,0 5 120535 20 / 500 5708620016047

  6 x 25 3,5 - 5,0 6 120625 20 / 500 5708620016054
  6 x 35 3,5 - 5,0 6 120635 20 / 500 5708620016078

  7 x 25 4,5 - 5,5 7 120725 20 / 500 5708620016092
  7 x 30 4,5 - 5,5 7 120730 20 / 500 5708620016108
  7 x 35 4,5 - 5,5 7 120735 20 / 500 5708620016115
  7 x 50 4,5 - 5,5 7 120750 10 / 250 5708620016122

  8 x 25 5,0 - 6,0 8 120825 20 / 500 5708620016139
  8 x 35 5,0 - 6,0 8 120835 20 / 500 5708620016153
  8 x 50 5,0 - 6,0 8 120850 10 / 250 5708620016160

10 x 35 8,0 10 121035   4 / 100 5708620016184
10 x 50 8,0 10 121050   4 / 100 5708620016191
10 x 60 8,0 10 121060   4 / 100 5708620016207

12 x 50 10,0 12 121250   4 / 100 5708620016221
12 x 60 10,0 12 121260   4 / 100 5708620016238
12 x 75 10,0 12 121275   4 / 100 5708620016245

14 x 60 12,0 14 121460   4 /   48 5708620016252
14 x 90 12,0 14 121490   4 /   48 5708620016269

  4 x 25 2,5 - 3,0 4 140425 20 / 500 5708620016580

  5 x 25 3,0 - 4,0 5 140525 20 / 500 5708620016504
  5 x 35 3,0 - 4,0 5 140535 20 / 500 5708620016597

  6 x 25 3,5 - 5,0 6 140625 20 / 500 5708620016511
  6 x 35 3,5 - 5,0 6 140635 20 / 500 5708620016528

  7 x 25 4,5 - 5,5 7 140725 20 / 500 5708620016535
  7 x 35 4,5 - 5,5 7 140735 20 / 500 5708620016542
  7 x 50 4,5 - 5,5 7 140750 10 / 250 5708620016559

  8 x 35 5,0 - 6,0 8 140835 20 / 500 5708620016566
  8 x 50 5,0 - 6,0 8 140850 10 / 250 5708620016573
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Expandet Wallplug

Expandet Wallplug

EXPANDET WALLPLUG in 25 pcs. frames (Technical Sheet No. 304)

TYPE
DIMENSION

MM

SCREW 
DIA.

MM

DRILL 
DIA.

MM

EXPANDET
ARTICLE NO.

FRAMES/
PCS. 

PER BOX

EAN 13
PER BOX     

Yellow

White
White

Red
Red

Green
Green
Green
Green

Blue
Blue
Blue

Orange
Orange
Orange

Grey
Grey
Grey

Black
Black

EXPANDET WALLPLUG in 25 pcs. frames FOILED (Technical Sheet No. 304)

TYPE
DIMENSION

MM

SCREW
DIA.

MM

DRILL 
DIA.

MM

EXPANDET
ARTICLE NO.

FRAMES/
PCS. 

PER BOX

EAN 13
PER BOX     

Yellow

White
White

Red
Red

Green
Green
Green

Blue
Blue
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5 x   26 0,30 0,40 - -

5 x   50 0,30 0,40 - -

6 x   30 0,70 1,00 0,50 0,80

6 x   60 0,70 1,00 0,50 0,80

6 x   80 0,70 1,00 0,50 0,80

6 x 100 0,70 1,00 0,50 0,80

8 x   70 1,00 1,30 0,80 1,10

8 x   90 1,00 1,30 0,80 1,10

8 x 110 1,00 1,30 0,80 1,10

8 x 130 1,00 1,30 0,80 1,10
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3]

4]
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Expandet Express Nail

Expandet Express Nail is for quick fixings on the 
construction site . Used for fixing of wooden objects in 
solid brick and concrete . 

Through fixing .

INSTALLATION:

A D VA N TAG E S
• Quick fixing .
• Easy to countersink .

Type Load capacities
DIAMETER Concrete 25 N/mm2 Solid brick 15 N/mm2

Tension load

Nrec

Shear load 

Vrec

Tension load

Nrec

Shear load

Vrec

 Recommended load capacity is maximum in concrete C20/25 .

   Recommended load capacity is maximum in solid brick with a compressive strength of  
      minimum 15N/mm2 .

   Safety factor is included (≥ 3) .     1 kN ≈ 100 kg .

Drill a hole through fixture and into the  base-
material

Clean the drilled hole thoroughly

Insert the Express Nail with a hammer

The installation is finished
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5 x   26 5 20 6 965026 100 5708620096575
5 x   50 5 20 30 965050 100 5708620097220

6 x   30 6 25 3 966030 100 5708620096506
6 x   60 6 30 30 966060 100 5708620096513
6 x   80 6 30 50 966080 100 5708620096520
6 x 100 6 30 70 966100 100 5708620096582

8 x   70 8 40 30 968070 100 5708620096537
8 x   90 8 40 50 968090 100 5708620096544
8 x 110 8 40 70 968110 100 5708620096551
8 x 130 8 40 90 968130 100 5708620096568
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Expandet Express Nail

EXPANDET EXPRESS NAIL, zinc plated (Technical Sheet No. 306)

TYPE
DIMENSION

MM

DRILL 
DIA.

MM

EMBEDMENT
DEPTH
(MIN.)

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     
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4,8 x 16 0,35 0,35 0,35 0,35

4,8 x 20 0,35 0,35 0,35 0,35

4,8 x 26 0,35 0,35 0,35 0,35

4,8 x 30 0,35 0,35 0,35 0,35

4,8 x 35 0,35 0,35 0,35 0,35

4,8 x 40 0,35 0,35 0,35 0,35

4,8 x 50 0,35 0,35 0,35 0,35
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Expandet Alum-Hammer Rivet

Expandet Alum-Hammer Rivet is for fixing of cladding, 
sheet steel profiles and wall covering applications etc .
in solid brick and concrete . 

Quick and easy throughfixing . 

INSTALLATION:

A D VA N TAG E S
• Fast and easy through fixing .
• Corrosion resistant: Very suitable for outdoor use .
• Recommended for zinc- and alumcladdings .
• Small drill-depth and drill-diameter .

Type Load capacities
DIAMETER Concrete 25 N/mm2 Solid brick 15 N/mm2

Tension load

Nrec

Shear load 

Vrec

Tension load

Nrec

Shear load

Vrec

 Recommended load capacity is maximum in concrete C20/25 . .
  
   Recommended load capacity is maximum in solid brick with a compressive 
      strength of minimum 15N/mm2 .

     Safety factor is included (≥ 3) .     1 kN ≈ 100 kg .

Drill directly through the fixing-object and into 
the wall

Clean the drilled hole thoroughly

Push the Alum-Hammer Rivet through the 
fixing-object and into the wall . Hammer in 
the steel-nail

The installation is finished

Must not be used for suspension ceiling! 
For detail of more suitable products for ceiling, see 
Technical Sheet No 401b, 401b and Technical Sheet No . 
409 Concrete Hammer Rivet Anchor .

NOTE:]
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4,8 x 16 1 5 964816 100 5708620096605
4,8 x 20 5 5 964820 100 5708620096612
4,8 x 26 11 5 964826 100 5708620096636
4,8 x 30 15 5 964830 100 5708620096643
4,8 x 35 20 5 964835 100 5708620096650
4,8 x 40 25 5 964840 100 5708620096667
4,8 x 50 35 5 964850 100 5708620096674
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Expandet Alum-Hammer Rivet

EXPANDET ALUM-HAMMER RIVET with Inox A2 nail (Technical Sheet No. 307)

TYPE
DIMENSION

MM

THICKNESS 
OF FIXTURE

MM

DRILL 
DIA.

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     
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1]

2]

3]

4]

  4 x 16 0,30 0,30

  5 x 20 0,40 0,40

  6 x 24 0,80 0,80

  8 x 30 1,50 1,50

10 x 34 2,10 2,10

12 x 40 3,00 3,00

16 x 40 4,00 4,00
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Expandet Brass Anchor

 Design tension load capacity is valid for a single anchor in concrete C20/25 not  
                   influenced by edge distance and/or spacing
 Recommended shear load capacitiy is valid for a single anchor in concrete C20/25  
                   not  influenced by edge distance and/or spacing

Expandet Brass Anchor for mounting of metric 
screws, bolts, threaded rods etc . in solid brick, 
concrete, sand lime brick and wood .

INSTALLATION:

Drill a hole in correct diameter and depth

Clean the drilled hole thoroughly

Insert Brass Anchor and mount the screw . The 
screw length shall at least be anchor length + 
thickness of fixture

When the screw is tightened towards the 
bottom of the Brass Anchor, the Brass Anchor 
expands and the installation is finished

Type Load capacities

DIMENSION
NRd VRd

Recommended tension load
kN

Recommended shear load
kN

A D VA N TAG E S
• Short embedment depth .
• Corrosion resistant .
• Suitable for fixing i all solid materials - also in wood .
• Useable together with all screw-types with metric thread .
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  4 x 16 5 18 16 973004 100 5708620096735
  5 x 20 6 22 20 973005 100 5708620096742
  6 x 24 8 27 24 973006 100 5708620096759
  8 x 30 10 35 30 973008 100 5708620096766
10 x 34 12 36 34 973010 100 5708620096773
12 x 40 16 45 40 973012 50 5708620096780
16 x 40 20 49 44 973016 25 5708620096797
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Expandet Brass Anchor

EXPANDET BRASS ANCHOR (Technical Sheet No. 310)

TYPE
DIMENSION

MM

DRILL
DIA.

MM

EMBEDMENT 
DEPTH
(MIN.)

MM

ISKRUNINGS-
DYBDE
(MAX.)

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Brass Anchor  
- shallow drilling depth - faster fixing
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10 x   70 0,22 0,17 0,16

10 x   90 0,22 0,17 0,16

10 x 110 0,22 0,17 0,16

10 x 130 0,22 0,17 0,16

10 x 150 0,22 0,17 0,16

10 x 180 0,22 0,17 0,16
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Expandet Isoplug with 
expansion

Keeps soft and hard insulation in position on concrete, 
solid brick, sand lime brick and aerated concrete .

Through fixing . 

INSTALLATION:

A D VA N TAG E S
• No thermal bridge .
• Choose Isoplug according to thickness of insulating  
   material (See table) .
• All lengths available with plastic disc:
     50 mm for hard insulating batts .
     90 mm for soft insulating batts .

Type Load capacities
DIAMETER NRd

Recommended Tension load
Concrete

kN 
Solid brick kN  Sand lime brick

kN 

 Recommended load capacity is maximum for a single anchor in concrete ≥C20/25 (B20) .    
   Recommended load capacity is maximum for a single anchor in sand lime brick
     and solid brick with a compressive strength of minimum 15N/mm2 .

Drill a 10 mm hole through the insulation and 
into the wall

Place nail and Isoplug into the pre-drilled hole . 
Hammer in nail flush with disc

The installation is finished

Correct use and positioning of IsoplugNOTE:]
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10 x   70 10 40 30 -   40 861070-90 250 5708620100791
10 x   90 10 40 50 -   60 861090-90 250 5708620100807
10 x 110 10 40 70 -   80 861110-90 250 5708620100579
10 x 130 10 40 90 - 100 861130-90 200 5708620100586
10 x 150 10 40 110 - 120 861150-90 150 5708620100593
10 x 180 10 40 130 - 150 861180-90 150 5708620100609

10 x   70 10 40 30 -   40 861070-50 250 5708620100777
10 x   90 10 40 50 -   60 861090-50 250 5708620100784
10 x 110 10 40 70 -   80 861110-50 250 5708620100616
10 x 130 10 40 90 - 100 861130-50 250 5708620100623
10 x 150 10 40 110 - 120 861150-50 250 5708620100630
10 x 180 10 40 130 - 150 861180-50 250 5708620100647
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Expandet Isoplug with 
expansion

EXPANDET ISOPLUG with expansion (Technical Sheet No. 311)

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

WITH 90 MM DISC

WITH 50 MM DISC
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8 x   80 0,18 0,15 0,14

8 x 100 0,18 0,15 0,14

8 x 120 0,18 0,15 0,14

8 x 140 0,18 0,15 0,14

8 x 160 0,18 0,15 0,14

8 x 180 0,18 0,15 0,14

8 x 200 0,18 0,15 0,14

8 x 220 0,18 0,15 0,14

8 x 240 0,18 0,15 0,14
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Expandet Isoplug

Expandet Isoplug in Plastic keeps soft insulation with 
90 mm disc and hard insulation with 50 mm disc in 
position on concrete, solid brick, sand lime brick and 
aerated concrete .

Through fixing . 

INSTALLATION:

A D VA N TAG E S
• Choose Isoplug according to thickness of insulating     
   material (See tabl) .
• All lengths available with disc Plastic:
  52 mm for hard insulating batts .
  90 mm for soft insulating batts .

Type Load capacities
DIAMETER NRd

Design Tension load
Concrete

kN 
Solid brick kN  Sand lime brick

kN 

     Design resistance is valid for a single anchor in concrete ≥C20/25 (B20)   
   Design resistance is maximum for a single anchor in sand lime brick and solid brick  
      with a compressive strength of minimum 15N/mm2 .

Drill a 8 mm hole through the insulation and into 
the wall

Hammer Isoplug through the insulation and into 
the wall so that Isoplug levels with insulation

The installation is finished

Correct use and positioning of Isoplug
NOTE:]
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8 x   80 8 40 30 -   50 868080 250 5708620101491
8 x 100 8 40 60 -   70 868100 250 5708620101507
8 x 120 8 40 80 -   90 868120 250 5708620101514
8 x 140 8 40 100 - 110 868140 250 5708620101521
8 x 160 8 40 120 - 130 868160 250 5708620101538
8 x 180 8 40 140 - 150 868180 250 5708620101545
8 x 200 8 40 160 - 170 868200 250 5708620101552
8 x 220 8 40 180 - 190 868220 250 5708620101569
8 x 240 8 40 200 - 210 868240 250 5708620101576

52 mm 868000/52 250 5708620101583
90  mm 868000/90 250 5708620101590

868000/908 250 5708620100104
868000/90S 250 5708620100111
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Expandet Isoplug

EXPANDET ISOPLUG (Technical Sheet No. 312)

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Disc for 
Expandet Isoplug

Expandet ISO-disc 90 mm

EXPANDET DISC FOR EXPANDET ISOPLUG, 52 mm and 90 mm

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET ISO-DISC 90 mm

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

With 8 mm hole
Fixing with nail / screw 

52 mm disc for hard insulation batts . 
90 mm disc for soft insulation batts . 

90 mm Expandet Iso-Disc for use with Nail or screw .
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8 x   90 0,3 0,3 0,1 0,1

8 x 110 0,3 0,3 0,1 0,1

8 x 140 0,3 0,3 0,1 0,1

8 x 170 0,3 0,3 0,1 0,1

8 x 200 0,3 0,3 0,1 0,1

8 x 250 0,3 0,3 0,1 0,1

8 x 300 0,3 0,3 0,1 0,1
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Expandet Isoplug Metal

Expandet Isoplug Metal . Fire resistant fixing of insulation 
on concrete, solid brick, limestone . 

Through fixing . 

INSTALLATION:

A D VA N TAG E S
• Choose Isoplug according to thickness of insulating  
   material (See table) .
• Length available with disc:
  Metal: 80 mm for soft insulating batts .
• Fire classified R120 . 

Type Load capacities
DIAMETER NRd

Design Tension load
Concrete

kN
Solid brick 

kN
Hollow brick

kN
Aerated concrete(PP4)

kN

Design load is valid for a single anchor

Drill a 8 mm hole through the insulation and into 
the wall

Hammer Isoplug through the insulation and into 
the wall so that Isoplug levels with insulation

The installation is finished

Correct use and positioning of IsoplugNOTE:]

Fire classified
R120
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8 x   90 8 40 (50)* 50   (40)* 868090-35 250 5708620102221
8 x 110 8 40 (50)* 80   (70)* 868110-35 250 5708620102238
8 x 140 8 40 (50)* 110 (100)* 868140-35 250 5708620102245
8 x 170 8 40 (50)* 140 (130)* 868170-35 250 5708620102252
8 x 200 8 40 (50)* 170 (160)* 868200-35 250 5708620102269
8 x 250 8 50 (60)* 200 (190)* 868250-35 200 5708620102276
8 x 300 8 50 (60)* 250 (240)* 868300-35 200 5708620102306

868000-8 250 5708620102283
Ø 80 mm 868000-80 250 5708620102214
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Expandet Isoplug Metal

EXPANDET ISOPLUG METAL (Technical Sheet No. 312)

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Values in () are valid for fixing in hollow brick and Aerated concrete

Expandet Iso-disc Metal,
80 mm

EXPANDET ISO-DISC METAL, 80 mm

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Ø 80 mm for 868250 og 868300

Iso-disc Metal 80mm is for fixing of soft insulation with 
Isoplug Metal .
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1]

2]

3]

8 x 260 0,18 0,15 0,14

8 x 300 0,18 0,15 0,14

8 x 360 0,18 0,15 0,14

8 x 400 0,18 0,15 0,14

4]
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Expandet Long Isoplug

Expandet Long Isoplug with 60 mm washer as standard 
for hard insulation materials . 

For fixing of soft insulation materials use Expandet Iso-
washer 100 .

INSTALLATION:

A D VA N TAG E S
• Choose Isoplug according to thickness of insulating  
   material (See table) .
• Length available with disc:
  100 mm for soft insulating batts .

Drill a 8 mm hole through the insulation and into 
the wall . Clean the drilled hole thoroughly

Insert Long Isoplug in the insulation layer

Hammer Long Isoplug through the insulation 
and into the wall untill the Long Isoplug is 
leveled with insulation

The installation is finished

Type Load capacities
DIAMETER NRd

Design Tension load
Concrete

kN 
Solid brick kN  Sand lime brick

kN 

 Design resistance is valid for a single anchor in concrete ≥C20/25 (B20) .   
   Design resistance is maximum for a single anchor in sand lime brick and solid brick  
      with a compressive strength of minimum 15N/mm2 .
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8 x 260 8 55 105 - 180 868260-60 200 5708620102917
8 x 300 8 55 220 - 250 868300-60 200 5708620102924
8 x 360 8 55 280 - 305 868360-60 200 5708620102931
8 x 400 8 50 320 - 350 868400-60 100 5708620102948

100 mm 868000-100 200 5708620102900
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Expandet Long Isoplug

EXPANDET LONG ISOPLUG

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Disc for Expandet Long Isoplug

EXPANDET DISC FOR EXPANDET LONG ISOPLUG

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     
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1]

2]

3]

4]

5]

M6 40 3,3 6,4
M8 40 6,0 9,9
M8 50 6,0 9,9
M10 60 8,0 18,4
M12 80 10,6 26,4
M16 110 11,9 50,2

ETA
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Expandet Expansion Bolt

Expandet Expansion Bolt for solid materials . For fixing of 
heavy objects in solid materials .

INSTALLATION:A D VA N TAG E S
• Extensive programme .
• High load capacities in solid materials .
• Fixture can be removed without affecting the anchor .
• Torque-controlled expansion.
• Can be calculated in Expandet Calculation Program . Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert the Expansion Bolt flush with the wall

Mount the fixture and tighten the nut to required 
setting torque

The installation is finished

Only use M6 and M8 bolts in solid brick
NOTE]

Type Embedment 
depth

mm

Load capacities

DIMENSION

NRd VRd

Design resistance
Tension

kN

Design resistance 
Shear

kN

 Design resistance for tension is valid for a single anchor in concrete C20/25 not  
 influenced by edge distance and/or spacing .
 Design resistance for shear is valid for a single anchor in concrete ≥C20/25 not  
 influenced by edge distance and/or spacing

Option 8
Fire classified

M6-M12
R120
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6 x   60 • 100 10 55 15 K550AC 50 5708620096056
  6 x   75 • 100 10 55 30 K560AC 50 5708620096063

  8 x   75 • 100 14 65 20 K600AC 50 5708620096070
  8 x   85 • 100 14 55 30 K590AC 50 5708620096360
  8 x 100 • 100 14 65 45 K610AC 50 5708620096087

10 x   90 120 16 75 20 K650AC 25 5708620096438
10 x 100 120 16 75 30 K680AC 25 5708620201818
10 x 110 120 16 75 40 K670AC 25 5708620201795
10 x 120 120 16 75 50 K690AC 25 5708620096124
10 x 140 120 16 75 70 K700AC 25 5708620096261

12 x 110 160 20 100 20 K750AC 10 5708620201801
12 x 120 160 20 100 30 K770AC 10 5708620201788
12 x 155 160 20 100 65 K800AC 10 5708620096155

16 x 140 * 200 25 120 25 K870AC 10 5708620096162
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Expandet Expansion Bolt

EXPANDET EXPANSION BOLT (Technical Sheet No. 313)

TYPE
DIMENSION

MM

THICKNESS 
OF CONCRETE 

MEMBER
(MIN.) MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

THICKNESS 
OF FIXTURE 

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 8, CE-marked
•	 Recomended	for	use	in	solid	brick
* Not included in ETA approval
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1]

2]

3]

4]

5]

M6 40 3,3 6,4
M8 50 6,0 9,9
M10 60 8,0 18,4
M12 80 10,6 26,4
M16 110 11,9 50,2

ETA
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Expandet Expansion Shield

Expandet Expansion Shield is suitable for fixing of heavy 
objects in concrete and solid brick . Used with set screw, 
threaded rod, bolts etc . 

INSTALLATION:A D VA N TAG E S
• Free choice between set screw, threaded rod, bolt etc .
• High loads in massive materials .
• Fixture can be removed without affecting the anchor .
• Anchorage can be designed in Expandet Calculation   
   Program . Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert the Expansion Shield flush with the wall

Mount the fixture with set screw, threaded rod 
or other metric screw and tighten to required 
setting torque

The installation is finished

Only use bolt diameter M6 and M8 in solid brick
NOTE]

Type
Embedment 

depth

mm

Load capacities
with 8.8 steel

DIMENSION

NRd VRd

Design resistance
Tension

kN

Design resistance
Shear

kN

 Design resistance for tension is valid for a single anchor together with metric screw  
 or threaded rod in 8 .8 steel in non-cracked concrete C20/25 not influenced by edge  
 distance and/or spacing .
 Design resistance for shear is valid for a single anchor together with metric screw or  
 threaded rod in 8 .8 steel in non-cracked concrete ≥C20/25 not influenced by edge  
 distance and/or spacing .

Option 8
Fire classified

M6-M12
R120
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6 x  40 • 100 10 45 40 HAC240 50 5708620096193
8 x  50 • 100 14 55 50 HAC250 50 5708620096209

10 x   60 120 16 65 60 HAC260 50 5708620096216
12 x   80 160 20 85 80 HAC270 25 5708620096223
16 x 100 * 200 25 110 100 HAC280 10 5708620096230
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Expandet Expansion Shield

EXPANDET EXPANSION SHIELD (Technical Sheet No. 314)

TYPE
DIMENSION

MM

THICKNESS 
OF CONCRETE 

MEMBER
(MIN.) MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

EFFECTIVE 
ANCHORAGE 

DEPTH
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 8 (with metric screw or threaded rod in 8.8 steel), CE-marked
•	 Recomended	for	use	in	solid	brick
* Not included in ETA approval
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M10

1]

2]

3]

4]

5]

M8 4,0
M10 7,0
M12 10,0
M16 15,0
M20 27,0
M24 37,0

6]
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Expandet Chemical Anchor

Expandet Chemical Anchor is for fixing with threaded 
rod or socket etc . in brick, concrete and aerated concrete . 

INSTALLATION:
A D VA N TAG E S
• Expansion-free fixing. 
• Applicable close to free edge - and with small spacing .
• Usable in: 
   In damp enviroments, Under water, In aggressive 
   environments .

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert the Chemical Anchor

Threaded Rod must be pointed in order to 
secure correct installation

Drive in Threaded Rod with a slowly rotating 
powertool and relevant accessories to correct 
setting depth

After ended curing time the fixing can be loaded 
- installation is finished

Type Load capacities

DIMENSION
FRd

Combined Design resistance
kN

 Design resistance is valid for a single anchor independent of load directions in  
 concrete C20/25 not influenced by edge distance and/or spacing .

ACC E S S O R I E S
Threaded rods - see sheet 506 .
Blow Out Pump and Brush .
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M   8 x  80 130 10 80 900008 10 5708620097503
M 10 x  80 140 12 90 900010 10 5708620097510
M 12 x  95 160 14 110 900012 10 5708620097527
M 16 x  95 175 18 125 900016 10 5708620097534
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Expandet Chemical Anchor

EXPANDET CHEMICAL ANCHOR (Technical Sheet No. 317)

TYPE
DIMENSION

MM

THICKNESS 
OF CONCRETE 

MEMBER
(MIN.) MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Blow Out   Brush
Pump  
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0,03
0,05
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Expandet Iso-Screw

Expandet Iso-Screw is the ideal solution for light fixtures 
in exterior facade insulation with plastering . Possibility 
for use of standard woodscrew . No thermal bridge . 

INSTALLATION:

A D VA N TAG E S
• No thermal bridge .
• Possibility for use of standard woodscrew .

Type Load capacities

DIMENSION
FRd

Combined Design resistance
(kN)

Iso-Screw 50
Iso-Screw 80

The above mensioned load capacities are provided for guidance only . 

push the tip of Iso-Screw through the plaster 
layer(there may be predrilled with 8 mm through
plaster layer)

Install the Iso-Screw with TX 40 bit

Screw in the Iso-Screw until it is leveled with the 
surface

Install the object with a woodscrew 4,0 to 4,5 mm
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27 50 4,0 - 4,5 ISO50 25 5708620103075
27 80 4,0 - 4,5 ISO80 20 5708620103082
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Expandet Iso-Screw

EXPANDET ISO-SCREW (Technical Sheet No. 321)

TYPE
DIMENSION

MM

UTER 
DIAMETER 

OF ANCHOR
MM

LENGTH OF 
ANCHOR

MM

SCREW
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Iso-Screw 50
Iso-Screw 80

Expandet Iso-Screw is the ideal solution for 
fixing downspouts, mailboxes, 

video cameras, lamps etc .



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk82 Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

     x2       x2

x2      x2       x2
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Expandet ESI+  
Injection Mortar

INSTALLATION:
A D VA N TAG E S
• ESI+ for use in concrete, solid & hollow brick, Light weight   
   concrete & aerated concrete .
•  ETA and CE marked use in loadbearing constructions when  
   using steel grade 5 .8, 8 .8, 10 .9, A4-70 & A4-80 in concrete .
• Wide range of embedment depth -  allows for optimized  
    embedment depth .
• Can be used close to the edge and with a small spacing .
• Anchorages can be designed in Expandet Anchor Calcula- 
   tion Programme . For download go to www .expandet .dk

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly - follow above 
illustration

Eject approximately 10-15 cm mortar in order to 
ensure correct mixing ratio for injection

Insert the mixer into the drilled hole, and while the 
mixer is slowly retracted inject the correct volume 
of styrene free injection mortar

Insert the treaded rod or socket in a slowly rotating 
motion, complying with specified embedment depth . 
For optimal filling of the hole excess mortar should flow 
out . Observe temperature dependent curing time - see 
cartridge or matrix on the following page
OBS: Use allways oil free treaded rod!

After ended curing time the fixing can be loaded 
- installation is finished

ACC E S S O R I E S
Wide range of accessories .

ETA - Option 1

CURING TIME ESI+

Temperature (Celcius)* Processing time (min .) 1) Curing time (min .)1)

+5 til +10°C 10 145 min . at +5°C

+10 til +15°C 8  85 min . at +10°C

+15 til +20°C 6  75 min . at +15°C 

+20 til +25°C 6 50 min . at +20°C

+25 til +30°C 4  40 min . at +25°C

*    Concrete temperature
1)      Processing time refers to the highest temperature in the range .
        Curing time refers to the lowest temperature in the range .
Cartridges temperature (storage and installation): +5°C - +25°C

Blow Out   Brushes  Suitcase with
Pump     accessories for injection mortar

Expandet ESI+ is the professional all round bonded 
anchor solution that provides expansion free, safe and fast 
anchorage of threaded rod, socket anchors with internal 
thread, rebar etc . in most types of base materials . ESI+ is 
also suitable for use in wet, flooded holes, without affecting 
the curing time . ETA and CE-marked in option 1 (cracked 
concrete) . ETA and CE marked for post-installed rebar 
according to EC2 . Use of a professional injection gun (H245) 
is recommended .
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803300 10 5708620103686
803345 12 5708620103709

M8 M10 M12 M16 M20 M24 M27 M30

80 90 110 125 170 210 240 270

10 12 14 18 22 26 30 35

110 120 140 160 200 240 300 340

7,5 11,5 17 31,4 49,0 70,3 70,8 74,0
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7

4,1 7,1 10,1 18,5 29,3 42,5 55,0 67,0
7,2 12,0 17,5 32,6 50,9 73,4 92,0 112,0

11,6 18,5 26,9 50,2 78,4 112,9 147,2 179,0
8,2 13,0 18,9 35,2 55,0 79,2 103,2 125,0

11,6 18,5 26,9 50,2 78,4 112,9 138,3 168,0
10,4 16,0 24,0 44,0 68,8 99,2 128,8 156,8

M10 M12 M16 M20 M24

90 110 125 170 210

12 14 18 22 26

120 140 160 200 240

7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5

7,1 10,1 18,5 29,3 42,5
12,0 16,8 31,2 48,8 70,4
18,4 27,2 50,4 78,4 112,8
12,8 19,2 35,2 55,1 79,4
17,2 25,5 47,3 73,6 106,0
16,0 24,0 44,0 68,8 99,2
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Expandet ESI+  
Injection Mortar

EXPANDET ESI+ STYRENE FREE INJECTION MORTAR for concrete (Technical Sheet No. 324)
(for other applications see Technical Sheet No . 324d and 326)

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER 

CARTON

EAN 13
PER BOX     

300 ml incl . 2 pcs . mixer nozzle
345 ml incl . 1 pcs . mixer nozzle

Professional Injection Gun (H245) is recommended for ESI+

Design load capacities in non-cracked concrete C20/25 for ESI+ ETA 14/0175

Dimension of threaded rod (mm)

Effective anchorage depth, hef (mm)

Drill hole diameter (mm)

Minimum thickness of submaterial, hmin (mm)

Tension load, Design resistance 
NRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR steel
Shear load, Design resistance

 VRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR Steel
 Design resistance is valid for a single anchor in non-cracked concrete C20/25 not influenced by edge distance and/or spacing .
  Ψre,N = 1 (Normal reinforcement according to TR029 5 .2 .2 .3 - 5 .2i & 5 .2 .2 .4 - 5 .3d) .    

Design load capacities in cracked concrete C20/25 for ESI+ EAT 14/0175

Dimension of threaded rod (mm)

Effective anchorage depth, hef (mm)

Drill hole diameter (mm)

Minimum thickness of submaterial, hmin (mm)

Tension load, Design resistance  
NRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR Steel
Shear load - Recommended Design resistance

 VRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR Steel
 Design resistance is valid for a single anchor in cracked concrete C20/25 not influenced by edge distance and/or spacing .
  Ψre,N = 1 (Normal reinforcement according to TR029 5 .2 .2 .3 - 5 .2i & 5 .2 .2 .4 - 5 .3d) .    
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8 12 50,3 24,0 248 19 354 27
10 14 78,5 37,5 310 28 443 40
12 16 113,1 54,1 372 39 531 56
14 18 153,9 73,6 434 52 620 75
16 20 201,1 96,1 496 67 708 96
20 25 314,2 150,2 620 131 885 188
25 32 490,9 234,6 775 291

1] 2] 3]

4] 5] 6]

7] 8] 9]

10]

30 mm + 0,06 lv ≥ 2 ds

50 mm + 0,08 lv
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Post installed rebar with ESI+. Design acc. to EN 1992-1-1 (EC2).
ESI+ is CE marked (ETA/0330) according to EOTA TR023 for rebar (ø8-ø32) and allow for post installing of rebar using ESI+ 
designed acc. to Eurocode 1992-1-1. Concerning requirements for concretecover, edge distance, spacings and minimum 
anchorage lengths requirements in EC2 and ETA 14/0330 must be considered. Possible diviations from EC2 described in 
national annexes are not considered below .

Desing anchorage lengths for straight rebar (fy,k = 550 N/mm2 ) post installed with ESI+ in concrete C25/30 acc. to 
ETA 14/0330 & EN 1992-1-1 for "good" bond conditions.

Rebar
diameter 

ds

 (mm)

Drill diameter 
dcut 

(mm)

Cross section 
As 

(mm2)

Used Design 
steel capacity 

(yield)

(kN)

Design anchorage lenghts for design to yield

α2 = 0,7 Consumption 
α2 = 0,7 α2 = 1,0 Consumption                

α2 = 1,0

(mm) (ml) (mm) (ml)

1)  α1=α3=α4=α5 =α6= 1,0 . γm,s = 1,15 og γm,c =1,5 acc . to EN 1992-1-1 .
* Allowed Drilling Method: Hammer or Compressed air drilling .

INSTALLATION:

Blow 2 times  with oil-free compressed air Brush 2 timesDrill a hole

Brush 2 times

10-15 cm

Blow 2 times  with oil-free compressed airBlow 2 times  with oil-free compressed air

Minimum concrete cover min c of the bonded-in rebar depending 
on drilling method

Drilling method Without drilling aid 
Hammer drilling

Compressed air drilling

For detailed information see ETA 14/0330 & Expandet technical datasheet 324d . For installation of rebar designed as an 
anchor see page 87 .
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Expandet EVL+ 
Winter Injection Mortar

INSTALLATION:
A D VA N TAG E S
• Functional at cartridge temperature 0° C .
• EVL+ for use in concrete, solid & hollow brick, Light weight con- 
   crete & aerated concrete .
• ETA and CE marked use in loadbearing constructions when  
   using steel grade 5 .8, 8 .8, 10 .9, A4-70 & A4-80 in concrete . 
• Wide range of embedment depth - allows for optimized  
   embedment depth .
• Can be used close to the edge and with a small spacing .
• Anchorages can be designed in Expandet Anchor Calcula-   
   tion Programme . For download go to  www .expandet .dk

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly - follow above 
illustration

Eject approximately 10-15 cm mortar in order to 
ensure correct mixing ratio for injection

Insert the mixer into the drilled hole, and while the 
mixer is slowly retracted inject the correct volume 
of styrene free injection mortar

Insert the treaded rod or socket in a slowly rotating 
motion, complying with specified embedment depth . 
For optimal filling of the hole excess mortar should flow 
out . Observe temperature dependent curing time - see 
cartridge or matrix on the following page
OBS: Use allways oil free treaded rod!

After ended curing time the fixing can be loaded 
- installation is finished

ACC E S S O R I E S
Wide range of accessories .

Blow Out   Brushes  Suitcase with
Pump     accessories for injection mortar ETA - Option 1

CURING TIME  EVL+ (WINTER):

Temperature (Celcius) * Processing time 1) Curing time 1)

-11 til -20°C 50 min . 24 hour at - 11°C

-10 til -5°C 50 min . 12 hour at 10°C

-5 til 0°C 15 min . 100 min . at -5°C

0 til +5°C 10 min . 75 min . at 0°C

+5 til +20°C 5 min . 50 min . . at +5°C

+20°C 100 sec 20 min . at +20°C

*   Concrete temperature
1) Processing time refers to the highest temperature in the range .
    Curing time refers to the lowest temperature in the range .
Cartridges temperature (storage and installation): +0°C  .

Expandet EVL+ is the professional fixing solution at low 
temperatures – uniquely  allowing for cartridge temperature 
of 0o C . Provides expansion free, safe and fast anchorage of 
threaded rod, socket anchors with internal thread, rebar etc . 
in most types of base materials . EVL+ is also suitable for use in 
wet, flooded holes, without affecting the curing time. ETA and 
CE-marked in option 1 (cracked concrete) for base materials with 
temperatures down to -10°C (Professional silicon gun with 500 
kg pressure is recommended) .



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk86 Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

804300 10 5708620103693

M8 M10 M12 M16 M20 M24 M27 M30

80 90 110 125 170 210 240 270

10 12 14 18 22 26 30 35

110 120 140 160 200 240 300 340

7,5 11,5 17,0 31,4 49,0 70,3 70,8 74,0
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7
12,2 15,7 21,8 31,4 50,4 70,3 73,5 77,7

4,1 7,1 10,1 18,5 29,3 42,5 55,0 67,0
7,2 12,0 17,5 32,6 50,9 73,4 92,0 112,0

11,6 18,5 26,9 50,2 78,4 112,9 147,2 179,0
8,3 13,0 18,9 35,2 55,0 79,2 103,2 125,0

11,2 18,5 26,9 50,2 78,4 112,9 138,3 168,0
10,4 16,0 24,0 44,0 68,8 99,2 128,8 156,8

M10 M12 M16 M20 M24

90 110 125 170 210

12 14 18 22 26

120 140 160 200 240

7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5
7,8 11,5 17,4 26,7 39,5

7,1 10,1 18,5 29,3 42,5
12,0 16,8 31,2 48,8 70,4
18,4 27,2 50,4 78,4 112,8
12,8 19,2 35,2 55,1 79,4
17,2 25,5 47,3 73,6 106,0
16,0 24,0 44,0 68,8 99,2
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Expandet EVL+ 
Winter Injection Mortar

EXPANDET EVL+, WINTER - STYRENE FREE INJECTION MORTAR in concrete (Technical Sheet No.325)
(for other applications see Technical Sheet No . 326)

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER 

CARTON

EAN 13
PER BOX     

300 ml incl . 2 pcs . mixer nozzle

Professional  Injection Gun (H245) is recomended for EVL+

Design load capacities in non-cracked concrete C20/25 for EVL+ ETA 14/0175

Dimension of threaded rod (mm)

Effective anchorage depth, hef (mm)

Drill hole diameter (mm)

Minimum thickness of submaterial, hmin (mm)

Tension load, Design resistance 
NRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR steel
Shear load, Design resistance

 VRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR Steel
 Design resistance is valid for a single anchor in non-cracked concrete C20/25 not influenced by edge distance and/or spacing .
  Ψre,N = 1 (Normal reinforcement according to TR029 5 .2 .2 .3 - 5 .2i & 5 .2 .2 .4 - 5 .3d) .    

Design load capacities in cracked concrete C20/25 for EVL+ ETA 14/0175

Dimension of threaded rod (mm)

Effective anchorage depth, hef (mm)

Drill hole diameter (mm)

Minimum thickness of submaterial, hmin (mm)

Tension load, Design resistance
NRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR Steel
Shear load, Design resistance

VRd, kN

4 .6 steel
5 .8 steel
8 .8 steel

 A4-70 Stainless Steel
 A4-80 Stainless Steel

HCR Steel
 Design resistance is valid for a single anchor in cracked concrete C20/25 not influenced by edge distance and/or spacing .
  Ψre,N = 1 (Normal reinforcement according to TR029 5 .2 .2 .3 - 5 .2i & 5 .2 .2 .4 - 5 .3d) .    
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h1 hnom

Ø8 Ø10 Ø12 Ø16 Ø20 Ø25 Ø32

12  (10) 14 (12) 16 20 25 32 40

100 100 11,2 14,0 16,8 22,3 26,2 30,5 39,1

120 120 13,4 16,8 20,1 26,8 31,4 36,7 46,9

140 140 15,6 19,5 23,5 31,3 36,7 42,8 54,7

160 160 17,9 22,3 26,8 35,7 41,9 48,9 62,6

180 180 25,1 30,2 40,2 47,1 55,0 70,4

200 200 27,9 33,5 44,7 52,4 61,1 78,2

220 220 36,9 49,1 57,6 67,2 86,0

240 240 40,2 53,6 62,8 73,3 93,8

256 256 42,9 57,2 67,0 78,2 100,1

265 265 59,2 69,4 80,9 103,6

280 280 62,6 73,3 85,5 109,5

310 310 69,3 81,2 94,7 121,2

320 320 71,5 83,8 97,7 125,1

400 400 104,7 122,2 156,4

450 450 137,4 175,9

480 480 146,6 187,7

640 640 250,2

h1 hnom

Ø8 Ø8 Ø10 Ø10 Ø12 Ø16 Ø20 Ø25 Ø32

12 10 14 12 16 20 25 32 40

100 100 9,1 4,4 10,8 5,5 12,6 16,3 24,8 43,6 60,5

120 120 10,9 5,3 13,0 6,6 15,1 19,6 29,8 52,3 72,6

140 140 12,7 6,2 15,2 7,7 17,6 22,9 34,8 61,0 84,7

160 160 14,5 7,1 17,3 8,8 20,1 26,1 39,7 69,8 96,8

180 180 16,3 8,0 19,5 9,9 22,7 29,4 44,7 78,5 109,0

200 200 18,1 8,9 21,7 11,1 25,2 32,7 49,7 87,2 121,1

220 220 23,8 12,2 27,7 35,9 54,6 95,9 133,2

240 240 26,0 13,3 30,2 39,2 59,6 104,6 145,3

265 265 33,4 43,3 65,8 115,5 160,4

280 280 35,3 45,7 69,5 122,1 169,5

310 310 50,6 77,0 135,2 187,6

320 320 52,3 79,5 139,5 193,7

400 400 65,3 99,4 174,4 242,1

450 450 111,8 196,2 272,4

480 480 119,2 209,3 290,5

640 640 387,4

     x2       x2

x2      x2       x2
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Expandet Injection Mortars ESI+ & EVL+ fixing of rebar with ESI+ 
in concrete C20/25 calculated as an anchor in accordance with 
ETAG 001, Annex C.
Below given design loads do not consider reduction due to edge distances or spacing . The rebar is designed as an 
anchor and thus do not consider requirements given in EC2 for rebar connections.

In case of dimensioning of post installed rebar acc . to EC2 please see page 84 – for details also see Expandet technical 
datasheet 324d (ETA acc . EOTA TR023 using ESI+) .

Design load tension capacities
Rebar as an anchor with ESI+ in concrete C20/25 . 

Rebar diameter (mm)

Depth 
of drill 
hole
mm

Embed-
ment 
depth

mm
Drill diameter (mm) hammerdrill or compressed air drill

Consumption per hole (ml)

Rebar diameter (mm)

Depth 
of drill 
hole
mm

Embed-
ment 
depth

mm
Drill diameter (mm) hammerdrill or compressed air drill

1) Resign resistance for tension is valid for a single anchor in concrete C20/25
 not influenced by edge distance and/or spacing: 
 ≥ 1,5 x hnom and ≥ 3 x hnom .

INSTALLATION:

Drill a hole in correct diameter and depth . 
Use either hammer drill or compressed 
air drilling

Clean the drilled hole thoroughly - follow 
above illustration

Eject approximately 10-15 cm mortar in 
order to ensure correct mixing ratio for 
injection

Insert the mixer into the drilled hole, and 
while the mixer is slowly retracted inject 
the correct volume of styrene free injection 
mortar

Insert reinforcement bar in a slowly 
rotating motion . For optimal filling of the 
hole excess mortar should flow out .
Observe temperature dependent curing 
time

Installation is finished
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Expandet ESI+ Injection Mortar 
and EVL+ Winter Injection Mortar

INSTALLATION: INSTALLATION:

Drill a hole with correct diameter and depth Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly - follow above 
illustration

Clean the drilled hole thoroughly

Eject approximately 10-15 cm mortar in order to 
ensure correct mixing ratio for injection

Eject approximately 10-15 cm mortar in order to 
ensure correct mixing ratio for injection

Insert the mixer into the drilled hole, and while the 
mixer is slowly retracted inject the correct volume 
of styrene free injection mortar

Insert sleeve flush with wall

Insert the threaded rod or socket in a slowly 
rotating motion . for optimal filling of the 
hole excess mortar should flow out . Observe 
temperature depending on curing time . 
OBS: Use always oil free threaded rods!

Inject mortar from bottom of drilled hole - fill the 
sleeve completely

After ended curing time the fixing can be loaded 
and the installation is finished

Insert the threaded rod or socket in a slowly 
rotating motion . for optimal filling of the 
hole excess mortar should flow out . Observe 
temperature depending on curing time . 
OBS: Use always oil free threaded rods!

After ended curing time the fixing can be loaded 
and the installation is finished

Solid Brick, Aerated Concrete, Lightweight Aggregate 
Concrete (LAC) and Solid Sand-Lime Brick/Block.

Hollow brick
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M8 10 90 190 kg
M10 12 90 220 kg
M12 14 90 260 kg
M16 18 90 260 kg

M8 10 80 80 / 100 120 kg
M10 12 90 100 / 100 150 kg
M12 14 110 100 / 100 170 kg

M8 12 x 50 12 50 120 kg
M10 16 x 85 16 85 150 kg
M12 16 x 85 16 85 170 kg
M16 20 x 85 20 85 240 kg
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ESI+ and EVL+ in solid brick

THREADED ROD 
DIAMETER

MM

DRILL
DIAMETER

MM

DRILL- AND 
EMBEDMENT

DEPTH
MM

RECOMMENDED *
DESIGN TENSION LOAD IN 

SOLID BRICK
(min. 15 N/mm2)

ESI+ and EVL+ in Aerated Concrete (PP4)

THREADED ROD 
DIAMETER

MM

DRILL
DIAMETER

MM

DRILL- AND 
EMBEDMENT

DEPTH
MM

RECOMMENDED 
EDGE/ SPACING

 
MM

RECOMMENDED *
DESIGN TENSION LOAD IN 

AERATED CONCRETE 
(PP4)

ESI+ and EVL+ in hollow brick

THREADED ROD 
DIAMETER

MM

SLEEVE 
DIMENSION

MM

DRILL
DIAMETER

MM

DRILL- AND 
EMBEDMENT

DEPTH
MM

RECOMMENDED *
DESIGN TENSION LOAD IN 

HOLLOW BRICK 
(min. 22 N/mm2)

* The recomended load capacities mensioned above are valid for a single anchor without affect of edge distance/spacing.  
    In solid and hollow brick the following rules are applicable: Minimum 1 stone brick to the loaded edge - only 1 fixing per brick . The top three     
    courses must nut be loaded . Threaded rod must as far as possible be placed in the middle of stone . No installation in joints . See Technical Sheet 326 . 

Sleeve is recommended 
when inslalling a threaded 
rod in hollow brick

NOTE:]

Expandet ESI+ Injection Mortar 
and EVL+ Winter Injection Mortar



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk90 Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

800002 12 5708620101668

800001/1M 1 5708620102177

800005 1 5708620100333
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Expandet Mixer Nozzle

Expandet Extention Piece 1M

Expandet Blow Out Pump

EXPANDET MIXER NOZZLE for use with Expandet Styrene Free Injection Mortar

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BAG

EAN 13
PER BOX     

for 300, 345 ml injection mortar

EXPANDET EXTENTION PIECE 1 M, for Expandet Injection Mortar

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

For Mixer Nozzle

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Mixer Nozzle for use with 
Expandet ESI+/EVL+ Styrene Free Injection Mortar

Expandet Extention Piece, 1 meter . For Mixer 
Nozzle for Expandet ESI+/EVL+ Injection Mortar . 
Cut to desired length . 

Expandet Blow Out Pump is part of the indispensable 
tools when working with Injection Mortar .
Used for cleaning of the drilled holes before 
using Expandet Styrene Free Injection Mortar . For 
proper cleaning / assembly use Blow Out Pump in 
combination with brush .
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800019 1 5708620102160

800045 1 5708620102207

3
1
1
1
1
1 000167 1 5708620017396

B
R

IC
K

 &
 C

O
N

C
R

E
TE

Expandet Professional Injection 
Gun H245

Expandet Professional Injection 
Gun H260, Plastic

EXPANDET INJECTION GUN H245, for 300 ml ESI+ and EVL+ Styrene Free Injections Mortar

TYPE EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

H245 for 300 ml Injection Mortar

EXPANDET INJECTION GUN H260, for 300 og 345 ml ESI+ og EVL+ Styrene Free Injections Mortar

TYPE EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

H260 for 300 and 345 ml  Injection Mortar

Expandet Professional Injection Gun H245 (force level: 5kN) 
for 300ml Expandet Styrene Free Injection Mortar .

Expandet Professional Injection Gun H260 (force level: 5kN) 
for 300 ml & 345 ml Expandet Styrene Free Injection Mortar .

Expandet Accessory Box for 
Injection Mortar

EXPANDET ACCESSORY BOX FOR INJECTION MORTAR

TYPE PCS. EXPANDET
ARTICLE NO.

PCS. 
PER 

CARTON

EAN 13
PER BOX     

Mixer Nozzle
Injection Gun H260 (800045)
Blow Out Pump
Brush Ø13
Brush Ø19
Brush Ø27

Expandet Accessory Box for Injection Mortar contains 
everything the professional craftsman needs
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800010 1 5708620100388
800011 1 5708620100395
800020 1 5708620100357

800057 1 5708620102399

800056 1 5708620102382
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Expandet Brush

Expandet Handle For Brush

Expandet Extention Piece For Brush

EXPANDET BRUSH, for cleaning of drilled holes

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Ø13 for hole   8 - 10 mm
Ø19 for hole 12 - 16 mm
Ø27 for hole 20 - 24 mm

EXPANDET HANDLE FOR BRUSH

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Handle for Brush - Length 300 mm

EXPANDET EXTENTION PIECE FOR BRUSH

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Extention Piece - Length 300 mm

For cleaning of drilled holes before injecting Expandet 
Injection Mortar .

To be used in combination with Expandet Blow out 
Pump .
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300 800051 1 5708620102337
300 800052 1 5708620102344
300 800053 1 5708620102351
300 800054 1 5708620102368
300 800055 1 5708620102375

12 x      50 M8 12 809050 10 5708620100401
16 x      85 M10 - M12 16 813085 10 5708620100418
16 x   130 M10 - M12 16 813130 10 5708620100425
20 x     85 M12 - M16 20 818085 10 5708620100432

12 x 1000 M8 12 8121000 1 5708620100449
16 x 1000 M10 - M12 16 8161000 1 5708620100456
22 x 1000 M16 - M14 22 8221000 1 5708620100463
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Expandet Brush Without Handle

Expandet Sleeve

EXPANDET BRUSH WITHOUT HANDLE

TYPE
DIMENSION

LENGTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Brush without handle Ø14
Brush without handle  Ø19
Brush without handle  Ø24
Brush without handle Ø 29
Brush without handle  Ø41

EXPANDET SLEEVE

TYPE
DIMENSION

MM

GEVIND-
STANG

DRILL
DIA.

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Sleeve for use in hollow brick and Leca® 
with Expandet Injection Mortar . 
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Expandet Gas-powered 
Concrete Nailer
Gas-powered Concrete-nailer for concrete and steel 
substrates. Offer quick and reliable fixing of drywall tracks, 
wood furring & hat channels . Is supplied in rugged carrying 
case with 2 batteries, 2-hour battery charger and belt-hook . 
Drives 15mm to 40mm pins (½ - 1½”) .

A D VA N TAG E S
• Time saving and reliable fixing .
• Very fast operation . 
• No drilling, centering and hammering .
• Fixing is performed in single step .
• Low maintenance and high performance gas powered pinner .
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TY150GSC-L TO35801 1 8718035004895

GAS002EX 12 8715274030425

PEW315YPX 1000 8718035001863
PEW319YPX 1000 8718035001887
PEW322YPX 1000 8718035001900
PEW325YPX 1000 8718035001924
PEW332YPX 1000 8718035001948
PEW338YPX 1000
PEW340YPX 1000 8718035003935
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Expandet Gas-powered 
Concrete Nailer

EXPANDET GAS-POWERED CONCRETE NAILER

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. PER 
BOX

EAN 13
PER BOX     

Expandet Fuel Cell

EXPANDET FUEL CELL

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. PER 
BOX

EAN 13
PER BOX     

Fuel Cell 154 mm (68 ml)

Expandet 12 Bar Fuel Cell for Gas-powered Concrete Nailers .  
154 mm Fuel Cell (1300 + shots per cell) is compatible with 
ITW Spit and Powers Track It® .

Expandet Premium Concrete Pins

EXPANDET PREMIUM CONCRETE PINS

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. PER. 
BOX

EAN 13
PER BOX      

15 mm Premium Concrete PIN
19 mm Premium Concrete PIN
22 mm Premium Concrete PIN
25 mm Premium Concrete PIN
32 mm Premium Concrete PIN
38 mm Premium Concrete PIN
40 mm Premium Concrete PIN

Expandet Premium Concrete Pins is produced using two-step shank technology 
and optimized hardness for better performance in concrete and steel . They are, 
among other, compatible with ITW/ Spit, Powers, Senco, Bea and TyRex .
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40 45 50 60 70 80 90 100 120 140

0,99 0,99 0,99 0,99 0,99 0,99 0,99 0,99 0,99 0,99

0,32 0,32 0,32 0,32 0,32 0,32 0,32 0,32 0,32 0,32
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2]

3]
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Expandet Gas-Powered 
Insulation Nailer

Expandet Gas-Powered Insulation Nailer – for fast and 
reliable fixing of insulation on concrete . Supplied in rugged 
carrying case, with 2 batteries and 2hour charger . Insulation 
thickness from 40 mm to 140 mm . Use in some brick types 
are possible provided that on-site test are performed 
successfully .

INSTALLATION:

A D VA N TAG E S
• Time saving and reliable fixing of various insulation materials .
• Very fast operation . 
• No drilling, centering and hammering .
• Fixing is performed in single step .
• Low maintenance and high performance gas powered pinner .

Recommended loads Insulation thickness tI(mm)

Pullover (N)
Ultimate tension load, Num*

Recommended tension load, Nrec*

* In Concrete C20/25
Application requirements:

Thickness of base material:
Concrete: hmin = 80
Steel: tII > 4 mm

Thickness of fastened material:
Insulation thickness: tI = 40-140 mm

Spacing and edge distances
For setting instructions please inquire at the insulation material supplier.

Load Expandet Insulation washer on pinner .

Push the pinner all the way into the insulation . 
Support the back of the pinner with the palm of 
your free hand .

Pull the trigger to fasten .

Visual check immediately after fastening .

Correct: 
Top hat crushed

Incorrect:
Top hat not crushed
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EPI140 50000002 1

GAS002EX 12 8715274030425

40 mm 50000003 1 .000
45 mm 50000004 1 .000
50 mm 50000005 1 .000
60 mm 50000006 500
70 mm 50000007 500
80 mm 50000008 500
90 mm 50000009 500

100 mm 50000010 250
120 mm 50000011 250
140 mm 50000012 250
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Expandet Gas-Powered 
Insulation Nailer

EXPANDET GAS-POWERED INSULATION NAILER

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. PER 
BOX

EAN 13
PER BOX     

Expandet Fuel Cell

Expandet Insulation Washer

EXPANDET FUEL CELL

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

PCS. PER 
BOX

EAN 13
PER BOX     

Fuel Cell 154 mm (68 ml)

Expandet 12 Bar Fuel Cell for Gas-powered Concrete Nailers .  
154 mm Fuel Cell (1300 + shots per cell) is compatible with 
ITW Spit and Powers Track It® .

Expandet Insulation Washers are produced in: HDPE .

EXPANDET INSULATION WASHER

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. PER. 
BOX

EAN 13
PER BOX      
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ETA

Ø8 -   10 x   60 (15/10) 45/50 3,3/3,3 3,3/3,3 1,6/2,2 1,6/2,2

Ø8 -   10 x   75 (30/25/10) 45/50/65 3,3/3,3/6,6 3,3/3,3/6,6 1,6/2,2/2,4 1,6/2,2/4,1

Ø8 -   10 x 100 (55/50/35) 45/50/65 3,3/3,3/6,6 3,3/3,3/6,6 1,6/2,2/2,4 1,6/2,2/4,1

Ø8 -   10 x 130 (85/80/65) 45/50/65 3,3/3,3/6,6 3,3/3,3/6,6 1,6/2,2/2,4 1,6/2,2/4,1

Ø10 - 12 x   60 (10) 50 5,4 5,4 3,9 3,9

Ø10 - 12 x   85 (35/25/10) 50/60/75 5,4/5,4/8,8 5,4/5,4/8,8 3,9/3,9/5,0 3,9/3,9/5,0

Ø10 - 12 x 100 (50/40/25) 50/60/75 5,4/5,4/8,8 5,4/5,4/8,8 3,9/3,9/5,0 3,9/3,9/5,0

Ø10 - 12 x 130 (80/70/55) 50/60/75 5,4/5,4/8,8 5,4/5,4/8,8 3,9/3,9/5,0 3,9/3,9/5,0

Ø14 - 16 x   80 (20/10) 60/70 9,1/9,1 18,2/18,2 7,0/7,0 14,0/14,0

Ø14 - 16 x 120 (60/50/5) 60/70/115 9,1/9,1/19,4 18,2/18,2/35,6 7,0/7,0/11,1 14,0/14,0/22,2

1]
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A D VA N TAG E S
• Expansion free.
• Through fixing.
• Installation is economic and easy - without use of special tools.
• Reduction of installation time up to 50%.
• Torque control is not required.
• Can be installed close to edges.
• ETA approved in Option 1, for use in cracked and non-cracked 
  concrete .
• Anchorages can be designed in Expandet Calculation Software.

Type * Design Load Capacities
DIAMETER

(Thickness of 
fixture 1,2,3) 

mm

Embed-
ment 
depth
1,2,3
mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear load 

VRd

Tension 
load

NRd

Shear load

VRd

  Design resistance for tension is valid for a single anchor in concrete C20/25 not influenced  
         by edge distance and/or spacing

*       How to read the "Type" coloum:

Drill 
dia .

Anchor
dia .

Anchor 
length

Thickness 
of fixture

Ø8 10 x 100 (55 / 50/ 35)
                        

INSTALL ATION:

Expandet C-Bolt with flange
Expandet C-Bolt with flange for fixings in cracked and 
non-cracked concrete and lightweight concrete . It can 
be used for fixing brackets, balcony railings, machines, 
wood- and steel structures etc . Expandet C-Bolt with 
flange is easy to deal with and is economical . It has a 
small drill diameter and expansion free installation . 
Through fixing .

Option 1 in concrete

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

The installation is finished

Install C-Bolt using a socket ratchet or wrench - 
manual or machine driven

Fire classified
R120

1 32
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Ø8 -  10 x   60 (15/10) 8 55/60 45/50 30/34 C910060 100 5708620209906
Ø8 -  10 x   75 (30/25/10) 8 55/60/75 45/50/65 30/34/37 C910075 50 5708620209913
Ø8 -  10 x 100 (55/50/35) 8 55/60/75 45/50/65 30/34/37 C910100 50 5708620209920
Ø8 -  10 x 130 (85/80/65) 8 55/60/75 45/50/65 30/34/37 C910130 50 5708620209937

Ø10 - 12 x   60 (10) 10 60 50 33 C912060 50 5708620209944
Ø10 - 12 x   85 (35/25/10) 10 60/70/85 50/60/75 30/42/54 C912085 50 5708620209951
Ø10 - 12 x 100 (50/40/25) 10 60/70/85 50/60/75 30/42/54 C912100 50 5708620209968
Ø10 - 12 x 130 (80/70/55) 10 60/70/85 50/60/75 30/42/54 C912130 25 5708620209975

Ø14 - 16 x   80 (20/10) 14 70/80 60/70 40/48 C916080 25 5708620209982
Ø14 - 16 x 120 (60/50/5) 14 70/80/125 60/70/115 40/48/86 C916120 20 5708620209999
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Expandet C-Bolt

EXPANDET C-BOLT, with flange hex head, zinc plated (Technical Sheet No. 411)

TYPE 
DIMENSION *

MM

DRILL
DIA.

MM

DRILL
DEPTH
1, 2, 3

MM

EMBEDMENT 
DEPTH
1, 2, 3

MM

EFFECTIVE 
ANCHORAGE 

DEPTH
1, 2, 3

MM

EXPANDET
ARTICKLE 

NO.

PCS. 
PER BOX

EAN 13
PER BOX      

ETA, Option 1, CE-marked
Fire classiffication: R120

* How to read the "type-coloum:

Drill
dia .

Anchor
dia .

Anchor
length

Thickness 
of fixture

Ø8 10 x 100 (55 / 50/ 35)
 

 

1 32
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ETA

MMS-S 6 • 35 2,7 3,9 1,9 2,7

MMS-S 6 • 45 3,7 3,9 2,0 3,6

MMS-S 7,5 • 35 2,8 3,5 1,6 2,5

MMS-S 7,5 • 45 3,3 4,6 2,2 4,6

MMS-S 7,5 55 4,1 4,6 2,8 4,6

MMS-S 10 • 55 5,6 10,7 4,1 10,7

MMS-S 10 65 6,6 10,7 5,0 10,7

MMS-S 12 • 55 6,4 15,3 4,6 10,9

MMS-S 12 75 8,8 17,3 6,6 15,3

MMS-S 14 95 16,6 24,0 11,1 24,0

MMS-S 16 x 80 • 70 13,0 30,2 9,4 22,3

MMS-S 16 x 120 • 110 22,9 32,6 16,4 32,6

MMS-S 16 x 150 115 22,9 32,6 16,4 32,6

MMS-S 20 x 100 • 90 14,1 33,9 10,1 24,2

MMS-S 20 x 130 • 115 21,8 52,5 15,6 37,5

1]
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A D VA N TAG E S
• Expansion free.
• Through fixing.
• Installation is economic and easy - without use of special tools.
• Reduction of installation time up to 50%.
• Torque control is not required.
• Can be installed close to edges.
• ETA approved in Option 1, for use in cracked and non-cracked 
  concrete .
• Anchorages can be designed in Expandet Calculation Software.

Type Design Load Capacities
DIAMETER Embed-

ment 
depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 

VRd

Tension 
load

NRd

Shear 
load

VRd

•   Not included in ETA-Assessment .
 Design resistance for tension is valid for a single anchor in concrete C20/25 not influenced by  
      edge distance and/or spacing .

For Load capacities in lighweight concrte, hollow core slabs, solid sand-lime brick see Technical 
Sheet No . 401c .

INSTALL ATION:

Expandet Multi-Monti Concrete Bolt
Expandet Multi-Monti for fixings in cracked and non-
cracked concrete and lightweight concrete . It can be 
used for fixing brackets, balcony railings, machines, 
wood- and steel structures etc . Multi-Monti is easy to 
deal with and is economical . It has a small drill diameter 
and expansion free installation . Through fixing .

Option 1 in concrete
M6: 

Fire classified
R120

M7,5-M16:
Fire classified

R120

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

The installation is finished

Screw in the Multi-Monti using a socket ratchet or 
wrench - manual or machine driven
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MMS-S 6 x  40 • 5 5 45 35 23,8 SK906040 200 5708620200897
MMS-S 6 x  50 • 5 5 55 45 32,3 SK906050 100 5708620200903
MMS-S 6 x  60 • 5 15 55 45 32,3 SK906060 100 5708620200910
MMS-S 6 x  80 • 5 35 55 45 32,3 SK906080 50 5708620200927
MMS-S 6 x100 • 5 55 55 45 32,3 SK906100 50 5708620200934

MMS-S 7,5 x   35 • 6 1 40 35 22,2 SK975035 100 5708620200941
HMS-S 7,5 x   40 • 6 5 40 35 22,2 SK975040 100 5708620200958
MMS-S 7,5 x   45 • 6 1 50 45 31,5 SK975045 100 5708620200965
MMS-S 7,5 x   50 • 6 5 50 45 31,5 SK975050 100 5708620200972
MMS-S 7,5 x   60 6 5 60 55 40,0 SK975060 100 5708620200880
MMS-S 7,5 x   80 6 25 60 55 40,0 SK975080 50 5708620200989
MMS-S 7,5 x 100 6 45 60 55 40,0 SK975100 50 5708620200996
MMS-S 7,5 x 120 6 65 60 55 40,0 SK975120 50 5708620201009
MMS-S 7,5 x 140 6 85 60 55 40,0 SK975140 50 5708620201016

MMS-S 10 x   60 • 8 5 65 55 39,0 SK910060 50 5708620201023
MMS-S 10 x   70 8 5 75 65 47,5 SK910070 50 5708620201030
MMS-S 10 x    80 8 15 75 65 47,5 SK910080 50 5708620201047
MMS-S 10 x 100 8 35 75 65 47,5 SK910100 25 5708620201054
MMS-S 10 x 120 8 55 75 65 47,5 SK910120 25 5708620201061
MMS-S 10 x 140 8 75 75 65 47,5 SK910140 25 5708620201078
MMS-S 10 x 160 8 95 75 65 47,5 SK910160 25 5708620201085

MMS-S 12 x   60 • 10 5 65 55 37,4 SK912060 25 5708620201092
MMS-S 12 x   80 10 5 85 75 54,5 SK912080 25 5708620201108
MMS-S 12 x   90 10 15 85 75 54,5 SK912090 25 5708620201115
MMS-S 12 x 100 10 25 85 75 54,5 SK912100 25 5708620200866
MMS-S 12 x 120 10 45 85 75 54,5 SK912120 25 5708620201122
MMS-S 12 x 140 10 69 85 75 54,5 SK912140 25 5708620201139
MMS-S 12 x 160 10 85 85 75 54,5 SK912160 25 5708620200873
MMS-S 12 x 200 10 125 85 75 54,5 SK912200 25 5708620200644
MMS-S 12 x 240 10 165 85 75 54,5 SK912240 25 5708620202914
MMS-S 12 x 280 10 205 85 75 54,5 SK912280 25 5708620202921
MMS-S 12 x 320 10 245 85 75 54,5 SK912320 25 5708620202938

MMS-S 14 x 110 12 15 105 95 71,5 SK914110 25 5708620202051
MMS-S 14 x 130 12 35 105 95 71,5 SK914130 25 5708620202068
MMS-S 14 x 150 12 55 105 95 71,5 SK914150 25 5708620202075

MMS-S 16x  80 • 14 10 80 70 60,0 SK916080 25 5708620201146
MMS-S 16x120 • 14 5 120 110 87,5 SK916120 10 5708620201153
MMS-S 16x150 14 35 130 115 87,5 SK916150 10 5708620201160

MMS-S 20x100 • 18 10 100 90 63,5 SK920100 10 5708620201177
MMS-S 20x130 • 18 15 125 115 85,0 SK920130 10 5708620201184
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Expandet Multi-Monti Concrete Bolt
zinc plated

EXPANDET MULTI-MONTI CONCRETE BOLT with hexagon head, zinc plated (Technical Sheet No. 401a)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 1, CE-marked 
Fire classiffication: R120
• Not included in ETA-Assessment
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MMS-S 7,5 x  50 • 6 5 50 45 31,5 SKD975050 100 5708620203515
MMS-S 7,5 x  60 6 5 60 55 40,0 SKD975060 100 5708620203522

MMS-S 10 x  60 • 8 5 65 55 39,0 SKD910060 50 5708620203362
MMS-S 10 x  80 8 15 75 65 47,5 SKD910080 50 5708620203379
MMS-S 10 x100 8 35 75 65 47,5 SKD910100 25 5708620203386
MMS-S 10 x120 8 55 75 65 47,5 SKD910120 25 5708620203393

MMS-S 12 x  60 • 10 5 65 55 37,4 SKD912060 25 5708620203409
MMS-S 12 x  80 10 5 85 75 54,5 SKD912080 25 5708620203416
MMS-S 12 x  90 10 15 85 75 54,5 SKD912090 25 5708620203423
MMS-S 12 x100 10 25 85 75 54,5 SKD912100 25 5708620203430
MMS-S 12 x120 10 45 85 75 54,5 SKD912120 25 5708620203447
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Expandet Multi-Monti Concrete Bolt 
Delta Protekt

EXPANDET MULTI-MONTI CONCRETE BOLT with hexagon head, Delta Protekt (Technical Sheet No. 401a)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

NOTE: Delta Protekt going out of range and will be replaced by ZnNi surface

ETA, Option 1, CE-marked 
Fire classiffication: R120
• Not included in ETA-Assessment

Option 1 in concrete
M7,5-M16:

Fire classified
R120



ETA

MMS-S 7,5 x 75 65 3,5 6 2,4 6

MMS-S 10 x 85 75 6,6 13,3 5 13,3

MMS-S 10 x 95 75 6,6 13,3 5 13,3

MMS-S 12 x 100 90 8,8 22 6,6 19,3

MMS-S 12 x 120 90 8,8 22 6,6 19,3

1]

2]

3]

4]
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A D VA N TAG E S
• Expansion free.
• Through fixing.
• Installation is economic and easy - without use of special tools.
• Reduction of installation time up to 50%.
• Torque control is not required.
• Can be installed close to edges.
• ETA approved in Option 1, for use in cracked and non-cracked 
  concrete .
• Anchorages can be designed in Expandet Calculation Software.

Type Design Load Capacities
DIAMETER Embed-

ment 
depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 

VRd

Tension 
load

NRd

Shear 
load

VRd

  Design resistance for tension is valid for a single anchor in concrete C20/25 not influenced  
       by edge distance and/or spacing .

For Load capacities in lighweight concrte, hollow core slabs, solid sand-lime brick see Technical 
Sheet No . 401c .

INSTALL ATION:

Expandet Multi-Monti Concrete Bolt, 
INOX A4 (316)

Expandet Multi-Monti Concrete Bolt Inox A4 for fixings 
in cracked and non-cracked concrete and lightweight 
concrete . It can be used for fixing brackets, balcony 
railings, machines, wood- and steel structures etc . 
Multi-Monti is easy to deal with and is economical . It has 
a small drill diameter and expansion free installation . 
Through fixing .

Option 1 in concrete
M6: 

Fire classified
R120

M7,5-M16:
Fire classified

R120

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

The installation is finished

Screw in the Multi-Monti using a socket ratchet or 
wrench - manual or machine driven
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MMS-S 7,5 x  60/  75 6 10 70 65 40,0 SK975075R 50 5708620201191

MMS-S 10 x   70/  85 8 10 90 75 47,5 SK910085R 25 5708620201207
MMS-S 10 x   80/  95 8 20 90 75 47,5 SK910095R 25 5708620201214

MMS-S 12 x   80/100 10 10 100 90 54,5 SK912100R 25 5708620201221
MMS-S 12 x 100/120 10 30 100 90 54,5 SK912120R 25 5708620201238
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Expandet Multi-Monti Concrete Bolt, 
INOX A4 (316)

EXPANDET MULTI-MONTI CONCRETE BOLT with hexagon head, INOX A4 (Technical Sheet No. 401a)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 1, CE-marked
Fire classiffication: R120

M7,5-M16:
Fire classified

R120
Option 1 in concrete
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ETA

MMS-I 7,5 x 55 • 55 4,1 - 2,8 -

MMS-ST 6 x 60 (M6x8) • 50 4,2 - 3,6 -

MMS-ST 7,5x70 (M8x14) • 50 3,6 - 2,5 -

MMS-ST 10 x 80 (M10x11) • 55 5,6 - 4,1 -

MMS-MS 7,5 x 50 • 45 3,3 4,6 2,2 4,6

MMS-P 5 x 30 • 30 1,8 2,6 1,3 2,2

MMS-P 5 x 50 • 35 2,5 2,6 1,8 2,6

MMS-F 6 x 40 • 30 2,0 3,5 1,4 2,5

MMS-F 6 x 60 • 45 3,0 3,9 2,0 3,6

MMS-F 6 x 80 • 45 3,0 3,9 2,0 3,6

MMS-R 6 x 40 • 40 2,2 - 1,6 -

1]

2]

3]

4]

C
O

N
C

R
E
TE

INSTALL ATION:

Expandet Multi-Monti Concrete Bolt
Expandet Multi-Monti concrete bolts for fast and reliable fixing 
of installation systems, mounting rails, brackets and suspended 
ceilings . Fast and economical solution due to small drill diameter 
and reduced installation time .

Option 1 in concrete Fire classified
R120

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

The installation is finished

Screw in the Multi-Monti using a socket ratchet or 
wrench - manual or machine driven

A D VA N TAG E S
• Expansion free.
• Through fixing.
• Installation is economic and easy - without use of special tools.
• Reduction of installation time up to 50%.
• Torque control is not required.
• Can be installed close to edges.
• 6 different head types - wide scope.
• Anchorages can be designed in Expandet Calculation Software.

Type Design Load Capacities
DIAMETER Embed-

ment 

depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 
VRd

Tension 
load

NRd

Shear 
load
VRd

•  Not included in ETA-Assessment .
 Design resistance for tension is valid for a single anchor in concrete C20/25 not influenced by  
      edge distance and/or spacing .

For Load capacities in lighweight concrte, hollow core slabs, solid sand-lime brick see 
Technical Sheet No . 401c .
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MMS   7,5 x   50 • 6 5 50 45 31,5 SKF975050 50 5708620202860
MMS 10,0 x   80 8 15 75 65 47,5 SKF910080 25 5708620202891
MMS 12,0 x   90 10 15 85 75 54,5 SKF912090 25 5708620202907

   

MMS-I 7,5 x  60 6 M8 / M10 60 55 40,0 SK975055I 50 5708620201245

   

MMS-ST 6 x 60     (M  6x  5) • 5 15 55 50 36,5 SK906060M 100 5708620201252
MMS-ST 7,5 x 70 (M  8x14) • 6 25 55 50 36,0 SK975070M 50 5708620201269
MMS-ST 10 x 80  (M10x11) • 8 25 65 55 39,0 SK910080M 50 5708620201276

   

ETA

C
O

N
C

R
E
TE

Expandet Multi-Monti concrete bolt 
with flange

EXPANDET MULTI-MONTI CONCRETE BOLT with flange (Technical Sheet No. 401a)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 1, CE-marked
Fire classiffication: R120
• Not included in ETA-Assessment

Expandet MULTI-MONTI CONCRETE BOLT with internal combi thread, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

INNER 
THREAD 

DIAMETER
MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 1, CE-marked
Fire classiffication: R120

EXPANDET MULTI-MONTI CONCRETE BOLT  with external thread, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Fire classiffication: R120
• Not included in ETA-Assessment

Expandet Multi-Monti concrete bolt with flange 
for installation of brackets, installation systems and 
mounting rails .

Expandet Multi-Monti concrete bolt with internal combi 
thread (M8 / M10), can be used for fixing of suspended 
ceilings, cable tray, pipes, Fire sprinkler system etc .

Expandet Multi-Monti concrete bolt with external 
thread, can be used for fixing of suspended ceilings, 
cable tray, pipes, Fire sprinkler system etc .

M7,5-M16:
Fire classified

R120
Option 1 in concrete

Expandet Multi-Monti concrete bolt 
with internal combi thread, 
zinc plated. 

Expandet Multi-Monti concrete bolt 
with external thread, 
zinc plated. 
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MMS-F  6,0 x  40 • 5 10 35 30 19,5 906040U 200 5708620201313
MMS-F  6,0 x  60 • 5 15 50 45 32,3 906060U 100 5708620201320
MMS-F  6,0 x  80 • 5 35 55 45 32,3 906080U 50 5708620201337

MMS-P 5,0 x  30 • 4 1 35 30 20,5 905030P 200 5708620201290
MMS-P 5,0 x  50 • 4 15 40 35 24,8 905050P 200 5708620201306

   

MMS-MS 7,5 x  50 • 6 5 50 45 31,5 975050H 100 5708620201283

   

MMS-R  6 x  40 • 5 - 45 40 28,0 906040Ø 200 5708620201344

   

C
O

N
C

R
E
TE

EXPANDET MULTI-MONTI CONCRETE BOLT with eye (Ceiling anchor), Ø8, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Fire classiffication: R120
• Not included in ETA-Assessment

Expandet Expandet Multi-Monti 
concrete bolt with countersunk 
head or pan head, zinc plated

EXPANDET MULTI-MONTI CONCRETE BOLT with countersunk or pan head, zinc plated (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

• Not included in ETA-Assessment

Expandet Multi-Monti concrete bolt 
with large head (17 mm)

EXPANDET MULTI-MONTI CONCRETE BOLT  with large head (Technical Sheet No. 401b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

MAX. 
THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MIN.
MM

EMBED-
MENT 

DEPTH
MM

EFFEKTIVE 
ANCHOR-

AGE 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Fire classiffication: R120
• Not included in ETA-Assessment

Expandet Multi-Monti concrete bolt 
with eye (Ceiling anchor), Ø8, 
zinc plated

Expandet Multi-Monti with large 17 mm head is for fixing of 
cabel tray, brackets installation systems, mounting rails and 
suspended ceilings .

Expandet Multi-Monti concrete bolt with countersunk 
head and pan head are for fixing of lamps, pendants and 
bathroom accessories .

Expandet Multi-Monti with eye for fixing of suspended 
ceilings, temperary construction lightning etc .
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ETA

1]

2]

3]

4]

M6 • 6,0 (5,0) 4,0 (5,6) 4,0 4,0 (5,6) 27 2,0 2,2

M8 8,0 8,8 (9,6) 6,0 6,9 35 2,8 (3,2) 3,2

M10 10,6 11,1 9,1 (8,0) 9,1 45 /52 4,0 4,6

M12 17,6 (16,7) 20,0 (21,6) 11,8 20,0 (21,6) 55 6,5 6,5

M16 24,0 33,0 (40,0) 17,2 33,0 65 9,0 18,0

M20 33,6 51,8 (61,4) 23,1 46,3 90 16,0 24,0

C
O

N
C

R
E
TE

 Option 7 Non-cracked   
 concrete Fire classified

R120

Expandet Throughbolt EXG II is suitable for fixing 
of heavy objects like steel- and wood structures, 
base plates and brackets in concrete . Approved for 
loadbearing constructions in non-cracked concrete . 
Fire resistance classification: R120 . 

Through fixing .

Expandet Throughbolt EXG II

INSTALL ATION:

Design resistance is valid for a single anchor in concrete C20/25 for 
EXG II (zinc plated & Hot Dipped Galvanized) and EXG-A4 II

D
I
A
M
E
T
E
R

Standard
Embedment depth

Reduced 
Embedment 

depth

Tension 
load

(kN)

Shear
load 

(kN)

Ten-
sion 
load
(kN)

Shear
load

(kN)

Short em-
bedment 

depth*
(mm)

Ten-
sion 

load*
(kN)

Shear
load* 

(kN)

Design load capacitis are valid for a single anchor in concrete C20/25 not influ-
enced by edge distance and/or spacing .
* Not part of the ETA-Assessment: valid for dimensions: 6 x 40 ; 10 x 60 ; 
   10 x 70 ; 12 x 75 ; 16 x 90 & 20 x 120
•  M6 in Hot Dipped Galvanized is not included in ETA
() All the numbers in () are valid for EXG II A4

A D VA N TAG E S
• High load capacities.
• Is supplied assembled.
• Letter marked head - easy inspection.
• Through fixing.
• Long thread – suitable for stand-of fixing.
• Anchorages can be designed in Expandet Calculating 
  Software .

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

Hammer in the Throughbolt as through fixing . 
Tighten the anchor to the fixture using a torque 
wrench

The installation is finished
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EXG II   6 x   40  *   6 5 35     5 35 0706040EG    100 5708620075211
EXG II   6 x   67   6 10 55   20 45 0706067EG    100 5708620075228
EXG II   6 x   97   6 40 55 50 45 0706097EG    100 5708620075235

EXG II   8 x   50  *   8 5 45     5 45 0708050EG    100 5708620075242
EXG II   8 x   60   8 4 55     4 55 0708060EG    100 5708620075259
EXG II   8 x   75   8 10 65  19 55 0708075EG    100 5708620075266
EXG II   8 x   95   8 30 65   39 55 0708095EG    100 5708620075273
EXG II   8 x 110   8 45 65 54 55 0708110EG    100 5708620075280
EXG II   8 x 165   8 55 65 109 55 0708165EG      50 5708620076171

EXG II 10 x   60  * 10 100 55 5 55 0710060EG      50 5708620075310
EXG II 10 x   70  * 10 5 60 10 60 0710070EG      50 5708620076195
EXG II 10 x   90 10 15 70 21 65 0710090EG      50 5708620075334
EXG II 10 x 105 10 30 70 36 65 0710105EG      50 5708620075341
EXG II 10 x 120 10 45 70 51 65 0710120EG      50 5708620075358
EXG II 10 x 145 10 60 70 66 65 0710145EG      50 5708620075365
EXG II 10 x 175 10 100 70 106 65 0710175EG      50 5708620075372
EXG II 10 x 215 10 140 70 146 65 0710215EG      25 5708620075389

EXG II 12 x   75  * 12 5 65 5 65 0712075EG      25 5708620075396
EXG II 12 x 110 12 15 90 30 75 0712110EG      25 5708620075402
EXG II 12 x 125 12 30 90 45 75 0712125EG      25 5708620075419
EXG II 12 x 145 12 50 90 65 75 0712145EG      25 5708620075426
EXG II 12 x 160 12 65 90 80 75 0712160EG      25 5708620075433
EXG II 12 x 180 12 85 90 100 75 0712180EG      25 5708620075440
EXG II 12 x 200 12 105 90 120 75 0712200EG      25 5708620075457
EXG II 12 x 240 12 145 90 160 75 0712240EG      20 5708620075464

EXG II 16 x   90  * 16 5 75 5 75 0716090EG      20 5708620075471
EXG II 16 x 115 16 13 95 13 95 0716115EG      20 5708620075488
EXG II 16 x 130 16 10 110 28 95 0716130EG      20 5708620075495
EXG II 16 x 150 16 30 110 48 (46) 95 0716150EG      20 5708620075501
EXG II 16 x 180 16 60 110 78 95 0716180EG      20 5708620075518
EXG II 16 x 220 16 100 110 118 95 0716220EG      10 5708620075525
EXG II 16 x 250 16 130 110 148 95 0716250EG      10 5708620075532
EXG II 16 x 285 16 165 110 183 95 0716285EG      10 5708620075549
EXG II 16 x 320 16 200 110 218 95 0716320EG      10 5708620075556

EXG II 20 x 120 20 10 100 10 100 0720120EG      10 5708620075563
EXG II 20 x 180 20 35 130 57 120 0720180EG      10 5708620075570
EXG II 20 x 205 20 60 130 82 120 0720205EG      10 5708620075587

C
O

N
C

R
E
TE

Expandet Throughbolt EXG II
zinc plated

EXPANDET THROUGHBOLT EXG II, zinc plated (Technical Sheet No. 402a.1)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD REDUCED EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     MAX. THICKNESS 

OF FIXTURE
MM

DRILL 
DEPTH

MM

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

ETA, Option 7, CE-marked
Fire resistance classification R120 (120 minutes)
VDS approved: M8-M10

* Is not included in ETA, reduced embedment depth



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk110 Expandet Screw Anchors A/S •  Tlf. + 45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

EXG II   6 x   40  *   6 5 35     5 35 0706040VG    100 5708620075594
EXG II   6 x   67   6 10 55   20 45 0706067VG    100 5708620075600
EXG II   6 x   97   6 40 55 50 45 0706097VG    100 5708620075617

EXG II   8 x   50  *   8 5 45     5 45 0708050VG    100 5708620075624
EXG II   8 x   60   8 4 55     4 55 0708060VG    100 5708620075631
EXG II   8 x   75   8 10 65  19 55 0708075VG    100 5708620075648
EXG II   8 x   95   8 30 65   39 55 0708095VG    100 5708620075655
EXG II   8 x 110   8 45 65 54 55 0708110VG    100 5708620075662
EXG II   8 x 165   8 55 65 109 55 0708165VG      50 5708620075686

EXG II 10 x   60  * 10 100 55 5 55 0710060VG      50 5708620075693
EXG II 10 x   70  * 10 5 60 10 60 0710070VG      50 5708620076201
EXG II 10 x   90 10 15 70 21 65 0710090VG      50 5708620075709
EXG II 10 x 105 10 30 70 36 65 0710105VG      50 5708620075716
EXG II 10 x 120 10 45 70 51 65 0710120VG      50 5708620075723
EXG II 10 x 145 10 60 70 66 65 0710145VG      50 5708620075730
EXG II 10 x 175 10 100 70 106 65 0710175VG      50 5708620075747
EXG II 10 x 215 10 140 70 146 65 0710215VG      25 5708620075754

EXG II 12 x   75  * 12 5 65 5 65 0712075VG      25 5708620075761
EXG II 12 x 110 12 15 90 30 75 0712110VG      25 5708620075778
EXG II 12 x 125 12 30 90 45 75 0712125VG      25 5708620075785
EXG II 12 x 145 12 50 90 65 75 0712145VG      25 5708620075792
EXG II 12 x 160 12 65 90 80 75 0712160VG      25 5708620075808
EXG II 12 x 180 12 85 90 100 75 0712180VG      25 5708620075815
EXG II 12 x 200 12 105 90 120 75 0712200VG      25 5708620075822
EXG II 12 x 240 12 145 90 160 75 0712240VG      20 5708620075839

EXG II 16 x   90  * 16 5 75 5 75 0716090VG      20 5708620075846
EXG II 16 x 115 16 13 95 13 95 0716115VG      20 5708620075853
EXG II 16 x 130 16 10 110 28 95 0716130VG      20 5708620075860
EXG II 16 x 150 16 30 110 48 (46) 95 0716150VG      20 5708620075877
EXG II 16 x 180 16 60 110 78 95 0716180VG      20 5708620075884
EXG II 16 x 220 16 100 110 118 95 0716220VG      10 5708620075891
EXG II 16 x 250 16 130 110 148 95 0716250VG      10 5708620075907
EXG II 16 x 285 16 165 110 183 95 0716285VG      10 5708620075914
EXG II 16 x 320 16 200 110 218 95 0716320VG      10 5708620075921

EXG II 20 x 120 20 10 100 10 100 0720120VG      10 5708620075938
EXG II 20 x 180 20 35 130 57 120 0720180VG      10 5708620075945
EXG II 20 x 205 20 60 130 82 120 0720205VG      10 5708620075952

ETA

C
O
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C
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Expandet Throughbolt EXG II
Hot Dip Galvanized 

EXPANDET THROUGHBOLT EXG II, Hot Dip Galvanized  (Technical Sheet No. 402a.1)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD REDUCED EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     MAX. THICKNESS 

OF FIXTURE
MM

DRILL 
DEPTH

MM

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

ETA, Option 7, CE-marked
Fire resistance classification R120 (120 minutes)
VDS approved: M8-M10

* Is not included in ETA, reduced embedment depth

 Option 7 Non-cracked   
 concrete Fire classified

R120
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EXG II   6 x   40  *   6 5 35     5 35 0706040A4    100 5708620075969
EXG II   6 x   67   6 10 55   20 45 0706067A4    100 5708620075976

EXG II   8 x   50  *   8 5 45     5 45 0708050A4    100 5708620075983
EXG II   8 x   60   8 4 55     4 55 0708060A4    100 5708620075990
EXG II   8 x   75   8 10 65  19 55 0708075A4    100 5708620076003
EXG II   8 x   95   8 30 65   39 55 0708095A4    100 5708620076010
EXG II   8 x 110   8 45 65 54 55 0708110A4    100 5708620076027

EXG II 10 x   60  * 10 100 55 5 55 0710060A4      50 5708620076034
EXG II 10 x   90 10 15 70 21 65 0710090A4      50 5708620076041
EXG II 10 x 105 10 30 70 36 65 0710105A4      50 5708620076058
EXG II 10 x 120 10 45 70 51 65 0710120A4      50 5708620076065
EXG II 10 x 145 10 60 70 66 65 0710145A4      50 5708620076072

EXG II 12 x   75  * 12 5 65 5 65 0712075A4      25 5708620076089
EXG II 12 x 110 12 15 90 30 75 0712110A4      25 5708620076096
EXG II 12 x 125 12 30 90 45 75 0712125A4      25 5708620076102
EXG II 12 x 145 12 50 90 65 75 0712145A4      25 5708620076119
EXG II 12 x 160 12 65 90 80 75 0712160A4      25 5708620076126

EXG II 16 x 115 16 13 95 13 95 0716115A4      20 5708620076133
EXG II 16 x 150 16 30 110 48 (46) 95 0716150A4      20 5708620076140

EXG II 20 x 180 20 35 130 57 120 0720180A4      10 5708620076157
EXG II 20 x 205 20 60 130 82 120 0720205A4      10 5708620076164

 

ETA
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Expandet Throughbolt EXG-A4 II
Stainless steel A4 (316)

EXPANDET THROUGHBOLT EXG-A4 II, Stainless steel A4 (316) (Technical Sheet No. 402a.1)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD REDUCED EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     MAX. THICKNESS 

OF FIXTURE
MM

DRILL 
DEPTH

MM

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

ETA, Option 7, CE-marked
Fire resistance classification R120 (120 minutes)
VDS approved: M8-M10

 Option 7 Non-cracked   
 concrete Fire classified

R120
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1]

2]

3]

4]

ETA

VdS

M8 60 (52) 6,4 (6,0) 12,0 (10,4) 3,3 12,0 (10,4)

M10 75 (67) 7,7 (8,0) 17,6 (16,0) 6,0 17,6 (16,0)

M12 90 (80) 13,4 24,0 10,6 (10,7) 24,0

M16 110 (95) 20,0 48,0 (44,0) 16,6 37,6

ZIVILSCHUTZ

PR
OT
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N
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CI
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PROTECTION
 CIVILE
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Expandet Throughbolt  BZ for fixing of heavy objects 
like steel- and wood structures, base plates and brackets 
in cracked and non-cracked concrete . Approved for 
loadbearing constructions . Fire resistance classification: 
R120 .  Throughfixing . 
M8-M24 (Swiss shock Approval) 

Expandet Throughbolt BZ

INSTALL ATION:

A D VA N TAG E S
• High load capacities.
• Supplied as an assembled unit.
• Marking of setting depth.
• Letter marked head – easy inspection.
• Approved in cracked concrete.
• Fire approved.
• Can be supplied in stainless steel HCR (High Corrosion 
   Resistance) .
• Anchorages can be designed in Expandet
• Calculation Software.

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

Hammer in the Throughbolt as through fixing . 
Tighten the anchor to the fixture using a torque 
wrench

The installation is finished

Option 1 in concrete Fire classified
R120

Swiss shock 
Approval

Type Design load capacities

DIAMETER Embed-
ment 
depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 

VRd

Tension 
load

NRd

Shear 
load

VRd

()    Loads in ( ) are only valid for BZ - A4 stainless steel .
 Design resistance for tension ia valid for a single anchor in concrete C20/25 not influenced  
      by edge distance and/or spacing .

 Design resistance for shear is valid for a single anchor in concrete ≥C20/25 not influenced  
      by edge distance and/or spacing .
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BZ   8 x   75   8 10 60 708075BZ    100 5708620074696
BZ   8 x   95   8 30 60 708095BZ    100 5708620074702
BZ   8 x 115   8 50 60 708115BZ    100 5708620074719

BZ 10 x   90 10 10 75 710090BZ      50 5708620074726
BZ 10 x   95 10 20 75 710095BZ      50 5708620074733
BZ 10 x 110 10 30 75 710110BZ      50 5708620074740
BZ 10 x 130 10 50 75 710130BZ      50 5708620074757

BZ 12 x 115 12 20 90 712115BZ      25 5708620074764
BZ 12 x 125 12 30 90 712125BZ      25 5708620075150
BZ 12 x 145 12 50 90 712145BZ      25 5708620074771
BZ 12 x 160 12 65 90 712160BZ      25 5708620075167
BZ 12 x 180 12 85 90 712180BZ      25 5708620074788
BZ 12 x 200 12 105 90 712200BZ      25 5708620075174
BZ 12 x 220 12 125 90 712220BZ      25 5708620074795
BZ 12 x 240 12 145 90 712240BZ      20 5708620074801
BZ 12 x 255 12 160 90 712255BZ      20 5708620074818

BZ 16 x 135 16 15 110 716135BZ      20 5708620075181
BZ 16 x 145 16 25 110 716145BZ      20 5708620074825
BZ 16 x 170 16 50 110 716170BZ      20 5708620074832
BZ 16 x 220 16 100 110 716220BZ      10 5708620074849
BZ 16 x 260 16 140 110 716260BZ      10 5708620074856
BZ 16 x 300 16 180 110 716300BZ      10 5708620074863

C
O

N
C

R
E
TE

Expandet Throughbolt BZ
zinc plated

EXPANDET THROUGHBOLT BZ, zinc plated (Technical Sheet No. 402b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PR. ÆSKE

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

M20 & M24 BZ-Throughbolts, zinc plated are available on request.
ETA, Option 1, CE-marked
Fire resistance classification: R120
M8-M24 (Swiss shock Approval)
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BZ-A4   8 x   75 *   8 10 60 708075BZA4    100 5708620074870
BZ-A4   8 x   95 *   8 30 60 708095BZA4    100 5708620074887
BZ-A4   8 x 115 *   8 50 60 708115BZA4    100 5708620074894

BZ-A4 10 x   90 * 10 10 75 710090BZA4      50 5708620074900
BZ-A4 10 x   95 * 10 15 75 710095BZA4      50 5708620074917
BZ-A4 10 x 110 * 10 30 75 710110BZA4      50 5708620074924
BZ-A4 10 x 130 * 10 50 75 710130BZA4      50 5708620074931

BZ-A4 12 x 110 * 12 15 90 712110BZA4      25 5708620075198
BZ-A4 12 x 115 * 12 20 90 712115BZA4      25 5708620074948
BZ-A4 12 x 125 * 12 30 90 712125BZA4      25 5708620075204
BZ-A4 12 x 145 * 12 50 90 712145BZA4      25 5708620074955
BZ-A4 12 x 180 * 12 85 90 712180BZA4      25 5708620074962
BZ-A4 12 x 220 * 12 125 90 712220BZA4      25 5708620074979

BZ-A4 16 x 140 * 16 25 110 716140BZA4      20 5708620074986
BZ-A4 16 x 170 * 16 50 110 716170BZA4      20 5708620074993
BZ-A4 16 x 215 * 16 100 110 716215BZA4      10 5708620075006

ETA

VdS

ZIVILSCHUTZ

PR
OT

EZ
IO

N
E 

CI
VI

LE

PROTECTION
 CIVILE

C
O

N
C

R
E
TE

Expandet Throughbolt 
BZ-A4 stainless steel

EXPANDET THROUGHBOLT BZ-A4 stainless steel (Technical Sheet No. 402b)

TYPE DIMENSION

MM

DRILL
DIA.

MM

STANDARD EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PR. ÆSKE

MAX. THICKNESS 
OF FIXTURE

MM

DRILL 
DEPTH

MM

* Available on request
M20 BZ-A4 Throughbolts are available on request
ETA, Option 1, CE-marked
Fire resistance classification: R120
M8-M24 (Swiss shock Approval)

Option 1 in concrete Fire classified
R120

Swiss shock 
Approval
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1]

2]

3]

4]

ETA

VdS

M6 60 8,0 14,1) 3,3 14,1

M8 70 10,6 23,9 8,0 22,3

M10 85 16,6 38,5 10,6 28,7

M12 95 20,0 48,0 17,7 34,3

M16 120 26,6 67,2 24,0 48,0

M20 150 33,0 93,9 33,0 67,0

ZIVILSCHUTZ

PR
OT

EZ
IO

N
E 

CI
VI

LE

PROTECTION
 CIVILE

C
O

N
C

R
E
TE

EXPANDET Heavy Duty Anchor SZ-S . For fixing of 
medium to heavy duty applications where extra 
high degree of load capacity is required in both 
cracked and non-cracked concrete . 
Fire resistance classification: R120 .

Expandet Heavy Duty Anchor SZ-S

INSTALL ATION:

A D VA N TAG E S

• High Steel strength
• Easy installation – Through fixing.
• Approved for use in cracked concrete.
• Can also be supplied with threaded bolt and nut or 
   countersunk head .
• Anchorages can be designed in Expandet Calculation       
   Software .

Drill a hole with correct diameter and depth 
through fixture and into the concrete

Clean the drilled hole thoroughly

Hammer in the Heavy Duty Anchor as through 
fixing . Tighten the anchor to the fixture using a 
torque wrench

The installation is finished

Option 1 in concrete Fire classified
R120

Type Design load capacities

DIAMETER Embed-
ment 
depth

mm

Non-cracked concrete Cracked concrete

Tension 
load

NRd

Shear 
load 

VRd

Tension 
load

NRd

Shear 
load

VRd

 Design resistance for tension ia valid for a single anchor in concrete C20/25 not influenced by edge  
      distance and/or spacing .
 Design resistance for shear is valid for a single anchor in concrete ≥C20/25 not influenced by edge  
      distance and/or spacing . 

Swiss shock 
Approval
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SZ-S 10/10   6 x   70 10 65 10 SZS1010 50 5708620075013
SZ-S 10/30   6 x   90 10 65 30 SZS1030 50 5708620075020
SZ-S 10/50   6 x 110 10 65 50 SZS1050 50 5708620075037

SZ-S 12/10   8 x   80 12 80 10 SZS1210 50 5708620075044
SZ-S 12/30   8 x 100 12 80 30 SZS1230 50 5708620075051
SZ-S 12/50   8 x 120 12 80 50 SZS1250 25 5708620075068

SZ-S 15/15 10 x 100 15 95 15 SZS1515 25 5708620075075
SZ-S 15/25 10 x 110 15 95 25 SZS1525 25 5708620075082
SZ-S 15/45 10 x 130 15 95 45 SZS1545 25 5708620075099

SZ-S 18/10 12 x 110 18 105 10 SZS1810 20 5708620075105
SZ-S 18/20 12 x 120 18 105 20 SZS1820 20 5708620075112
SZ-S 18/40 12 x 140 18 105 40 SZS1840 20 5708620075129

SZ-S 24/20 16 x 140 24 130 20 SZS2420 10 5708620075136
SZ-S 24/50 16 x 170 24 130 50 SZS2450 10 5708620075143

ETA

VdS

ZIVILSCHUTZ

PR
OT

EZ
IO

N
E 

CI
VI

LE

PROTECTION
 CIVILE

C
O

N
C

R
E
TE

Expandet Heavy Duty Anchor SZ-S

EXPANDET HEAVY DUTY ANCHOR SZ-S 8.8 steel, zinc plated (Technical Sheet No. 406)

TYPE DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

FITTING
 THICKNESS 

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PR. ÆSKE

M20 (SZ-S 28), available on request
ETA, Option 1, CE-marked
Fire resistance classification: R120.
VDS Approval: M8-M20
M8-M20 Swiss Shock Approval

Option 1 in concrete Fire classified
R120

Swiss shock 
Approval



1]

2]

3]

4]

5]

M6 30 4,60 (4,60) 4,00 (4,50)
M8 30 3,90 (4,60) 5,50 (6,40)
M10 40 7,10 (8,50) 5,70 (8,30)
M12 50 9,90 (11,80) 16,80 (16,60)
M16 65 14,60 (17,60) 25,10 (26,90)
M20 80 20,00 (24,00) 40,00 (42,90)

ETA

ETA VdS

117Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dkExpandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

C
O

N
C

R
E
TE

Expandet Drop In Anchor E

Expandet Drop In Anchor-E is suitable for fixing with 
metric screws, threaded rods etc . in concrete .

ETA Approval according to ETAG 001, part 6, for use in 
cracked concrete .

INSTALLATION:
A D VA N TAG E S
• Easy and leveled fixing . 
• High load capacities .
• Short drill depth .
• Deformable cone adapts to the concrete strength and    
   ensures proper expansion despite drilling with new or  
   old used drill .
• ETA Approval according to ETAG 001, part 6, allows for  
   use in cracked concrete .
• Anchorages can be designed in Expandet Calculating    
   Software .

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert the Drop In Anchor and hammer with the 
special setting tool the cone into the bottom of the 
drilled hole . Alwas use the correct dimension of the 
special setting tool for fixing the Drop In Anchor

The Drop In Anchor is installed propperly when 
the settin tool has reached the bottom

The installation is finished

Do not overtighten .
Observe the required setting torque.
Select bolt length that the inner thread length is 
not exceeded when the bolt is screwed in

NOTE]

Type Drill 
depth

mm

Design load capacities

DIMENSION

NRd VRd

Tension load

kN

Shear load

kN

( ) Values in () are valid for Drop in Anchor E Inox A4 .
 Design tension loads are valid for a single anchor with a thread in minimum steel  
 class 5 .8 (for stainless thread, minimum class A4-70) in concrete ≥ C 20/25 not influ- 
 enced by edge distance and/or spacing .

 Design shear loads are valid for a single anchor with a threaded rod in minimum  
 steel class 5 .8 (for stainless threaded rod, minimum steel class A4-70) in concrete
  ≥ C 20/25 not influenced by edge distance and/or spacing .

Part 6 in concrete

Option 7 in Non-cracked 
concrete

Fire classified
R120

M8-M20
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E 6 x 30 8 30 7 77031 100 5708620097251
E 8 x 30 10 30 9 77032 100 5708620097268
E 10 x 40 12 40 11 77035 50 5708620209364
E 12 x 50 15 50 13 77034 50 5708620097282
E 16 x 65 20 65 18 77039 25 5708620097299
E 20 x 80 25 80 22 77040 20 5708620097305

E-A4 6 x 30 8 30 7 77031 R 100 5708620099767
E-A4 8 x 30 10 30 9 77032 R 100 5708620099774
E-A4 10 x 40 12 40 11 77035 R 50 5708620209371
E-A4 12 x 50 15 50 13 77034 R 50 5708620099798
E-A4 16 x 65 20 65 18 77039 R 25 5708620099804
E-A4 20 x 80 25 80 22 77040 R 20 5708620099811

ETA

ETA VdS

C
O

N
C

R
E
TE

Expandet Drop In Anchor E,
zinc plated 

Expandet Drop In Anchor E, 
Inox A4 (316)

EXPANDET DROP IN ANCHOR E, zinc plated  (Technical Sheet No. 408)

TYPE DIMENSION

MM

DRILL
DIA.

MM

DRILL 
DEPTH

MM

MIN. SCREW 
IN DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 7, CE-marked
Fire classification: R120
VDS Approval: M8-M12

EXPANDET DROP IN ANCHOR E, Inox A4 (316) (Technical Sheet No. 408)

TYPE DIMENSION

MM

DRILL
DIA.

MM

DRILL 
DEPTH

MM

MIN. SCREW 
IN DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Option 7, CE-marked
Fire classification: R120
VDS Approval: M8-M12

Part 6 in concrete

Option 7 in Non-cracked 
concrete

Fire classified
R120

M8-M20
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M6 977950 1 5708620096803
M8 977951 1 5708620096810
M10 977952 1 5708620096827
M12 977953 1 5708620096834
M16 977954 1 5708620096872
M20 977955 1 5708620097312

C
O

N
C

R
E
TE

Expandet Setting tool for 
Drop In Anchor

EXPANDET SETTING TOOL

TYPE

For
Drop In Anchor:

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet setting tool is used for installing the Drop In 
Anchor
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1]

2]

3]

4]

5]

M12 53 8,50 5,60
M16 65 14,00 8,80

C
O

N
C

R
E
TE

Expandet Drop In Anchor K

Expandet Drop In Anchor K is for fixing with metric screw . 

INSTALLATION:
A D VA N TAG E S
• Easy and leveled fixing. 
• High load capacities.
• Short drill depth. Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Insert the Drop In Anchor and hammer with the 
special setting tool the cone into the bottom of the 
drilled hole . Alwas use the correct dimension of the 
special setting tool for fixing the Drop In Anchor

The Drop In Anchor is installed propperly when 
the settin tool has reached the bottom

The installation is finished

Do not overtighten .
Observe the required setting torque.
Select bolt length that the inner thread length is 
not exceeded when the bolt is screwed in

NOTE]

Type Drill 
depth

mm

Design load capacities

DIMENSION

NRd VRd

Tension load

kN

Shear load

kN

 Design loads are valid for a single anchor with a thread in minimum steel class 5 .8 
 in concrete ≥ C 20/25 not influenced by edge distance and/or spacing .
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12 x 50 16 53 77044K 50 5708620203331

* 16 x 60 20 65 77049K 25 5708620203348
12 x 50 16 53 77034K 50 5708620201764

* 16 x 60 20 65 77039K 25 5708620202785

M12 977953 1 5708620096834
M16 977954 1 5708620096872

C
O

N
C

R
E
TE

Expandet Drop In Anchor K,
zinc plated 

Expandet Setting tool for 
Drop In Anchor

EXPANDET DROP IN ANCHOR K, zinc plated 

TYPE DIMENSION

MM

DRILL
DIA.

MM

DRILL 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

M12 with collar
M16 with collar
M12 without collar
M16 without collar

* Going out of range

EXPANDET SETTING TOOL

TYPE

For
Drop In Anchor:

DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet setting tool is used for installing the Drop In 
Anchor .
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6 x 35 1,19
6 x 65 1,19

1]

2]

3]

4]

ETA

C
O

N
C

R
E
TE

Expandet Concrete Hammer Rivet 

Expandet Concrete Hammer Rivet is for fixing of 
suspended ceilings, ventilation systems, claddings, 
brackets and sheet metal in concrete .

Through fixing .

INSTALLATION:

A D VA N TAG E S
• Load capacities are valid for cracked and non-cracked concrete .
• Fast and easy throughfixing .
• Small drill diameter .
• Fire resistance classification: F120
• Suitable for suspended ceilings etc . 

Type Load capacities

DIMENSION

FRd

Recommended
combined load

kN

 Design loads are valid for a single anchor in concrete ≥ C 20/25 not influenced by  
 edge distance and/or spacing .

Place the item to be fixed, on the surface of 
ceiling . Drill directly through into the material . 
When through fixing, the hole in the item must 
be min . 2mm larger than the drilled hole, for free 
passage of the Rivet anchor

Clean the drilled hole thoroughly

Push the Rivet in to the drilled hole and hamme in 
the anchor

The installation is finished

Part 6 in concrete Fire classified
R120
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6 x  35 80 6 40 4,5 960640 100 5708620099743
6 x  65 80 6 40 35,0 960670 100 5708620099750

C
O

N
C

R
E
TE

Expandet Concrete Hammer Rivet 

EXPANDET CONCRETE HAMMER RIVET (Technical Sheet No. 409)

TYPE
DIMENSION

MM

THICKNESS 
OF CONCRETE 

MEMBER
(MIN.) MM

DRILL
DIA.

MM

DRILL 
DEPTH

MM

THICKNESS 
OF FIXTURE

(MAX.) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

ETA, Part 6
Fire resistance: R120
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6 x 50 1,35
8 x 25 1,00
8 x 32 1,00

1]

2]

3]

6x50 mm 8x25 mm 8x32 mm

6x50 mm 8x25 mm 8x32 mm

6x50 mm 8x25 mm 8x32 mm

C
O

N
C

R
E
TE

Expandet Ceiling Anchor

Expandet Ceiling Anchors are available in several types, and 
suitable for most kinds of suspended ceilings in concrete . See 
also Multi-Monti eye bolt for concrete, page 107 .

INSTALLATION:

A D VA N TAG E S
• Suitable for use of suspended ceilings
• Small drill depth
• Dimension 8x25 & 8x32 are suitable for fixing in hollow core slabs .

Type Load capacities

DIMENSION

NRd

Recommended 
Tension load

kN

   Design tension loads are valid for a single anchor in concrete ≥ C 20/25 not influenced by   
     edge distance and/or spacing .

Drill a hole in correct diameter and depth

Hammer in the Ceiling Anchor

When the eye 
in the Ceiling 
Anchor is 
exposed to 
tension, it will 
expand in the 
material

When Ceiling Anchor is 
hammerd into the drilled hole, 
it is compressed and presses 
the sides of the drilled hole . 
The parallel pressure on the 
entire surface in the hole 
provides a strong and secure 
fastening



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dkExpandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk 125

8 x 25 8 968025 100 5708620097237

8 x 32 8 968032 100 5708620096599

6 X 50 6 055660 100 5708620097244

C
O

N
C

R
E
TE

Expandet Ceiling Anchor, hardened 
spring steel, black phosphated

Expandet Ceiling Anchor, hardened 
spring steel, zinc plated

Expandet Ceiling Anchor, steel, 
zinc plated

EXPANDET CEILING ANCHOR, hardened spring steel, black phosphated

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL 
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

22

EXPANDET CEILING ANCHOR, hardened spring steel, zinc plated

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

30

EXPANDET CEILING ANCHOR, steel, zinc plated

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

35

Expandet Ceiling Anchor is suitable for fixing of 
suspended ceilings and temporary installations in 
concrete .

Expandet Ceiling Anchor is suitable for fixing of 
suspended ceilings and temporary installations in 
concrete .

Expandet Ceiling Anchor is suitable for fixing of 
suspended ceilings and temporary installations in 
concrete .
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ETA

EXTRA V2

C
ER A M I C - D UAL

S
C

R
E
W

S

A D VA N TAG E S
• Ceramic-Dual coating
• Milling ribs ensures a perfect countersinking .
• Fiber Cut tip minimizes the risk of cracks in materials . 
• Screw-in process is optimized by the Saw thread .

Expandet Extra V2 Outdoor
Expandet Extra V2 Outdoor is a allround screw with 
countersunk head, milling ribs, fibercut and saw thread . 
It is coated with ceramic coating technology for outdoor 
use according to Euro Code 5 . Suitable for use in ACQ 
timber . 

CE-marked for loadbearing constructions . 

 Milling ribs Fiber Cut tip Saw thread

Expandet Ceramic-Dual coating ensures 
enhanced durability in outdoor materials.

The screw for the professional craftsman
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3,0 x   15 * • 10 6 1,8 0130015 500 5708620208046
3,0 x   20 * • 10 6 1,8 0130020 500 5708620208053
3,0 x   25 * • 10 6 1,8 0130025 500 5708620208060
3,0 x   30 • 10 18 6 1,8 0130030 500 5708620208077
3,0 x   40 • 10 24 6 1,8 0130040 500 5708620208084

3,5 x   15 * • 20 7,0 2,1 0135015 500 5708620208091
3,5 x   20 * • 20 7,0 2,1 0135020 500 5708620208107
3,5 x   25 * 20 7,0 2,1 0135025 500 5708620208114
3,5 x   30 20 18 7,0 2,1 0135030 500 5708620208121
3,5 x   35 20 21 7,0 2,1 0135035 500 5708620208138
3,5 x   40 20 24 7,0 2,1 0135040 500 5708620208145
3,5 x   50 20 30 7,0 2,1 0135050 500 5708620208152

4,0 x   20 • 20 8,0 2,4 0140020 500 5708620208169
4,0 x   25 20 8,0 2,4 0140025 500 5708620208176
4,0 x   30 20 18 8,0 2,4 0140030 500 5708620208183
4,0 x   35 20 21 8,0 2,4 0140035 500 5708620208190
4,0 x   40 20 24 8,0 2,4 0140040 500 5708620208206
4,0 x   45 20 27 8,0 2,4 0140045 500 5708620208213
4,0 x   50 20 30 8,0 2,4 0140050 500 5708620208220
4,0 x   60 20 36 8,0 2,4 0140060 200 5708620208237
4,0 x   70 20 42 8,0 2,4 0140070 200 5708620208244

4,5 x   25 20 9,0 2,7 0145025 200 5708620208251
4,5 x   30 20 18 9,0 2,7 0145030 200 5708620208268
4,5 x   35 20 21 9,0 2,7 0145035 200 5708620208275
4,5 x   40 20 24 9,0 2,7 0145040 200 5708620208282
4,5 x   50 20 30 9,0 2,7 0145050 200 5708620208299
4,5 x   60 20 36 9,0 2,7 0145060 200 5708620208305
4,5 x   70 20 42 9,0 2,7 0145070 200 5708620208312
4,5 x   80 20 48 9,0 2,7 0145080 200 5708620208329

5,0 x   30 20 18 10,0 3,0 0150030 200 5708620208336
5,0 x   40 20 24 10,0 3,0 0150040 200 5708620208343
5,0 x   50 20 30 10,0 3,0 0150050 200 5708620208350
5,0 x   60 20 36 10,0 3,0 0150060 200 5708620208367
5,0 x   70 20 42 10,0 3,0 0150070 200 5708620208374
5,0 x   80 20 48 10,0 3,0 0150080 200 5708620208381
5,0 x   90 20 54 10,0 3,0 0150090 200 5708620208398
5,0 x 100 20 60 10,0 3,0 0150100 200 5708620208404
5,0 x 120 20 72 10,0 3,0 0150120 200 5708620208411

6,0 x   60 30 36 12,0 3,6 0160060 200 5708620208428
6,0 x   70 30 42 12,0 3,6 0160070 200 5708620208435
6,0 x   80 30 48 12,0 3,6 0160080 200 5708620208442
6,0 x   90 30 54 12,0 3,6 0160090 200 5708620208459
6,0 x 100 30 60 12,0 3,6 0160100 100 5708620208466
6,0 x 120 30 72 12,0 3,6 0160120 100 5708620208473
6,0 x 150 30 72 12,0 3,6 0160150 100 5708620208480
6,0 x 180 30 72 12,0 3,6 0160180 100 5708620208497
6,0 x 200 30 72 12,0 3,6 0160200 100 5708620208503

ETA

S
C

R
E
W

S

Expandet Extra V2 Outdoor

EXPANDET EXTRA V2 OUTDOOR

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

full thread
full thread
full thread

full thread
full thread
full thread

full thread
full thread

full thread

* Without milling ribs
•	Not	included	in	CE-marking	
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3,5 x   15 • 15 7,0 2,1 1135015 200 5708620208510
3,5 x   25 • 15 7,0 2,1 1135025 200 5708620208527

4,0 x   15 • 20 8,0 2,4 1140015 200 5708620208534
4,0 x   20 20 8,0 2,4 1140020 200 5708620210001
4,0 x   25 20 8,0 2,4 1140025 200 5708620210018
4,0 x   30 20 8,0 2,4 1140030 200 5708620208541
4,0 x   40 20 35 8,0 2,4 1140040 200 5708620208558
4,0 x   50 20 35 8,0 2,4 1140050 200 5708620208565
4,0 x   60 20 35 8,0 2,4 1140060 200 5708620210025

5,0 x   20 20 10,0 3,0 1150020 200 5708620210032
5,0 x   25 20 10,0 3,0 1150025 200 5708620208572
5,0 x   30 20 10,0 3,0 1150030 200 5708620208589
5,0 x   40 20 10,0 3,0 1150040 200 5708620208596
5,0 x   50 20 40 10,0 3,0 1150050 200 5708620209425
5,0 x   60 20 40 10,0 3,0 1150060 200 5708620208602
5,0 x   70 20 42 10,0 3,0 1150070 200 5708620210049
5,0 x   80 20 48 10,0 3,0 1150080 200 5708620210056

6,0 x   40 30 12,0 3,6 1160040 200 5708620209418
6,0 x   50 30 12,0 3,6 1160050 200 5708620209401
6,0 x   60 30 36 12,0 3,6 1160060 200 5708620210063
6,0 x   70 30 42 12,0 3,6 1160070 200 5708620210070
6,0 x   80 30 48 12,0 3,6 1160080 200 5708620210087
6,0 x   90 30 54 12,0 3,6 1160090 100 5708620210094
6,0 x 100 30 60 12,0 3,6 1160100 100 5708620210100
6,0 x 120 30 72 12,0 3,6 1160120 100 5708620210117

ETA

S
C

R
E
W

S

Expandet Extra with pan head, 
Outdoor

EXPANDET EXTRA WITH PAN HEAD, OUTDOOR

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

full thread
full thread

full thread
full thread
full thread
full thread

full thread
full thread
full thread
full thread

full thread
full thread

•	Not	included	in	CE-marking

Expandet Extra with pan head, fibercut and saw thread, 
with ceramic coating technology for outdoor use 
according to Euro Code 5 . Suitable for use in ACQ timber . 
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ETA

S
C

R
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W

S

A D VA N TAG E S
• Can be used in timber with a high content of tannic acid   
   (larch and oak), and in aggressive environments .
• Milling ribs ensures a perfectly adapted countersink
• Fiber Cut tip minimizes the risk of cracks in materials
• Screw-in process is optimized by the Saw thread .

Expandet Extra V2 Inox A4 (316)

Expandet Extra V2 allround screw with countersunk 
head, milling ribs and saw thread . Produced in A4 (316) 
suitable for outdoor use according to Euro Code 5 . It is 
suitable in ACQ with a high content of tannic acid (larch 
and oak), and in aggressive environments .

CE-marked in loadbearing constructions .
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3,5 x   15 * • 20 7,0 2,1 0235015 200 5708620210643
3,5 x   20 * • 20 7,0 2,1 0235020 200 5708620210650
3,5 x   25 * • 20 7,0 2,1 0235025 200 5708620210667
3,5 x   30 • 20 18 7,0 2,1 0235030 200 5708620210674

4,0 x   20 * • 20 8,0 2,4 0240020 200 5708620210681
4,0 x   30 20 18 8,0 2,4 0240030 200 5708620210698
4,0 x   40 20 24 - 2,4 0240040 200 5708620209432
4,0 x   50 20 30 8,0 2,4 0240050 200 5708620210704
4,0 x   60 20 36 8,0 2,4 0240060 200 5708620210711

4,5 x   50 20 30 9,0 2,7 0245050 200 5708620208800
4,5 x   60 20 36 9,0 2,7 0245060 200 5708620208817

5,0 x   50 20 30 10,0 3,0 0250050 200 5708620208824
5,0 x   60 20 36 10,0 3,0 0250060 100 5708620208831
5,0 x   70 20 42 10,0 3,0 0250070 100 5708620208848
5,0 x   80 20 48 10,0 3,0 0250080 100 5708620208855
5,0 x   90 20 54 10,0 3,0 0250090 100 5708620210728
5,0 x 100 20 60 - 3,0 0250100 100 5708620209449
5,0 x 120 20 72 10,0 3,0 0250120 100 5708620210735

6,0 x 100 30 60 11,9 3,6 0260100 100 5708620208862
6,0 x 120 30 72 11,9 3,6 0260120 100 5708620208879
6,0 x 150 30 72 11,9 3,6 0260150 100 5708620210742

3,5 x   15 • 15 7,0 2,1 1235015 200 5708620210759
3,5 x   20 • 15 7,0 2,1 1235020 200 5708620210766
3,5 x   25 • 15 7,0 2,1 1235025 200 5708620210773
3,5 x   30 • 15 7,0 2,1 1235030 200 5708620210780

4,0 x   20 20 8,0 2,4 1240020 200 5708620210797
4,0 x   30 20 8,0 2,4 1240030 200 5708620210803
4,0 x   40 20 35 8,0 2,4 1240040 200 5708620210810
4,0 x   50 20 35 8,0 2,4 1240050 200 5708620210827

5,0 x   20 • 20 10,0 3,0 1250020 200 5708620210834
5,0 x   25 20 10,0 3,0 1250025 200 5708620210841
5,0 x   30 20 10,0 3,0 1250030 200 5708620210858
5,0 x   60 20 40 10,0 3,0 1250060 100 5708620210865
5,0 x   70 20 42 10,0 3,0 1250070 100 5708620210872
5,0 x   80 20 48 10,0 3,0 1250080 100 5708620210889

ETA

ETA

S
C

R
E
W

S

Expandet Extra V2 Inox A4 (316)

EXPANDET EXTRA V2 INOX A4

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

full thread
full thread
full thread

full thread

* Without milling ribs 
•	Not	included	in	CE-marking

EXPANDET EXTRA INOX A4 with pan head

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

full thread
full thread
full thread
full thread

full thread
full thread

full thread
full thread
full thread

•	Not	included	in	CE-marking

Expandet Extra Inox A4 (316)
with pan head
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4,3 x   42 20 26 7,0 2,6 0243042 200 5708620208886
4,3 x   56 20 34 7,0 2,6 0243056 200 5708620208893
4,8 x   75 20 45 7,5 2 .8 0248075 200 5708620208909

5,5 x   60 25 8,5 / 24 7,7 4,0 0255060 100 5708620211213
5,5 x   70 25 8,5 / 28 7,7 4,0 0255070 100 5708620211220

ETA

S
C

R
E
W

S

EXPANDET EXTRA DECKING SCREW, Inox A4 with milling ribs, partial thread 
and fibercut tip

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Note: Expandet recommend predrilling when fastening decking boards – especially in hard wood.

EXPANDET EXTRA HARDWOOD DECKING SCREW, Inox A4

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Expandet Decking Screws in 
A4 Inox (316)
Expandet Decking Screws are produced in stainless steel 
A4 (316) and waxed . Useable in aggressive environments 
and coastal areas with high concentrations of salt . Can 
be used in all types of wood .

Expandet Extra Hardwood 
Decking Screw, Inox A4

Expandet Extra Decking Screw 
Inox A4

A D VA N TAG E S

• Specially developed 5,5 mm decking screw for fixing of   
   decks i tropical hardwood .
• Cylinder head ensures clean countersinking.
• Reinforced double thread and enlarged core diameter 
  ensures a safe connection between then deck and 
  substructure .

A D VA N TAG E S

• All-round decking screw with milling ribs and fibercut.
• Small countersunk head.
• Coarse thread for faster finish.

Note: Expandet recommend predrilling when fastening decking boards – especially in hard wood.
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3,5 x   30 20 035030 500 5708620211015

4,0 x   40 20 040040 500 5708620211022
4,0 x   50 20 040050 500 5708620211039
4,0 x   60 20 040060 200 5708620211046
4,0 x   70 20 040070 200 5708620211053

4,5 x   40 20 045040 200 5708620211060
4,5 x   50 20 045050 200 5708620211077
4,5 x   60 20 045060 200 5708620211084
4,5 x   70 20 045070 200 5708620211091
4,5 x   80 20 045080 200 5708620211107

5,0 x   50 20 050050 200 5708620211114
5,0 x   60 20 050060 200 5708620211121
5,0 x   70 20 050070 200 5708620211138
5,0 x   80 20 050080 200 5708620211145
5,0 x   90 20 050090 200 5708620211152
5,0 x 100 20 050100 200 5708620211169
5,0 x 120 20 050120 100 5708620211176

6,0 x 100 30 060100 100 5708620211183
6,0 x 120 30 060120 100 5708620211190
6,0 x 150 30 060150 100 5708620211206

4,5 x   25 20 1045025 200 5708620209500
4,5 x   30 20 1045030 200 5708620209517
4,5 x   35 20 1045035 200 5708620209524
4,5 x   40 20 1045040 200 5708620209531
4,5 x   45 20 1045045 200 5708620209548
4,5 x   50 20 1045050 200 5708620209555

ETA

S
C

R
E
W

S

Expandet Extra V2 Indoor, zinc 
plated

EXPANDET EXTRA V2 INDOOR, zinc plated

TYPE
DIMENSION

MM

TX EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Expandet Chipboard Screw Indoor 
with pan head, zinc plated

EXPANDET CHIPBOARD SCREW INDOOR WITH PAN HEAD, zinc plated

TYPE
DIMENSION

MM

TX EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     
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4,8 x   36 20 048036 100 5708620209562
4,8 x   36 20 148036 100 5708620209579
4,8 x   36 20 248036 100 5708620209586
4,8 x   36 20 348036 100 5708620209593
4,8 x   36 20 448036 100 5708620209609

5,0 x   40 20 40 10,0 3,0 1250040   200 5708620209616
5,0 x   45 * 20 40 10,0 3,0 1250045   200 5708620209623
5,0 x   50 * 20 40 10,0 3,0 1250050   200 5708620209630

S
C

R
E
W

S

Expandet Facade Screw, painted 
head, Inox A2 (304)

EXPANDET FACADE SCREW, Inox A2 (304)

TYPE
DIMENSION

MM

TX COLOUR EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Neutral
Pearl
Flint
Sand

Granit

Expandet Facade Screw is especially suitable for fixing of 
facade boards . 

Expandet Extra with pan head, 
Inox A2 (304)

EXPANDET EXTRA WITH PAN HEAD, Inox A2

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

* Partly threaded 
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4,2 x 45 20 0042045 500 5708620208916
4,2 x 55 20 0042055 500 5708620208923
4,2 x 75 20 0042075 250 5708620208930

4,2 x 45 20 042045 500 5708620208947
4,2 x 55 20 042055 500 5708620208954
4,2 x 75 20 042075 250 5708620208961

S
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S

Expandet Installation Screw,
Yellow Chromate

EXPANDET INSTALLATION SCREW, YELLOW CHROMATE

TYPE
DIMENSION

MM

TX EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

FOR BRICK & CONCRETE

FOR TIMBER

Expandet Installation Screw is an allround screw with a 
great finish . 
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6,5 x   40 8 9665040 100 5708620202709
6,5 x   50 8 9665050 100 5708620202716
6,5 x   60 8 9665060 100 5708620202723
6,5 x   75 8 9665075 50 5708620202730
6,5 x 100 8 9665100 50 5708620202747

S
C

R
E
W

S

Expandet Installation Screw with 
Flange Head

EXPANDET INSTALLATION SCREW WITH FLANGE HEAD

TYPE
DIMENSION

MM

SPANNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

The Installation Screw is suitable for indoor and protected 
outdoor applications . Can be used for fixing of wood on wood 
or steel on wood . It is used for installing brackets, piping etc . 
The screw can be directly mounted in timber without pre-
drilling or plugs, and it can also be used in brick and aerated 
concrete by pre-drilling and using a plug .
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A D VA N TAG E S
• Optimezed for professional use . 
• Wide range for steel and timber substructures . 
• Fast and effective installation .   

Expandet Drywall Screws 

Expandet Drywall Screws ensures fast and effective 
installation, and are available in a wide range for both 
steel and timber substructures . Drywall Screws are 
CE-marked and optimized for professional use .

Expandet Drywall Screw 
for wood

Expandet Drywall Screw 
for steel

Expandet Drywall Screw with 
drill point for steel

Expandet Drywall Screws are CE-marked and optimized for professional use.

Expandet Drywall Screws ensures fast and effective installation

Expandet Drywalls screw for 
high density plasterboard

Expandet Drywall screw for 
fiber boards (Fermacell)

Expandet Wafer head screw 
with and without drill point
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3,5 x 25 PH2 0335025 1 .000 5708620208978
3,5 x 38 PH2 0335038 1 .000 5708620208985
3,5 x 51 PH2 0335050 500 5708620208992

3,5 x 25 PH2 0435025 1 .000 5708620209005
3,5 x 41 PH2 0435041 500 5708620209012
3,5 x 51 PH2 0435051 500 5708620209029

3,8 x 35 PH2 0438035 1 .000 5708620209036
3,8 x 45 PH2 0438045 500 5708620209043
3,8 x 57 PH2 0438057 500 5708620209050

ETA

ETA

ETA

S
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R
E
W

S

Expandet Drywall Screw for steel 
(max. 0,9 mm) 

Expandet Drywall Screw with drill 
point for steel (max. 2,1 mm)

Expandet Drywall Screw for wood

EXPANDET DRYWALL SCREW FOR STEEL (MAX. 0,9 MM) 

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Phosphated
Phosphated
Phosphated

EXPANDET DRYWALL SCREW WITH DRILL POINT FOR STEEL (MAX. 2,1 MM)

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

zinc plated
zinc plated
zinc plated

EXPANDET DRYWALL SCREW FOR WOOD

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

zinc plated
zinc plated
zinc plated
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3,9 x 30 PH2 0339030 1000 5708620209081
3,9 x 45 PH2 0339045 1000 5708620209098

3,9 x 32 PH2 0339032 500 5708620209265
3,9 x 41 PH2 0339041 500 5708620209272

4,2 x 14 PH2 2 x 0,9 0442014 1000 5708620209067
4,2 x 13 PH2 2 x 1,5 0442013 1000 5708620209074

ETA

ETA

ETA
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S

Expandet Drywall screw for 
fiber boards (Fermacell)

Expandet Drywall screw for 
high density plasterboard

Expandet Wafer head screw 
(with and without drill point)

EXPANDET DRYWALL SCREW FOR FIBER BOARDS (FERMACELL)

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Phosphated
Phosphated

EXPANDET DRYWALL SCREW FOR HIGH DENSITY PLASTERBOARD

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Phosphated
Phosphated

EXPANDET WAFER HEAD SCREW (WITH AND WITHOUT DRILL POINT

TYPE
DIMENSION

MM

BIT THICKNESS 
OF FIXTURE 

(MAX.)
MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     
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3,5 x 25 PH2 335025 1000 5708620209104
3,5 x 35 PH2 335035 1000 5708620209111
3,5 x 38 PH2 335038 1000 5708620209234
3,5 x 45 PH2 335045 1000 5708620210896
3,5 x 51 PH2 335051 1000 5708620209241

3,5 x 25 PH2 435025 1000 5708620209173
3,5 x 41 PH2 435042 1000 5708620209180
3,5 x 51 PH2 435051 1000 5708620209197

3,9 x 30 PH2 435030 1000 5708620209135
3,9 x 35 PH2 435035 1000 5708620209142
3,9 x 41 PH2 435041 1000 5708620209159
3,9 x 55 PH2 439055 1000 5708620209166

ETA

ETA

ETA

S
C

R
E
W

S

Expandet Collated Drywall screw 
for steel (max. 0,9 mm)

Expandet Collated drywall screw 
with drill point for steel (max. 2,1 mm)

Expandet Collated drywall screw 
for wood

EXPANDET COLLATED DRYWALL SCREW FOR STEEL (MAX. 0,9 MM)

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Phosphated
Phosphated
Phosphated
Phosphated
Phosphated

EXPANDET COLLATED DRYWALL SCREW WITH DRILL POINT FOR STEEL (MAX. 2,1 MM)

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

zinc plated
zinc plated
zinc plated

EXPANDET COLLATED DRYWALL SCREW FOR WOOD

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

zinc plated
zinc plated
zinc plated
zinc plated
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3,9 x 32 PH2 339032 1000 5708620209289
3,9 x 41 PH2 339041 1000 5708620209296
3,9 x 51 PH2 339051 1000 5708620209302

ETA

3,9 x 30 PH2 339030 1000 5708620210995

ETA

S
C

R
E
W

S

Expandet Collated drywall screw 
for high density plasterboards

EXPANDET COLLATED DRYWALL SCREW FOR HIGH DENSITY PLASTERBOARDS

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Phosphated
Phosphated
Phosphated

Expandet Collated drywall screw 
for fiber boards (Fermacell)

EXPANDET COLLATED DRYWAL SCREW FOR FIBER BOARDS (FERMACELL)

TYPE
DIMENSION

MM

BIT EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

Phosphated
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ETA

S
C

R
E
W

S

A D VA N TAG E S
• No pre-drilling.
• The special design prevents risk of cracking.
• The revolutionary point and shank geometry makes work 
  quick and easy.
• Lower installation torque (moment) due to specially designed ribs. 

Expandet Heco-Topix, 
wood construction screw 

Expandet Heco-Topix wood constructions screw is 
suitable for fixing of wood constructions, trusses, stairs, 
insolation on trusses etc . without pre-drilling .

ACC E S S O R I E S
Expandet Disc for Heco-Topix, wood construction screw  .



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk142 Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

6 x 240 25 60 11,8 3,6 9006240 100 5708620202150
  6 x 260 25 60 11,8 3,6 9006260 100 5708620202167
  6 x 280 25 60 11,8 3,6 9006280 100 5708620202174
  6 x 300 25 60 11,8 3,6 9006300 100 5708620202181

8 x   80 40 60 14,8 5 9008080 100 5708620202198
  8 x 100 40 60 14,8 5 9008100 100 5708620202204
  8 x 120 40 70 14,8 5 9008120 100 5708620202211
  8 x 140 40 70 14,8 5 9008140 100 5708620202228
  8 x 160 40 70 14,8 5 9008160 100 5708620202235
  8 x 180 40 100 14,8 5 9008180 100 5708620202242
  8 x 200 40 100 14,8 5 9008200 100 5708620202259
  8 x 220 40 100 14,8 5 9008220 50 5708620202266
  8 x 240 40 100 14,8 5 9008240 50 5708620202273
  8 x 260 40 100 14,8 5 9008260 50 5708620202280
  8 x 280 40 100 14,8 5 9008280 50 5708620202297
  8 x 300 40 100 14,8 5 9008300 50 5708620202303
  8 x 320 40 100 14,8 5 9008320 50 5708620202310
  8 x 340 40 100 14,8 5 9008340 50 5708620202327
  8 x 360 40 100 14,8 5 9008360 50 5708620202334
  8 x 380 40 100 14,8 5 9008380 50 5708620202341
  8 x 400 40 100 14,8 5 9008400 50 5708620202358

6 x 240 * 25 60 14,0 3,6
  6 x 260 * 25 60 14,0 3,6
  6 x 280 * 25 60 14,0 3,6
  6 x 300 * 25 60 14,0 3,6

  8 x   80 40 60 17,5 5 9008080F 100 5708620203942
  8 x 100 40 60 17,5 5 9008100F 100 5708620203959
  8 x 120 40 70 17,5 5 9008120F 100 5708620203478
  8 x 140 40 70 17,5 5 9008140F 100 5708620204994
  8 x 160 40 70 17,5 5 9008160F 100 5708620205007
  8 x 180 40 100 17,5 5 9008180F 100 5708620203485
  8 x 200 40 100 17,5 5 8008200F 100 5708620209722
  8 x 220 40 100 17,5 5 9008220F 50 5708620203492
  8 x 240 40 100 17,5 5 9008240F 50 5708620209708
  8 x 260 40 100 17,5 5 9008260F 50 5708620209715
  8 x 280 40 100 17,5 5 9008280F 50 5708620210902
  8 x 300 40 100 17,5 5 9008300F 50 5708620205069
  8 x 320 40 100 17,5 5 9008320F 50 5708620210919
  8 x 340 40 100 17,5 5 9008340F 50 5708620210926
  8 x 360 40 100 17,5 5 9008360F 50 5708620210933
  8 x 380 40 100 17,5 5 9008380F 50 5708620210940
  8 x 400 40 100 17,5 5 9008400F 50 5708620210957

Ø  8/25 900825S 50 5708620202877

ETA

S
C

R
E
W

S

Expandet Heco-Topix, 
wood construction screw 

EXPANDET HECO-TOPIX, WOOD CONSTRUCTION SCREW 

TYPE
DIMENSION

MM

TX THREAD 
LENGTH

MM

HEAD
DIAMETER

MM

INNER 
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

WITH FLANGE

* Available on request 

EXPANDET DISC FOR HECO-TOPIX, WOOD CONSTRUCTION SCREW 

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER 
BOX

EAN 13
PER BOX     

for 8 mm
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Expandet Threaded Rods, 
Nuts and Washers

Expandet Threaded rods are available in several different 
types .

Save time and money!
Optimal way of fastening in concrete
- Order threaded rods by 
desired lengths 

ESI+ & EVL+ 
Expandet 
Injection Mortar 
- New improved quality and 
usability
for fixing of rebars and threaded rods . 
ESI+ can be used throughout the whole year at tempera-
tures above +5oC
EVL+ can be used in winter and cold conditions at 
temperatures below +5oC

Expandet ExtremeCut 3+ 
The professional concrete drill
also works in reinforced concrete
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EGS-EG   8 x 110 900108S 10 5708620097572
EGS-EG 10 x 130 900110S 10 5708620097589
EGS-EG 12 x 160 900112S 10 5708620097596
EGS-EG 16 x 190 900116S 10 5708620097602

EGS-VG   8 x 110 900108VGS 10 5708620100654
EGS-VG 10 x 130 900110VGS 10 5708620100661
EGS-VG 12 x 160 900112VGS 10 5708620100678
EGS-VG 16 x 190 900116VGS 10 5708620100685

A
C

C
E
S
S
O

R
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S

Expandet Threaded Rod with nut 
and washer, pointed, 
zinc plated

Expandet Threaded Rod with nut 
and washer, pointed, hot dipped 
galvanized

EXPANDET THREADED ROD with nut and washer, pointed, zinc plated, steel strength 5.8

TYPE DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET THREADED ROD with nut and washer, pointed, hot dipped galvanized, steel strength 5.8

TYPE DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Threaded Rod, including nut and washer, pointed . 
Installed together with Expandet Styrene Free Injection 
Mortar or Expandet Chemical Anchor (Capsule) .

Expandet Threaded Rod, including nut and washer, 
pointed . Installed together with Expandet Styrene Free 
Injection Mortar or Expandet Chemical Anchor (Capsule) .
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EGS-A4   8 x 110 900108A4 S 10 5708620100715
EGS-A4   8 x 150 * 908150A4 S 10 5708620102061
EGS-A4 10 x 130 900110A4 S 10 5708620100722
EGS-A4 10 x 165 * 910165A4 S 10 5708620102078
EGS-A4 12 x 160 900112A4 S 10 5708620100739
EGS-A4 12 x 190 * 912190A4 S 10 5708620102085
EGS-A4 16 x 170 * 916170A4 S 10 5708620102092
EGS-A4 16 x 190 900116A4 S 10 5708620100746
EGS-A4 20 x 260 900120A4 S 10 5708620100753
EGS-A4 24 x 300 * 900124A4 S 10 5708620100760

A
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O
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Expandet Threaded Rod with nut 
and washer, pointed, 
INOX A4

EXPANDET THREADED ROD with nut and washer, pointed, INOX A4-70

TYPE DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

* Available on request

Expandet Threaded Rod, including nut and washer, 
pointed . Installed together with Expandet Styrene Free 
Injection Mortar or Expandet Chemical Anchor (Capsule) .
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EGL-EG   8 x 110 908110 50 5708620102535
EGL-EG   8 x 150 908150 50 5708620102542
EGL-EG 10 x 130 910130 50 5708620102559
EGL-EG 10 x 160 910160 50 5708620102566
EGL-EG 12 x 160 912160 50 5708620102573
EGL-EG 12 x 190 912190 50 5708620102580
EGL-EG 12 x 220 912220 50 5708620102597
EGL-EG 16 x 170 916170 50 5708620102603
EGL-EG 16 x 190 916190 25 5708620102610

EGL-VG   8 x 110 0908110VG 50 5708620102627
EGL-VG   8 x 150 0908150VG 50 5708620102634
EGL-VG 10 x 130 0910130VG 50 5708620102641
EGL-VG 10 x 160 0910160VG 50 5708620102658
EGL-VG 12 x 160 0912160VG 50 5708620102665
EGL-VG 12 x 190 0912190VG 50 5708620102672
EGL-VG 12 x 220 0912220VG 50 5708620102689
EGL-VG 16 x 170 0916170VG 50 5708620102696
EGL-VG 16 x 190 0916190VG 25 5708620102702

A
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Expandet Threaded Rod, 
straight cut, zinc plated

Expandet Threaded Rod, 
straight cut, 
hot dipped galvanized

EXPANDET THREADED ROD, straight cut, zinc plated, steel strength 5.8

TYPE DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET THREADED ROD, straight cut, hot dipped galvanized, steel strength 5.8

TYPE DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     
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6 x 1000 8 .89061000EG 1 5708620102894
8 x 1000 8 .89081000EG 1 5708620102405

10 x 1000 8 .89101000EG 1 5708620102412
12 x 1000 8 .89121000EG 1 5708620102429
16 x 1000 8 .89161000EG 1 5708620102436
20 x 1000 8 .89201000EG 1 5708620102443
24 x 1000 8 .89241000EG 1 5708620102450

10 x 1000 8 .89101000VG 1 5708620102467
12 x 1000 8 .89121000VG 1 5708620102474
16 x 1000 8 .89161000VG 1 5708620102481
20 x 1000 8 .89201000VG 1 5708620102498
24 x 1000 8 .89241000VG 1 5708620102504

  8 x 1000 A29081000 1 5708620102719
10 x 1000 A29101000 1 5708620102726
12 x 1000 A29121000 1 5708620102733
16 x 1000 A29161000 1 5708620102740
20 x 1000 A29201000 1 5708620102757
24 x 1000 A29241000 1 5708620102764

  8 x 1000 A49081000 1 5708620102856
10 x 1000 A49101000 1 5708620102863
12 x 1000 A49121000 1 5708620102870
16 x 1000 A49161000 1 5708620102887
20 x 1000 A49201000 1 5708620102818
24 x 1000 A49241000 1 5708620102825
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Expandet Threaded rod (DIN 975), 
Length 1 M

EXPANDET THREADED ROD (DIN 975), Length 1 M

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. EAN 13
PER BOX     

ZINC PLATED 8.8

HOT DIPPED GALVANIZED 8.8

A2-70

A4-70
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10 x 2000 8 .89102000EG 1 5708620102979
12 x 2000 8 .89122000EG 1 5708620102993
16 x 2000 8 .89162000EG 1 5708620103013
20 x 2000 8 .89202000EG 1 5708620103037

10 x 2000 8 .89102000VG 1 5708620102986
12 x 2000 8 .89122000VG 1 5708620103006
16 x 2000 8 .89162000VG 1 5708620103020
20 x 2000 8 .89202000VG 1 5708620103044
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Expandet Threaded rod (DIN 975), 
Length 2 M

EXPANDET THREADED ROD (DIN 975), Length 2 M

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. EAN 13
PER BOX     

ZINC PLATED 8.8

HOT DIPPED GALVANIZED 8.8
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M  8 M908IEG 13 6,8
M10 M910EG 17 8
M12 M912EG 19 10
M16 M916IEG 24 14,8
M20 M920IEG 30 18
M24 M924IEG 36 21,5

M10 M910VG 16 8,4
M12 M912VG 19 10
M16 M916IVG 24 13
M20 M920IVG 30 18
M24 M924IVG 36 21,5
M30 M930IVG 46 25,6

M  8 M908IA2 13 6,8
M10 M910A2 17 8
M12 M912A2 19 10
M16 M916IA2 24 14,8
M20 M920IA2 30 18
M24 M924IA2 36 21,5

M  8 M908IA4 13 6,8
M10 M910A4 17 8
M12 M912A4 19 10
M16 M916IA4 24 14,8
M20 M920IA4 30 18
M24 M924IA4 36 21,5
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Expandet Metric Nuts

EXPANDET METRIC NUTS

TYPE DIMEN-
SION

EXPANDET
ARTICLE NO.

SPANNER 
SIZE

HEIGHT
MM

ZINC PLATED 8.8
Expandet Nut kl . 8 - ISO 4032
Expandet Nut kl . 8 - DIN 934
Expandet Nut kl . 8 - DIN 934
Expandet Nut kl . 8 - ISO 4032
Expandet Nut kl . 8 - ISO 4032
Expandet Nut kl . 8 - ISO 4032

HOT DIPPED GALVANIZED 8.8
Expandet Nut kl . 8 - ISO 4032
Expandet Nut kl . 8 - DIN 934
Expandet Nut kl . 8 - DIN 934
Expandet Nut kl . 8 - ISO 4032
Expandet Nut kl . 8 - ISO 4032
Expandet Nut kl . 8 - ISO 4032

A2-70 (304)
Expandet Nut - ISO 4032
Expandet Nut - DIN 934
Expandet Nut - DIN 934
Expandet Nut - ISO 4032
Expandet Nut - ISO 4032
Expandet Nut - ISO 4032

A4-70 (316)
Expandet Nut - ISO 4032
Expandet Nut - DIN 934
Expandet Nut - DIN 934
Expandet Nut - ISO 4032
Expandet Nut - ISO 4032
Expandet Nut - ISO 4032
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40 x 11 x 4 * 90400411ØVG 40 4
40 x 14 x 4 * 90400414ØVG 40 4

50 x 11 x 5 * 90500511ØVG 50 5
50 x 14 x 5 * 90500514ØVG 50 5
50 x 18 x 5 * 90500518ØVG 50 5
50 x 22 x 5 * 90500522ØVG 50 5

60 x 18 x 6 * 90600618ØVG 60 6
60 x 22 x 6 * 90600622ØVG 60 6
60 x 26 x 6 * 90600626ØVG 60 6

80 x 32 x 8 * 90800832ØVG 80 8

40 x 40 x 4 904011VG 40 4
40 x 40 x 4 904014VG 40 4

50 x 50 x 5 905018VG 50 5

60 x 60 x 6 906021VG 60 6

80 x 80 x 8 908031VG 80 8

100 x 100 x 10 910018VG 100 10
100 x 100 x 10 910021VG 100 10
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Expandet Washer, 200 HV, 
Hot Dipped Galvanized

EXPANDET WASHER, 200 HV, Hot Dipped Galvanized

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

DIA.

MM

THICKNESS

MM

* Going out of range

Expandet Washer, 100HV, 
Hot Dipped Galvanized

EXPANDET WASHER, 100 HV, Hot Dipped Galvanized

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

DIA.

MM

THICKNESS

MM
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DIN 125A (ISO 7089) M  8 S908EG 16 8,4 1,6
DIN 125A (ISO 7089) M10 S910EG 20 10,5 2
DIN 125A (ISO 7089) M12 S912EG 24 13 2,5
DIN 125A (ISO 7089) M16 S916EG 30 17 3
DIN 125A (ISO 7089) M20 S920EG 37 21 3
DIN 125A (ISO 7089) M24 S924EG 44 25 4

DIN 125A (ISO 7089) M10 S910VG 20 10,5 2
DIN 125A (ISO 7089) M12 S912VG 24 13 2,5
DIN 125A (ISO 7089) M16 S916VG 30 17 3
DIN 125A (ISO 7089) M20 S920VG 37 21 3
DIN 125A (ISO 7089) M24 S924VG 44 25 4
DIN 125A (ISO 7089) M30 S930VG 56 31 4

DIN 125A (ISO 7089) M  8 S908A2 16 8,4 1,6
DIN 125A (ISO 7089) M10 S910A2 20 10,5 2
DIN 125A (ISO 7089) M12 S912A2 24 13 2,5
DIN 125A (ISO 7089) M16 S916A2 30 17 3
DIN 125A (ISO 7089) M20 S920A2 37 21 3
DIN 125A (ISO 7089) M24 S924A2 44 25 4

DIN 125A (ISO 7089) M  8 S908A4 16 8,4 1,6
DIN 125A (ISO 7089) M10 S910A4 20 10,5 2
DIN 125A (ISO 7089) M12 S912A4 24 13 2,5
DIN 125A (ISO 7089) M16 S916A4 30 17 3
DIN 125A (ISO 7089) M20 S920A4 37 21 3
DIN 125A (ISO 7089) M24 S924A4 44 25 4
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Expandet Washers

EXPANDET WASHERS

TYPE DIMEN-
SION

EXPANDET
ARTICLE NO.

DIA.

MM

HOLE
DIA.

MM

THICKNESS

MM

ZINC PLATED

HOT DIPPED GALVANIZED

A2 (304)

A4 (316)



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk152

DIN 9021 (ISO 7093-1) M  8 S908 .3EG 24 8,4 2
DIN 9021 (ISO 7093-1) M10 S910 .3EG 30 10,5 2,5
DIN 9021 (ISO 7093-1) M12 S912 .3EG 37 13 3
DIN 9021 (ISO 7093-1) M16 S916 .3EG 50 17 3
DIN 9021 (ISO 7093-1) M20 S920 .3EG 60 22 4
DIN 9021 (ISO 7093-1) M24 S924 .3EG 72 26 5

DIN 9021 (ISO 7093-1) M10 S910 .3VG 30 10,5 2,5
DIN 9021 (ISO 7093-1) M12 S912 .3VG 37 13 3
DIN 9021 (ISO 7093-1) M16 S916 .3VG 50 17 3
DIN 9021 (ISO 7093-1) M20 S920 .3VG 60 22 4
DIN 9021 (ISO 7093-1) M24 S924 .3VG 72 26 5
DIN 9021 (ISO 7093-1) M30 S930 .3VG 96 33 6
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Expandet Washers

EXPANDET WASHERS

TYPE
DIMENSION

MM

DIMEN-
SION

EXPANDET
ARTICLE NO.

DIA.

MM

HOLE
DIA.

MM

THICKNESS

MM

ZINC PLATED

HOT DIPPED GALVANIZED
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1]

2]

3]

4]

5]

M6 3,50

M8 5,00

M10 8,00

M12 8,00

6 x 48 10 12 8 980106 10 5708620100562
8 x 80 14 16 12 980108 10 5708620100531

10 x 80 16 20 14 980110 10 5708620100548
12 x 80 18 20 16 980112 10 5708620100555
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Expandet Socket Anchor with 
internal thread

Expandet Socket Anchor with internal thread for fixing 
with Expandet Injection Mortar ESI+ and EVL+ .

INSTALLATION:

A D VA N TAG E S
• Flush with the wall.
• Useable with all metric screws.
• Useable together with sleeve.

Drill a hole with correct diameter and depth

Clean the drilled hole thoroughly

Inject the mortar

Insert the Socket Anchor in a slowly turning 
motion until flush with the wall

The installation is finished

Type Load capacities

DIMENSION

NRd

Design resistance, 
tension

kN

 Design resistance for tension is maximum in concrete C20/25 together with   
 threaded rod/bolt in 5 .8 stee, not influenced by edge distance and/or spacing .

EXPANDET SOCKET ANCHOR WITH INTERNAL THREAD, 5.8 steel, zinc plated

TYPE
DIMENSION

MM

DRILL DIA. IN 
BRICK AND 
CONCRETE 
WALL, MM

DRILL 
DIA. WITH 

SLEEVE
MM

OUTSIDE 
DIAMETER 

OF ANCHOR 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

(Given dimensions are the internal diameter x total length)
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1]

2]

3]

4]

5]

6 x   60 1,50

6 x   80 1,50

6 x 100 1,50

6 x 120 1,50

6 x 150 1,50
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Expandet Toproc Distance Screw 

Expandet Toproc Distance Screw is safe and effective for 
fixing without scotching of window and door frames, 
subconstructions etc .

INSTALLATION:

A D VA N TAG E S
• Secure and effective mounting without scotching.
• Hexagon socket and bit - easy and fast fixing.
• Toproc Special Plug prevents thermal bridge.

Drill a hole through the fixture and into the 
base-material (If base-material is wood, drill only 
through fixture)

Clean the drilled hole thoroughly

Determine the desired distance between fixture 
and material and choose the length of Toproc .
Place a plug on Toproc . Hammer them both 
through fixture and into the building material . 

Place the enclosed hexagon key in the drill 
chuck and mount Toproc

Toproc keeps fixture and material in the desired 
position

Type Load capacities

DIMENSION

NRd

Design resistance, 
tension

kN

 Design resistance for tension is maximum in concrete C20/25, not influenced by  
 edge distance and/or spacing . 

ACC E S S O R I E S
Toproc Covercaps and sleeve for Covercaps .
Self-adhesive FastCap covercaps .
Expandet Super for solid brick and concrete .
Expandet Super with long expansion for porous materials .
At risk of thermal bridge use Toproc Special Plug .
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6 x   60 20 8 50 956060 50 5708620097336
6 x   80 20 8 50 956080 50 5708620097343
6 x 100 20 8 50 956100 50 5708620097350
6 x 120 20 8 50 956120 50 5708620097367
6 x 150 20 8 50 956150 50 5708620097374

6 x 30 6 40 260630 100 5708620026022
8 x 40 8 50 260840 100 5708620026046
8 x 65 8 50 950865 50 5708620097466

950001 100 5708620097473

6 x   60 25 20 8 50 996060 T 100 5708620201924
6 x   80 25 20 8 50 996080 T 100 5708620201825
6 x 100 25 20 8 50 996100 T 100 5708620201832
6 x 120 25 20 8 50 996120 T 100 5708620201849
6 x 150 25 20 8 50 996150 T 100 5708620201856
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EXPANDET TOPROC DISTANCE SCREW, with internal hex, zinc plated

TYPE
DIMENSION

MM

HEXA-
GON 
TOOL

MM

LENGTH 
OF TOP 

THREAD
MM

DRILL 
DIA.

MM

DEPTH OF 
DRILLED 

HOLE, (MIN)
 MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

4
4
4
4
4

EXPANDET SUPER NYLONPLUG FOR TOPROC DISTANCE SCREW

TYPE
DIMENSION

MM

DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE, (MIN)
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET COVERCAPS FOR DISTANCE SCREW

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BAG

EAN 13
PER BAG     

WHITE

EXPANDET TOP DISTANCE SCREW, zinc plated

TYPE
DIMENSION

MM

TX LENGTH 
OF TOP 

THREAD
MM

DRILL 
DIA.

MM

DEPTH OF 
DRILLED 

HOLE, (MIN) 
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Toproc Distance Screw, 
zinc plated

Expandet Top Distance Screw, 
zinc plated
Expandet Top Distance Screw is a quick, easy and 
professional solution for fixing door and window frames 
etc . 
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1]

2]

3]

4]

5]

14 x 50 2,00

14 x 70 2,00

14 x 90 2,00
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Expandet Adjustable Frame Screw

Expandet Adjustable Frame Screw is a quick, easy 
and professional solution for fixing door and window 
frames etc . 

INSTALLATION:

A D VA N TAG E S
• Adjustable fixing .
• Several types of door and windowframes are predrilled  
   for  Adjustable Frame Screw .
• At repeated installations use of Combination Drill is an  
   advantage .

Place door or window frame using scotchings 
and pre-drill through the frame with a 14 mm drill

Insert the centering-sleeve into the 14 mm 
hole . Drill through the sleeve and into the base 
material - securing that the hole in frame and 
base material is aligned .

Place Super 10x50 on the adjustable Frame 
Screw and hammer into drilled hole in base 
material . Screw in the Adjustable Frame Screw 
using the Combination Key

Remove scotchings after Adjustable Frame 
Screws are installed . The frame can now be 
adjusted using the Combination Key

Hide drill hole in frame with a 14 mm CoverCap, 
or 18 mm FastCap covercap in suitable color

Type Load capacities

DIMENSION

NRd

Design resistance, 
tension

kN

 Design resistance for tension is maximum in concrete C20/25  with Expandet   
 Super, not influenced by edge distance and/or spacing . 

ACC E S S O R I E S
Expandet Super 10 mm for solid brick and concrete
Drill 14 mm .
Center drill 14/5 mm . Use 5 mm Center Drill for wood and 
10 mm Drill for solid brick and concrete .
Combination Drill 14/10 mm SDS+ .
Hexagon Key for drill 14 mm .
Centering Sleeve for 5 and 10 mm .
Combination Key for fixing and adjusting of Expandet 
Adjustable Frame Screw .
Covercaps .
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14 x 50 5 10 40 951450 50 5708620057415
14 x 70 5 10 60 951470 50 5708620057422
14 x 90 5 10 85 951490 50 5708620057439

931411 1 5708620053462

931410 1 5708620053455

931417 1 5708620053523

931419 1 5708620053547
931418 1 5708620053530
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EXPANDET ADJUSTABLE FRAME SCREW (Technical Sheet No. 502)

TYPE
DIMENSION

MM

DRILL
DIA.

WOOD
MM

BOR 
DIA.

CONCRETE
MM

DEPTH OF 
DRILLED 

HOLE, (MIN)
 MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET DRILL INCL. CENTER DRILL FOR ADJUSTABLE
FRAME SCREW

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Drill incl . Center Drill Ø14

EXPANDET COMBINATION DRILL FOR ADJUSTABLE 
FRAME SCREW

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BAG

EAN 13
PER BAG     

Combination Drill SDS+

EXPANDET COMBINATION KEY FOR FIXING AND ADJUSTING 
OF ADJUSTABLE FRAME SCREW

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Combination Key

EXPANDET CENTERING SLEEVE FOR ADJUSTABLE FRAME SCREW

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Centering Sleeve for 5 mm
Centering Sleeve for 10 mm

Expandet Adjustable Frame Screw
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Expandet Scaffold Screw,
Expandet Bedding Anchor,
Expandet Scaffold Screw for 
Bedding Anchor
Expandet Welded Scaffold Screw for the safe 
solution when assembling and stabilizing scaffold on 
construction site .

Expandet Bedding Anchor is for use in combination with 
Expandet Scaffold Screw
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7,8 x   50 7,8 50 15 078050 50 5708620098609
7,8 x   70 7,8 70 15 078070 50 5708620098616
7,8 x   80 7,8 80 15 078080 50 5708620098623
7,8 x 120 7,8 80 15 078120 50 5708620098630

7,8 x   80 7,8 100 22 008080 50 5708620096384
7,8 x 100 7,8 120 22 008100 50 5708620096391

8,9 x   70 8,9 70 15 089070 50 5708620200149

M8/ 90 x 35 8,0 90 35 008090 I 50 5708620099859

8 x 50 8,0 90 16 008050 50 5708620099712

A
C

C
E
S
S
O

R
IE

S

Expandet Scaffold Screw, 
zinc plated

Expandet Bedding Anchor

Expandet Scaffold Screw, metric

EXPANDET SCAFFOLD SCREW, zinc plated (Technical Sheet No. 507)

TYPE
DIMENSION

MM

BOLT
DIA.

MM

BOLT
LENGTH

MM

EYE
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET BEDDING ANCHOR (Technical Sheet No. 507)

TYPE
DIMENSION

MM

BOLT
DIA.

MM

BOLT
LENGTH

MM

INTERNAL
THREAD
LENGTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

EXPANDET SCAFFOLD SCREW for Bedding Anchor, metric (Technical Sheet No. 507)

TYPE
DIMENSION

MM

BOLT
DIA.

MM

BOLT
LENGTH

MM

EYE
DIAMETER

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Expandet Bedding Anchor is for use in combination with 
Expandet Scaffold Screw.

Expandet welded Scaffold Screw  for Bedding Anchor.
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Expandet Fastcaps, 
Self-adhesive covercaps
Expandet Fastcaps, Self-adhesive covercaps . Self-adhesive 
Moisture resistant covercaps in a wide range of colours, 
supplied in both plastic and real wood for optimal finish 
and fast mounting . 

INSTALLATION:

A D VA N TAG E S
• Easy mounting and without special tool .
• Strong adhesive .
• Supplied in a large variety in both hard-wearing plastic,   
  untreated- and lacquered real wood.
• Provides optimal finish .

The self-adhesive FastCap is mounted faster than 
traditional covercap systems

FastCap only need a few mm of surface area in 
order to stick

If FastCap is countersunk the fixing is completely 
hidden . Use special drill

SPECIAL SHAPES AND SIZES
FastCap is also supplied in special shapes such as round or 
rigid with or without hole on request.

BEFORE AFTER
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9 951109 120 5708620058498
9 951209 120 5708620058504

14 951114 52 5708620058474
14 * 961114 52 5708620059792
14 952114 52 5708620058559
14 951614 52 5708620058573
14 951214 52 5708620058481
14 952214 52 5708620058566
14 * 962214 52 5708620059815
14 952514 52 5708620058856
14 951514 52 5708620058542
14 952614 52 5708620058863
14 952714 52 5708620058870
14 952814 52 5708620058887
14 952914 52 5708620058894
14 953014 52 5708620058900
14 951314 52 5708620058535
14 951714 52 5708620058726
14 953114 52 5708620058917

18 951118 36 5708620058511
18 * 961118 36 5708620059808
18 952118 36 5708620059235
18 951618 36 5708620058733
18 951218 36 5708620058528
18 952218 36 5708620058986
18 * 962218 36 5708620059822

25 951125 20 5708620059006

14 951814 52 5708620058634
14 953214 52 5708620058757
14 953314 52 5708620058764
14 953414 52 5708620058771
14 953514 52 5708620058788
14 953614 52 5708620058795
14 953714 52 5708620058801
14 953814 52 5708620058818
14 953914 52 5708620058825
14 952414 52 5708620058740
14 954014 52 5708620058832

18 951818 36 5708620059167

14 951914 52 5708620058641
14 952014 52 5708620058658
14 954114 52 5708620058924
14 954214 52 5708620058931
14 954314 52 5708620058948
14 954414 52 5708620058955
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Expandet Fastcaps, 
Self-adhesive covercaps

EXPANDET FASTCAPS, Self-adhesive covercaps (Technical Sheet No. 508)

TYPE
DIMENSION

MM

COLOUR EXPANDET
ARTICLE NO.

PCS. PER 
SHEET

EAN 13
PER BOX     

HARD-WEARING PLASTIC
White
Grey

White
White
Antique white
Light grey
Grey
Black
Black
Maple, white washed

Beech
Natural oak
Golden oak
Antique oak
Light mapple
Mat cherry
Dark cherry
Red mahogany
Dark mahogany

White
White
Antique white
Light grey
Grey
Black
Black

White

UNTREATED REAL WOOD
Pine
Veined Pine
Dark Oak
Light Oak
Raw Maple
Raw cherry
Ash
White Birch
Natural Birch
Raw Mahogni
Raw Teak

Pine

LACQUERED REAL WOOD
Mahogni
Cherry
Dark Oak
Maple
Golden Pine
Teak

* Box
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Expandet Covercaps

Expandet Covercaps for proffesional solution and optimal 
finish, when screws and holes needs to be covered . 

A D VA N TAG E S
• Easy mounting and without special tool .
• Available in wide range with both hole and for TX 10,20, 30, 40 . 
• Provides optimal finish .
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9010 571009 100 5708620057057

ncs0500-n 951414 100 5708620057538
1001 951415 100 5708620058429
8017 951420 100 5708620058450

ncs9000 951423 100 5708620058467
7047 951424 100 5708620058436

9010 950022 100 5708620097954
7001 950023 100 5708620097961

9010 950035 100 5708620097893

9010 950015 100 5708620097770
7001 950016 100 5708620097787
8011 950018 100 5708620097848
9005 950017 100 5708620097831
7035 950014 100 5708620097862
1001 950019 100 5708620097916
7016 950036 100 5708620059433

9010 581003 100 5708620056623
7001 581004 100 5708620056630
8011 581005 100 5708620056678
9005 581006 100 5708620056685
7035 581007 100 5708620056692
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Expandet Covercaps

EXPANDET COVERCAPS

TYPE
DIMENSION

MM

COLOUR RAL NO. EXPANDET
ARTICLE NO.

PCS. 
PER BAG

EAN 13
PER BOX     

POZ . 2 White

T/14 mm Hole White
T/14 mm Hole Beige
T/14 mm Hole Brown
T/14 mm Hole Black
T/14 mm Hole Grey

TX 10 White
TX 10 Grey

TX 20 White

TX 30 White
TX 30 Grey
TX 30 Brown
TX 30 Black
TX 30 Light Grey
TX 30 Beige
TX 30 Anthracite

TX 40 White
TX 40 Grey
TX 40 Brown
TX 40 Black
TX 40 Light Grey

TX Hole
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Expandet Assortment boxes

Expandet has a wide range of Assortment boxes for the 
professionals and DIY . 

Everything right at your fingertips !
Expandet Assortment boxes for professional use
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5 x 25 100 2,5 - 4,0 5 35
6 x 30 100 3,5 - 5,0 6 40
8 x 40 50 4,5 - 6,0 8 50 260001 250 5708620026121

5 x 25 75 + 75 2,5 - 4,0 5 35
6 x 30 50 + 50 3,5 - 5,0 6 40
8 x 40 30 + 30 4,5 - 6,0 8 50 260011 310 5708620017327

5 x 25 100 2,5 - 4,0 5 35
6 x 30 100 3,5 - 5,0 6 40
8 x 40 50 4,5 - 6,0 8 50

10 x 50 25 6,0 - 8,0 10 60 260007 275 5708620026190
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Expandet Super Assortmentbox
5 - 6 - 8 mm

Expandet Super Assortmentbox 
with Screws

Expandet Super Assortmentbox, 
5 - 6 - 8 - 10 mm

EXPANDET ASSORTMENTBOX SUPER, 5 - 6 - 8 MM

TYPE
DIMENSION

MM

PCS. SCREW 
DIA.

MM

DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

EXPANDET ASSORTMENTBOX SUPER WITH SCREWS

TYPE
DIMENSION

MM

PCS. SCREW
DIA.

MM

DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     

EXPANDET ASSORTMENTBOX SUPER, 5 - 6 - 8 - 10 MM

TYPE
DIMENSION

MM

PCS. SCREW
DIA.

MM

DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS.
PER BOX

EAN 13
PER BOX     
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50 6 40

30 8 50

15 8 75

25 + 25 6

20 + 20 6

8 + 8 10 960002 201 5708620016627

50 5 35

50 6 40

30 8 50

30 6 65

20 8 75

25 + 25 6

20 + 20 6

15
10 + 10 10

10 + 10 10 960021 325 5708620017266
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Expandet Easy Line Professional 
Assortment Box

Expandet Easy Line Professional  
X-Large Assortment Box

EXPANDET ASSORTMENT BOX EASY LINE PROFESSIONAL

TYPE
DIMENSION

MM

PCS. DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Super 6 x 30
Super 8 x 40
Super w/double expansion 8 x 65
Light Rosett w/screw 6 x 35
Light Rosett w/screw 6 x 50
Rosett® Blue pan TX 25

EXPANDET ASSORTMENT BOX EASY LINE PROFESSIONAL X-Large

TYPE
DIMENSION

MM

PCS. DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Super 5 x 25
Super 6 x 30
Super 8 x 40
Super w/double expansion 6 x 55
Super w/double expansion 8 x 65
Light Rosett w/screw 6 x 35
Light Rosett w/screw 6 x 50
Jet Drive® metal
Rosett® Blue pan TX 25
Rosett® Red pan TX 25
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100
50 + 50 6

40 + 40 6

20 + 20 10

20 + 20 10

20 + 20 10

20 + 20 10 960018 440 5708620017181

Expandet Extra V2 4,0 x 25 mm 45 8,0 2,4
Expandet Extra V2 4,0 x 40 mm 40 8,0 2,4
Expandet Extra V2 4,0 x 50 mm 40 8,0 2,4
Expandet Extra V2 4,5 x 60 mm 35 9,0 2,7
Expandet Extra V2 4,5 x 70 mm 25 9,0 2,7
Expandet Extra V2 5,0 x 50 mm 25 10,0 3,0
Expandet Extra V2 5,0 x 60 mm 25 10,0 3,0
Expandet Extra V2 5,0 x 70 mm 25 10,0 3,0
Expandet Extra V2 5,0 x 80 mm 20 10,0 3,0
Expandet Extra V2 5,0 x 90 mm 20 10,0 3,0 960096 300 570862009753
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Expandet Easy Line Plasterboards
Assortment

EXPANDET ASSORTMENT BOX EASY LINE PLASTERBOARDS ASSORTMENT

TYPE
DIMENSION

MM

PCS. DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Jet Drive® metal without screw
Light Rosett w/screw 6 x 35
Light Rosett w/screw 6 x 50
Rosett® Red pan TX 25
Rosett® Blue pan TX 25
Rosett® Red countersunk TX 25
Rosett® Blue countersunk TX 25

Expandet Extra V2, outdoor
Assortment Box

EXPANDET ASSORTMENT BOX EXTRA V2, OUTDOOR

TYPE
DIMENSION

MM

PCS HEAD-
DIA.

MM

INTER-
NAL 
DIA.
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     



Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk168 Expandet Screw Anchors A/S •  Tlf. +45 70 22 79 79 • Fax +45 70 22 79 89 • salg@expandet.dk • www.expandet.dk

30 6 50

30 6 50

15 6 60

30 6 50

40 6 50

100 4 30

30 5 50

50 5 45 960028 325 5708620017426

5 20 12

5 20 12

10 20 12

5 20 12

5 20 12

10
10
10
10
1 960025 1 5708620017259
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Expandet Multi-Monti 
Assortment Box

EXPANDET ASSORTMENT BOX MULTI-MONTI

TYPE
DIMENSION

MM

PCS. DRILL
DIA.

MM

DEPTH OF 
DRILLED 

HOLE
MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Multi-Monti w/hexagon head 7,5 x 50
Multi-Monti m/ flange Ø14,5mm  7,5 x 50
Multi-Monti w/internal thread 7,5 x 55
Multi-Monti w/external thread 7,5 x 70
Multi-Monti w/large head Ø17mm 7,5 x 50
Multi-Monti w/pan head 5,0 x 30
Multi-Monti w/countersunk head 6,0 x 60
Multi-Monti w/eye (ceiling anchor) 6,0 x 40

Expandet Gulv-Jack 
Assortment Box

EXPANDET ASSORTMENT BOX GULV-JACK

TYPE
DIMENSION

MM

PCS. DRILL
DIA.

IN FLOOR

MM

DRILL DIA.
IN FLOOR 

JOIST
MM

EXPANDET
ARTICLE NO.

SORTI-
MENT 

PER
CARTON

EAN 13
PER BOX     

Gulv-Jack   60 *
Gulv-Jack   80 *
Gulv-Jack 100 *
Gulv-Jack 120 *
Gulv-Jack 150 *
Wooden Plug Ash
Wooden Plug Beech
Wooden Plug Oak
Wooden Plug Pine
Hexagon Key

* Incl. sound absorbing casing on the tip
 Use Ø19 mm drill for perfect fit
 If the joist is very hard or if there are knots, use Ø 13 mm drill.
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10 800170M 1 5708620208015
13 800171M 1 5708620208022
16 800172M 1 5708620201603
18 800174M 1 5708620201610
21 800178M 1 5708620201627
24 800176M 1 5708620201634

000050 10 5708620016603

960500 100 5708620096865
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Expandet Toolbox has two large compartments and is 
supplied with aluminium handle .

Expandet Picture Hook for hanging pictures, 
wall clocks etc . 

Expandet Hex Top, with magnet

Expandet Toolbox

Expandet Picture Hook

EXPANDET HEX TOP, WITH MAGNET

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS.
PER BAG

EAN 13
PER BOX     

EXPANDET TOOLBOX

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     

Toolbox

EXPANDET PICTURE HOOK

TYPE
DIMENSION

MM

EXPANDET
ARTICLE NO.

PCS.
PER BAG

EAN 13
PER BOX     

Picture Hook
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L

1]

2]

3]

4]

6]

7]

5]

50 900

25 450

13 250

1]

2]

3]

4]

5]
6]

7]
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Expandet Gulv-Jack 

Gulv-Jack is the indispensable product for the 
professionals . It is a support screw for alignment, leveling 
and supporting the floor joists under the existing floor . 

INSTALLATION:

A D VA N TAG E S
• Large outer diameter and small core, providing high load  
   capacity in the floor joist, which is carrying the floor load .
• Thread and chip breaker reduces expansion pressure in the  
   drilled hole and cuts deep thread in floor joist without caus- 
   ing any splittings, even if it is close to the edge of the joist . 
• It is supplied with sound absorbing casing on the tip.
• There is a 6 mm hexagonal mounting hole for installation  
   key/tool .
• Designed with special reference to high compressive  
   strength when installed in floor joists . 
• For fine it is possible to insert hex wrench, Brace, ratchet or  
   T-adjustment tool .

Existing floor joist . If needed, use a metal 
detector finding metal/nails . They can be 
covered . If there is uncertainty drill Ø 2 mm for 
inspection

Drill Ø 20 mm hole for the Wooden Plug (Ø 19,7 
for perfect fitting)

Drill Ø 12 mm hole through the floor joist . If 
the joist is very hard or if there are knots, use Ø 
13 mm drill . This will not reduce compressive 
strength

Measure the distance from the top of the floor 
joist to the surface of the concrete (L) . Choose 
the right length of Gulv-Jack . When installing the 
Gulv-Jack the thread shall have at least have a 
grip on 25 mm when the floor is levelled

The hexagon tool is inserted in a powerfull drill 
machine with slow rotation . The Floor Jack can 
now be screwed in down against the concrete 
floor, and the Floor Jack is ready to be adjusted . 

The Wooden Plug is placed in the floor/hole . 
Sand and varnish the Wooden Plug with the 
floor as desired

Put on the supplied sound absorbing casing on 
the tip of the Floor Jack .

Load capacities
Min. Embedment Lenght

in floor joist
mm

Base load

kg

 The above mentioned load capacities are valid for pinewood using Ø 12 mm drill . 
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60 20 12 920060 5708620098210
80 20 12 920080 5708620098227

100 20 12 920100 5708620098234
120 20 12 920120 5708620098241
150 20 12 920150 5708620098395
180 20 12 920180 5708620098401
200 20 12 920200 5708620098586

920002 5708620098265
920003 5708620098258
920004 5708620098272
920005 5708620200668

920008 5708620201993
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Expandet Gulv-Jack

Expandet Wood Plug for 
Gulv-Jack

Expandet Hexagon Key/tool for 
Gulv-Jack

EXPANDET GULV-JACK incl. silencer (Technical Sheet No. 510)

TYPE
DIMENSION

MM

DRILL DIA.
IN FLOOR

MM

DRILL DIA.
IN FLOOR JOIST

MM

EXPANDET
ARTICLE NO.

EAN 13
PER BOX     

EXPANDET WOOD PLUG FOR GULV-JACK

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

EAN 13
PER BOX     

BEECH
PINE
OAK
ASH

EXPANDET HEXAGON KEY/TOOL FOR GULV-JACK

TYPE
DIMENSION

EXPANDET
ARTICLE NO.

EAN 13
PER BOX     

HEXAGON KEY

Expandet Hexagon Key is used for fixing and and 
adjusting Floor Jack .
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A D VA N TAG E S
• 3 cutter extremely effective in reinforced concrete .
• self centering tip, specificaly designed for reinforcement .
• Unique flute design with depression chambers followed  
   by compression grooves enables very efficient dust  
   removal . 

Expandet ExtremeCut 3+
Expandet ExtremeCut 3+, is designed for serious
challenges . High performance SDS hammer drill for
professionals who require extremely high demands
on precision, robustness and extra durability .

Expandet ExtremeCut 3+
- Extreme Drilling For Professionals

SELF-CENTERING TIP

Accurat drilling

135O ANGLE 

results in cylindrical and 
perfect holes

UNIQUE FLUTE DESIGN

effective dust removal

3-CUTTER extremely 

effective in reinforced  
concrete
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5,0 x 110 50 93050110 1 5708620103099
6,0 x 110 50 93060110 1 5708620103143
8,0 x 110 50 93080110 1 5708620103204

5,0 x 160 100 93050160 1 5708620103105
6,0 x 160 100 93060160 1 5708620103150
6,5 x 160 100 93065160 1 5708620103112
7,0 x 160 100 93070160 1 5708620103181
8,0 x 160 100 93080160 1 5708620103211

10,0 x 160 100 93100160 1 5708620103259
12,0 x 160 100 93120160 1 5708620103310
14,0 x 160 100 93140160 1 5708620103365
15,0 x 160 100 93150160 1 5708620103426
16,0 x 160 100 93160160 1 5708620103464

6,0 x 210 150 93060210 1 5708620103167
6,5 x 210 150 93065210 1 5708620103129
7,0 x 210 150 93070210 1 5708620103198
8,0 x 210 150 93080210 1 5708620103228

10,0 x 210 150 93100210 1 5708620103266
12,0 x 210 150 93120210 1 5708620103327
14,0 x 210 150 93140210 1 5708620103372
15,0 x 210 150 93150210 1 5708620103433
16,0 x 210 150 93160210 1 5708620103471
18,0 x 210 150 93180210 1 5708620103501
20,0 x 210 150 93200210 1 5708620103532

10,0 x 260 200 93100260 1 5708620103273
14,0 x 260 200 93140260 1 5708620103389

6,0 x 310 250 93060310 1 5708620103174
6,5 x 310 250 93065310 1 5708620103136
8,0 x 310 250 93080310 1 5708620103235

10,0 x 310 250 93100310 1 5708620103280
12,0 x 310 250 93120310 1 5708620103334
14,0 x 310 250 93140310 1 5708620103396
15,0 x 310 250 93150310 1 5708620103440
16,0 x 310 250 93160310 1 5708620103488
18,0 x 310 250 93180310 1 5708620103518
20,0 x 310 250 93200310 1 5708620103549

8,0 x 460 400 93080460 1 5708620103242
10,0 x 460 400 93100460 1 5708620103297
12,0 x 460 400 93120460 1 5708620103341
14,0 x 460 400 93140460 1 5708620103402
15,0 x 460 400 93150460 1 5708620103457
16,0 x 460 400 93160460 1 5708620103495
18,0 x 460 400 93180460 1 5708620103525
20,0 x 460 400 93200460 1 5708620103556

10,0 x 610 550 93100610 1 5708620103303
12,0 x 610 550 93120610 1 5708620103358
14,0 x 610 550 93140610 1 5708620103419
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Expandet ExtremeCut 3+

EXPANDET EXTREMECUT 3+, 3 CUTTER SDS

TYPE
DIMENSION

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX/

BAG

EAN 13
PER BOX     
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6,0 x 160 100 93060160/12 12 5708620103563
6,5 x 160 100 93065160/12 12 5708620103587
8,0 x 160 100 93080160/12 12 5708620103600

10,0 x 160 100 93100160/12 12 5708620103624
14,0 x 160 100 93140160/12 12 5708620103655

6,0 x 210 150 93060210/12 12 5708620103570
6,5 x 210 150 93065210/12 12 5708620103594
8,0 x 210 150 93080210/12 12 5708620103617

10,0 x 210 150 93100210/12 12 5708620103631
12,0 x 210 150 93120210/12 12 5708620103648
14,0 x 210 150 93140210/12 12 5708620103662
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EXPANDET EXTREMECUT 3+, 3 CUTTER SDS, 12 pcs. per box

TYPE
DIMENSION

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX/

BAG

EAN 13
PER BOX     

Expandet ExtremeCut 3+
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15,0 x 340 * 200 96150340 1 3336600004832
16,0 x 340 200 96160340 1 3336600004849
18,0 x 340 200 96180340 1 3336600004856
20,0 x 340 200 96200340 1 3336600004870
22,0 x 340 200 96220340 1 3336600004887
25,0 x 340 200 96250340 1 3336600004900
28,0 x 340 200 96280340 3336600068261
32,0 x 340 200 96320340 1 3336600068278
35,0 x 340 200 96350340 1 3336600054707

15,0 x 540 * 400 96150540 1 3336600004948
16,0 x 540 400 96160540 1 3336600004955
18,0 x 540 400 96180540 1 3336600005136
20,0 x 540 400 96200540 1 3336600005150
22,0 x 540 400 96220540 1 3336600005167
25,0 x 540 400 96250540 1 3336600005181
28,0 x 540 400 96280540 1 3336600005204
32,0 x 540 400 96320540 1 3336600005235
35,0 x 540 400 96350540 1 3336600005242

16,0 x 690 550 96160690 1 3336600005327
18,0 x 690 550 96180690 1 3336600005334
20,0 x 690 550 96200690 1 3336600005358
22,0 x 690 550 96220690 1 3336600005365
28,0 x 690 550 96280690 1 3336600005402
32,0 x 690 550 96320690 1 3336600005433

22,0 x 920 780 96220920 1 3336600005501
25,0 x 920 780 96250920 1 3336600005525
28,0 x 920 780 96280920 1 3336600005549
32,0 x 920 780 96320920 1 3336600005570
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Expandet Ultimax SDS Max

EXPANDET ULTIMAX SDS MAX, 6 CUTTER

TYPE
DIMENSION

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX/

BAG

EAN 13
PER BOX     

* 3 CUTTER

Expandet Ultimax SDS Max - for extreme and 
professional drilling . High performance SDS 
hammerdrill with 6 cutter self-centering tip . Long 
lifetime, robust with reduced vibrations and perfect 
controlled removal of dust .
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12,0 x    310 250 92120310 1 3336600152243
12,0 x 1 .000 940 92121000 1 3336600009028

14,0 x    210 150 92140210 1 3336600152083
14,0 x    310 250 92140310 1 3336600152090
14,0 x 1 .000 940 92141000 1 3336600009035

6,0 x 160 100 91060160 1 3336600118171
6,5 x 160 100 91065160 1 3336600118942
6,5 x 210 150 91065210 1 3336600118959
8,0 x 110 50 91080110 1 3336600118720
8,0 x 160 100 91080160 1 3336600118744
8,0 x 210 150 91080210 1 3336600118782

10,0 x 160 100 91100160 1 3336600118751
10,0 x 210 150 91100210 1 3336600118799
12,0 x 160 100 91120160 1 3336600118768
12,0 x 210 150 91120210 1 3336600118805
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Expandet SDS+, 2 Cutter

Expandet SDS+, 2 Cutter

EXPANDET SDS+, 2 CUTTER

TYPE
DIMENSION

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX/

BAG

EAN 13
PER BOX     

EXPANDET SDS+, 2 CUTTER

TYPE
DIMENSION

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX/

BAG

EAN 13
PER BOX     
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5 x 31 4,0 5 40 650531 200 5708620066226
6 x 36 4,5 6 45 650636 100 5708620066097
6 x 50 4,5 6 60 650650 100 5708620066219
8 x 50 6,0 8 60 650850 100 5708620066073

10 x 60 7,0 10 70 651060 50 5708620066080
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Expandet Universal Plug

Expandet Universal Plug for all the lightweight fixings in 
solid brick, concrete and sheet materials .

EXPANDET UNIVERSAL PLUG

TYPE
DIMENSION

MM

SCREW 
DIA.

MM

DRILL
DIA.

MM

DRILL
DEPTH

MM

EXPANDET
ARTICLE NO.

PCS. 
PER BOX

EAN 13
PER BOX     
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