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4,3 x   42 20 26 7,0 2,6 0243042 200 5708620208886
4,3 x   56 20 34 7,0 2,6 0243056 200 5708620208893
4,8 x   75 20 45 7,5 2.8 0248075 200 5708620208909

5,5 x   60 25 8,5 / 24 7,7 4,0 0255060 100 5708620211213
5,5 x   70 25 8,5 / 28 7,7 4,0 0255070 100 5708620211220
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EXPANDET EXTRA Decking Screw, Inox A4 with milling ribs, partial thread 
and fibercut tip
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Note: Expandet recommend predrilling when fastening decking boards – especially in hard wood.

EXPANDET EXTRA Hardwood Decking Screw, Inox A4
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Expandet Decking Screws in 
A4 Inox (316)
Expandet Decking Screws are produced in stainless steel 
A4 (316) and waxed. Useable in aggressive environments 
and coastal areas with high concentrations of salt. Can 
be used in all types of wood.

Expandet Extra Hardwood 
Decking Screw, Inox A4

Expandet Extra Decking Screw 
Inox A4

A D VA N TAG E S

• Specially developed 5,5 mm decking screw for fixing of   
   decks i tropical hardwood.
• Cylinder head ensures clean countersinking.
• Reinforced double thread and enlarged core diameter 
  ensures a safe connection between then deck and 
  substructure.

advantages     

• All-round decking screw with milling ribs and fibercut.
• Small countersunk head.
• Coarse thread for faster finish.

Note: Expandet recommend predrilling when fastening decking boards – especially in hard wood.


